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	Reason for change:
	In current BWP switch delay test cases, both interrutpion and delay requirements are verified with mulitiple NR CCs configuration.
· PCell, PSCell and SCell in EN-DC;

· PCell and SCell in SA.

No test case or test principle is specified for only single NR CC configured case.

	
	

	Summary of change:
	· If only PCell and PSCell are defined for EN-DC BWP switching delay test cases, the interruptions on PCell and the BWP switching delay on PSCell need to be verified according to the corresponding tests defined in A.4.5.6 and A.5.5.6.

· If only PCell is defined for NR standalone BWP switching delay test cases, only BWP switching delay on PCell needs to be verified according to the corresponding tests defined in A.6.5.6 and A.7.5.6.

	
	

	Consequences if not approved:
	The specification is not complete.

	
	

	Clauses affected:
	A.3.x

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	

	affected:
	X
	
	 Test specifications
	TS 36.521-3

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


<< Start of Change 1 >>
A.3.x
BWP switch delay Test Cases with single NR CC 
A.3.x.1 Introduction
This clause defines a principle which is applicable to test cases only verifying BWP switch delay requirements with single NR CC.

A.3.x.2 Principle of testing
If only PCell and PSCell are defined for EN-DC BWP switching delay test cases, the interruptions on PCell and the BWP switching delay on PSCell need to be verified according to the corresponding tests defined in A.4.5.6 and A.5.5.6.
If only PCell is defined for NR standalone BWP switching delay test cases, only BWP switching delay on PCell needs to be verified according to the corresponding tests defined in A.6.5.6 and A.7.5.6.
<< End of Change 1>>
