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1. Overall Description:
RAN4 would like to inform RAN1 and RAN2 that when discussing the requirements for L1-RSRP measurement for beam reporting, RAN4 has concluded that for FR2 Rx beam sweeping may need to be considered in the evaluation period. A scaling factor of 8 is applied to define the evaluation period for FR2.
RAN4 noticed that according to current 38.331, the maximum periodicity for reporting L1-RSRP (given by IE CSI-ReportPeriodicityAndOffset) is 320 slots, which is 40ms for 120kHz SCS. RAN4 understands that this value is much smaller than L1-RSRP evaluation period, for SSB or for CSI-RS with large resource periodicity. It may cause UE to report outdated measurement results in many reporting instances, which leads to waste of radio resource and UE power. 
Based on above, RAN4 suggests to extend the maximum reporting periodicity for L1-RSRP to [640]ms for FR2. RAN4 kindly asks RAN1 and RAN2 to indicate if there is any concern regarding this extension. RAN4 kindly asks RAN2 to update the signalling for this extension.
2. Actions:

To RAN1:

RAN4 kindly asks RAN1 to indicate if there is any concern regarding the extension of the maximum reporting periodicity for L1-RSRP for FR2.
To RAN2:

RAN4 kindly asks RAN2 to indicate if there is any concern regarding the extension of the maximum reporting periodicity for L1-RSRP for FR2, and if not, update the signalling for this extension.
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