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[bookmark: _Toc526341647]********************************* Start of changes *************************************
7.4	Maximum input level
[bookmark: _Toc526341648]7.4B	Maximum input level for EN-DC in FR1
[bookmark: _Toc526341649]7.4B.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341650]7.4B.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341651]7.43B.3	Inter-band EN-DC within FR1
Maximum input level requirementsE-UTRA requirements specified in sub-clauses 7.4 of [2] and [4] from TS 36.101 and NR requirements from TS 38.101-1 apply for each component carrier.
7.4B.4	Inter-band EN-DC including FR2
Maximum input level requirements specified in sub-clauses 7.4 of [3] and [4] apply for each component carrier.
7.4B.5	Inter-band EN-DC including both FR1 and FR2
Maximum input level requirements specified in sub-clauses 7.4 of [2], [3] and [4] apply for each component carrier.

[bookmark: _Toc526341652]7.5	Adjacent channel selectivity
[bookmark: _Toc526341653]7.5B	Adjacent channel selectivity for EN-DC in FR1
[bookmark: _Toc526341654]7.5B.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341655]7.5B.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341656]7.5B.3	Inter-band EN-DC within FR1
Adjacent channel selectivity requirements specified in sub-clauses 7.5 of [2] and [4] apply for each component carrier.
7.5B.4	Inter-band EN-DC including FR2
Adjacent channel selectivity requirements specified in sub-clauses 7.5 of [3] and [4] apply for each component carrier.
7.5B.5	Inter-band EN-DC including both FR1 and FR2
Adjacent channel selectivity requirements specified in sub-clauses 7.5 of [2], [3] and [4] apply for each component carrier.
E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply.
[bookmark: _Toc526341657]
7.6	Blocking characteristics
[bookmark: _Toc526341658]7.6B	Blocking characteristics for EN-DC in FR1
[bookmark: _Toc526341659]7.6B.1	General
[bookmark: _Toc526341660]7.6B.2	Inband blocking for EN-DC in FR1
[bookmark: _Toc526341661]7.6B.2.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341662]7.6B.2.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341663]7.6B.2.3	Inter-band EN-DC within FR1
Inband blocking requirements specified in sub-clauses 7.6.2 of [2] and 7.6.1 of [4] apply for each component carrier.E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply.
7.6B.2.4	Inter-band EN-DC including FR2
Inband blocking requirements specified in sub-clauses 7.6.2 of [3] a and 7.6.1 of [4] apply for each component carrier.
7.6B.2.5	Inter-band EN-DC including both FR1 and FR2
Inband blocking requirements specified in sub-clauses 7.6.2 of [2], [3] and 7.6.1 of [4] apply for each component carrier.

[bookmark: _Toc526341664]7.6B.3	Out-of-band blocking for EN-DC in FR1
[bookmark: _Toc526341665]7.6B.3.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341666]7.6B.3.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341667]7.6B.3.3	Inter-band EN-DC within FR1
Out-of band blocking requirements specified in sub-clauses 7.6.3 of [2] and 7.6.2 of [4] E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply for lowest level EN-DC fallbacks (two bands) in section 5.2.B.4.1 with only E-UTRA UL with output power as in TS 36.101 (4dB Below PCmax_l).
7.6B.3.4	Inter-band EN-DC including FR2
Out-of band blocking requirements specified in sub-clauses 7.6.3 of [3] and 7.6.2 of [4] apply for lowest level EN-DC fallbacks (two bands) in section 5.2B.5.1 with only E-UTRA UL with output power as in TS 36.101 (4dB Below PCmax_l).
7.6B.3.5	Inter-band EN-DC including both FR1 and FR2
Out-of band blocking requirements specified in sub-clauses 7.6.3 of [2], [3] and 7.6.2 of [4] apply for lowest level EN-DC fallbacks (three bands) in section 5.2B.6.2 with only E-UTRA UL with output power as in TS 36.101 (4dB Below PCmax_l).

[bookmark: _Toc526341668]7.6B.4	Narrow band blocking for EN-DC in FR1
[bookmark: _Toc526341669]7.6B.4.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341670]7.6B.4.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341671]7.6B.4.3	Inter-band EN-DC within FR1
Narrow band blocking requirements specified in sub-clauses 7.6.4 of [2] and 7.6.3 of [4] apply for each component carrier.
7.6B.4.4	Inter-band EN-DC including FR2
Narrow band blocking requirements specified in sub-clauses 7.6.4 of [3] a and 7.6.3 of [4] apply for each component carrier.
7.6B.4.5	Inter-band EN-DC including both FR1 and FR2
Narrow band blocking requirements specified in sub-clauses 7.6.4 of [2], [3] and 7.6.3 of [4] apply for each component carrier.
E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply.
[bookmark: _Toc526341672]7.7	Spurious response
[bookmark: _Toc526341673]7.7B	Spurious response for EN-DC in FR1
[bookmark: _Toc526341674]7.7B.1	Intra-band contiguous EN-DC in FR1
[bookmark: _Toc526341675]TBD.7.7B.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341676]7.7B.3	Inter-band EN-DC within FR1
Spurious response requirements specified in sub-clauses 7.7 of [2] and [4] apply for each component carrier.
7.7B.4	Inter-band EN-DC including FR2
Spurious response requirements specified in sub-clauses 7.7 of [3] and [4] apply for each component carrier.
7.7B.5	Inter-band EN-DC including both FR1 and FR2
Spurious response requirements specified in sub-clauses 7.7 of [2], [3] and [4] apply for each component carrier.
E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply.
[bookmark: _Toc526341677]7.8	Intermodulation characteristics
[bookmark: _Toc526341678]7.8B	Intermodulation characteristics for EN-DC in FR1
[bookmark: _Toc526341679]7.8B.1	General
[bookmark: _Toc526341680]7.8B.2	Wide band Intermodulation
[bookmark: _Toc526341681]7.8B.2.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341682]7.8B.2.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341683]7.8B.2.3	Inter-band EN-DC within FR1
Wide band Intermodulation requirements specified in sub-clauses 7.8.2 of [2] and 7.8.1 of [4] apply for each component carrier.
7.8B.2.4	Inter-band EN-DC including FR2
Wide band Intermodulation requirements specified in sub-clauses 7.8.2 of [3] a and 7.8.1 of [4] apply for each component carrier.
7.8B.2.5	Inter-band EN-DC including both FR1 and FR2
Wide band Intermodulation requirements specified in sub-clauses 7.8.2 of [2], [3] and 7.8.1 of [4] apply for each component carrier.
E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply.
[bookmark: _Toc526341684]7.9	Spurious emissions
[bookmark: _Toc526341685]7.9B	Spurious emissions for EN-DC in FR1
[bookmark: _Toc526341686]7.9B.1	Intra-band contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341687]7.9B.2	Intra-band non-contiguous EN-DC in FR1
TBD.
[bookmark: _Toc526341688]7.9B.3	Inter-band EN-DC within FR1
Spurious emissions requirements specified in sub-clauses 7.9 of [2] and [4] apply for each component carrier.
7.9B.4	Inter-band EN-DC including FR2
Spurious emissions requirements specified in sub-clauses 7.9 of [3] and [4] apply for each component carrier.
7.9B.5	Inter-band EN-DC including both FR1 and FR2
Spurious emissions requirements specified in sub-clauses 7.9 of [2], [3] and [4] apply for each component carrier.

E-UTRA requirements from TS 36.101 and NR requirements from TS 38.101-1 apply.
********************************* Start of changes *************************************


