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1.
Introduction

The General subclause in the Radiated receiver characteristics clause in the most recent version of TS 38.141-2 [1] states ‘Each requirement shall be met over the RoAoA specified’. This statement is not correct for the OTA receiver spurious emissions.
This contribution provides a text proposal to exclude the OTA receiver spurious emissions from the statement in TS 38.141-2.
2.
Text proposal
<Start of change>

7.1
General


General test conditions for receiver tests are given in clause 4, including interpretation of measurement results and configurations for testing. BS configurations for the tests are defined in clause 4.5.

Unless otherwise stated the requirements in clause 7 apply during the BS receive period.

[The throughput requirements defined for the receiver characteristics in this clause do not assume HARQ transmissions.]

When the BS is configured to receive multiple carriers, all the throughput requirements are applicable for each received carrier.

Each requirement, except OTA receiver spurious emissions, shall be met over the RoAoA specified.

For requirements which are to be met over the OTA REFSENS RoAoA absolute requirement values are offset by the following term:


ΔOTAREFSENS = 44.1 - 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) (dB) for the reference direction.

And 


ΔOTAREFSENS = 41.1 - 10*log10(BeWθ,REFSENS*BeWφ,REFSENS) (dB) for all other directions.

For requirements which are to be met over the minSENS RoAoA absolute requirement values are offset by the following term:

ΔminSENS = PREFSENS – EISminSENS (dB)
<End of change>

References

[1]
R4-1814xxx, “TS 38.141-2 v1.1.0”, Huawei.


