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	Reason for change:
	During RAN4#88bis meeting, a CR to TS 37.145-2: Clarification on demodulation requirements (8.1) was agreed in R4-1814092. In that CR, wording on the OTA demodulation branches was improved. 
In this Cat. F CR, related text improvements are provided for the OTA demodulation branches subclause in TS 37.105 specification, in order to align with TS 37.145-2.

	
	

	Summary of change:
	· 11.1.1: 
· text alignemnt with the modifications agreed for TS 37.145-2 in R4-1814092.
· Terminology clarifiaction on the use of “OTA AAS BS” term.
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------------------------------ Modified section ------------------------------
[bookmark: _Toc526241154]11	Radiated pPerformance requirements
[bookmark: _Toc526241155]11.1	General
[bookmark: _Toc526241156]11.1.1	OTA dDemodulation bBranches
OTA performance requirements are only specified for up to 2 demodulation branches.  
Iif the OTA AAS BS uses polarizsation diversity and has the ability to maintain isolation between the performance requirements signals for each of the demodulation branches, then OTA performance requirements can be tested for up to two demodulation branches. When tested for two demodulation branches, each demodulation branch maps to one polarization..
If the OTA AAS BS does not use polarizsation diversity then OTA performance requirements can only be apply totested for a single demodulation branch.
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