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--- Start of Change 1 ---
4.7.2.3	WUS receptions for UE category M1
[bookmark: _Hlk514086846]This clause contains requirements on the UE regarding WUS reception provided that WUS has been configured in the serving cell.
The UE shall be capable of receiving the WUS signals of the serving cell provided that the minimum number of repetitions configured in the serving cell is according to Table 4.7.2.3-1 for normal coverage and Table 4.7.2.3-2 for enhanced coverage. 
Table 4.7.2.3-1: Conditions for WUS reception for UE normal coverage level
	DRX cycle length [s]
	Required number of repetition of WUS signal with 1 transmit antenna
	Required number of repetition of WUS signal with 2 transmit antennas

	0.32
	TBD
	TBD

	0.64
	TBD
	TBD

	1.28
	TBD
	TBD

	2.56
	TBD
	TBD



Table 4.7.2.3-2: Conditions for WUS reception for UE enhanced coverage level
	DRX cycle length [s]
	Required number of repetition of WUS signal with 1 transmit antenna
	Required number of repetition of WUS signal with 2 transmit antennas

	0.32
	TBD
	TBD

	0.64
	TBD
	TBD

	1.28
	TBD
	TBD

	2.56
	TBD
	TBD




--- End of Change 1 ---

