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1. Overall Description:

RAN4 would like to thank RAN plenary for the LS regarding Type B multi-carrier channel access structure for LAA. RAN4 has discussed fair coexistence between IEEE 802.11 technologies and LAA in detail and agreed on the following: 

==================================

The LAA DL channel access structure for Type B multi-carrier transmission shall be updated to be applicable only to sets of carriers that are restricted to be a subset of the same sets that were defined for conversion of Type 1 to Type 2 LBT on the UL during Rel-14 if the maximum frequency separation between the center frequencies of the outermost two carriers on which LAA transmissions are performed is > 62MHz. If the maximum frequency separation between the center frequencies of the outermost two carriers on which LAA transmissions are performed is ≤ 62MHz, then the Type B multi-carrier CCA scheme is allowed from Rel-15 onwards. This will ensure fair coexistence between LAA and IEEE 802.11n/11ac irrespective of the presence or absence of IEEE 802.11n/11ac. 

Based on this understanding, RAN4 also proposed that RAN2 removes the following sentence from Section 5.7 of TS 36.300:
“If the absence of IEEE802.11n/11ac devices sharing the carrier cannot be guaranteed on a long term basis (e.g., by level of regulation), and for this release if the maximum number of unlicensed channels that E-UTRAN can simultaneously transmit on is equal to or less than 4, the maximum frequency separation between any two carrier center frequencies on which LAA SCell transmissions are performed should be less than or equal to 62MHz. The UE is required to support frequency separation in accordance with TS 36.133 [21].”
2. Actions:

To RAN plenary
ACTION: 
RAN4 would like RAN plenary to send an LS to IEEE 802.11 working group with the latest agreements in 3GPP regarding Type B multi-carrier channel access structure for LAA.   
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