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Background
This contribution provides text proposal to TR 37.716-31-11 for addition of EN-DC n260 configurations as defined in [1].
Text Proposal
[bookmark: _Toc405202255]---Start of changes---
[bookmark: _Toc527980891][bookmark: _Toc527982050]5.2.16	DC_2A-12A-30A_n260, DC_2A-2A-12A-30A_n260
[bookmark: _Toc527980892][bookmark: _Toc527982051]5.2.16.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-12-30_n260
	CA_2-12-30
	n260
	



[bookmark: _Toc527980893][bookmark: _Toc527982052]5.2.16.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_2A-12A-30A_n260A
DC_2A-12A-30A_n260G
DC_2A-12A-30A_n260H
DC_2A-12A-30A_n260I
DC_2A-12A-30A_n260J
DC_2A-12A-30A_n260K
DC_2A-12A-30A_n260L
DC_2A-12A-30A_n260M
	DC_2A_n260A
DC_12A_n260A
DC_30A_n260A
	CA_2A-12A-30A
	n260
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-2A-12A-30A_n260A
	DC_2A_n260A
DC_12A_n260A
DC_30A_n260A
	CA_2A-2A-12A-30A
	n260



[bookmark: _Toc527980894][bookmark: _Toc527982053]5.2.16.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-12-30_n260
	2
	0.5

	
	12
	0.3

	
	30
	0.3

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-12-30_n260
	2
	0.4

	
	12
	0

	
	30
	0.5

	
	n260
	0



[bookmark: _Toc527980895][bookmark: _Toc527982054]5.2.17	DC_2A-5A-30A_n260, DC_2A-2A-5A-30A_n260
[bookmark: _Toc527980896][bookmark: _Toc527982055]5.2.17.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-5-30_n260
	CA_2-5-30
	n260
	



[bookmark: _Toc527980897][bookmark: _Toc527982056]5.2.17.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_2A-5A-30A_n260 
DC_2A-5A-30A_n260G
DC_2A-5A-30A_n260H
DC_2A-5A-30A_n260I
DC_2A-5A-30A_n260J
DC_2A-5A-30A_n260K
DC_2A-5A-30A_n260L
DC_2A-5A-30A_n260M
	DC_2A_n260A
DC_5A_n260A
DC_30A_n260A
	CA_2A-5A-30A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-2A-5A-30A_n260
	DC_2A_n260A
DC_5A_n260A
DC_30A_n260A
	CA_2A-2A-5A-30A
	n260



[bookmark: _Toc527980898][bookmark: _Toc527982057]5.2.17.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-5-30_n260
	2
	0.5

	
	5
	0.3

	
	30
	0.3

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-5-30_n260
	2
	0.4

	
	5
	0

	
	30
	0.5

	
	n260
	0



[bookmark: _Toc527980899][bookmark: _Toc527982058]5.2.18	DC_2A-12A-66A_n260, DC_2A-2A-12A-66A_n260, DC_2A-12A-66A-66A_n260
[bookmark: _Toc527980900][bookmark: _Toc527982059]5.2.18.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-12-66_n260
	CA_2-12-66
	n260
	



[bookmark: _Toc527980901][bookmark: _Toc527982060]5.2.18.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_2A-12A-66A_n260A
DC_2A-12A-66A_n260G
DC_2A-12A-66A_n260H
DC_2A-12A-66A_n260I
DC_2A-12A-66A_n260J
DC_2A-12A-66A_n260K
DC_2A-12A-66A_n260L
DC_2A-12A-66A_n260M
	DC_2A_n260A
DC_12A_n260A
DC_66A_n260A
	CA_2A-12A-66A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-2A-12A-66A_n260A
	DC_2A_n260A
DC_12A_n260A
DC_66A_n260A
	CA_2A-2A-12A-66A
	n260

	DC_2A-12A-66A-66A_n260A
	DC_2A_n260A
DC_12A_n260A
DC_66A_n260A
	CA_2A-12A-66A-66A
	n260



[bookmark: _Toc527980902][bookmark: _Toc527982061]5.2.18.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-12-66_n260
	2
	0.5

	
	12
	0.8

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-12-66_n260
	2
	0.3

	
	12
	0.5

	
	66
	0.3

	
	n260
	0



[bookmark: _Toc527980903][bookmark: _Toc527982062]5.2.19	DC_2A-5A-66A_n260, DC_2A-2A-5A-66A_n260, DC_2A-5A-66A-66A_n260
[bookmark: _Toc527980904][bookmark: _Toc527982063]5.2.19.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-5-66_n260
	CA_2-5-66
	n260
	



[bookmark: _Toc527980905][bookmark: _Toc527982064]5.2.19.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_2A-5A-66A_n260A
DC_2A-5A-66A_n260G
DC_2A-5A-66A_n260H
DC_2A-5A-66A_n260I
DC_2A-5A-66A_n260J
DC_2A-5A-66A_n260K
DC_2A-5A-66A_n260L
DC_2A-5A-66A_n260M
	DC_2A_n260A
DC_5A_n260A
DC_66A_n260A
	CA_2A-5A-66A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-2A-5A-66A_n260A
	DC_2A_n260A
DC_5A_n260A
DC_66A_n260A
	CA_2A-2A-5A-66A
	n260

	DC_2A-5A-66A-66A_n260A
	DC_2A_n260A
DC_5A_n260A
DC_66A_n260A
	CA_2A-5A-66A-66A
	n260



[bookmark: _Toc527980906][bookmark: _Toc527982065]5.2.19.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-5-66_n260
	2
	0.5

	
	5
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-5-66_n260
	2
	0.3

	
	5
	0

	
	66
	0.3

	
	n260
	0



[bookmark: _Toc527980907][bookmark: _Toc527982066]5.2.20	DC_5A-30A-66A_n260, DC_5A-30A-66A-66A_n260
[bookmark: _Toc527980908][bookmark: _Toc527982067]5.2.20.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_5-30-66_n260
	CA_5-30-66
	n260
	



[bookmark: _Toc527980909][bookmark: _Toc527982068]5.2.20.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_5A-30A-66A _n260A
DC_5A-30A-66A _n260G
DC_5A-30A-66A _n260H
DC_5A-30A-66A _n260I
DC_5A-30A-66A _n260J
DC_5A-30A-66A _n260K
DC_5A-30A-66A _n260L
DC_5A-30A-66A _n260M
	DC_5A_n260A
DC_30A_n260A
DC_66A_n260A
	CA_5A-30A-66A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_5A-30A-66A-66A _n260A
	DC_5A_n260A
DC_30A_n260A
DC_66A_n260A
	CA_5A-30A-66A-66A
	n260



[bookmark: _Toc527980910][bookmark: _Toc527982069]5.2.20.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_5-30-66_n260
	5
	0.3

	
	30
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_5-30-66_n260
	5
	0

	
	30
	0.5

	
	66
	0.4

	
	n260
	0



[bookmark: _Toc527980911][bookmark: _Toc527982070]5.2.21	DC_2A-30A-66A_n260
[bookmark: _Toc527980912][bookmark: _Toc527982071]5.2.21.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-30-66_n260
	CA_2-30-66
	n260
	



[bookmark: _Toc527980913][bookmark: _Toc527982072]5.2.21.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_2A-30A-66A _n260A
DC_2A-30A-66A _n260G
DC_2A-30A-66A _n260H
DC_2A-30A-66A _n260I
DC_2A-30A-66A _n260J
DC_2A-30A-66A _n260K
DC_2A-30A-66A _n260L
DC_2A-30A-66A _n260M
	DC_2A_n260A
DC_30A_n260A
DC_66A_n260A
	CA_2A-30A-66A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-30A-66A-66A _n260A
	DC_2A_n260A
DC_30A_n260A
DC_66A_n260A
	CA_2A-30A-66A-66A
	n260



[bookmark: _Toc527980914][bookmark: _Toc527982073]5.2.21.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-30-66_n260
	2
	0.5

	
	30
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-30-66_n260
	2
	0.4

	
	30
	0.5

	
	66
	0.4

	
	n260
	0



[bookmark: _Toc527980915][bookmark: _Toc527982074]5.2.22	DC_2A-29A-30A_n260, DC_2A-2A-29A-30A_n260
[bookmark: _Toc527980916][bookmark: _Toc527982075]5.2.22.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_2-29-30_n260
	CA_2-29-30
	n260
	



[bookmark: _Toc527980917][bookmark: _Toc527982076]5.2.22.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_2A-29A-30A_n260A
DC_2A-29A-30A_n260G
DC_2A-29A-30A_n260H
DC_2A-29A-30A_n260I
DC_2A-29A-30A_n260J
DC_2A-29A-30A_n260K
DC_2A-29A-30A_n260L
DC_2A-29A-30A_n260M
	DC_2A_n260A
DC_30A_n260A
	CA_2A-29A-30A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_2A-2A-29A-30A_n260A
	DC_2A_n260A
DC_30A_n260A
	CA_2A-2A-29A-30A
	n260



[bookmark: _Toc527980918][bookmark: _Toc527982077]5.2.22.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_2-29-30_n260
	2
	0.5

	
	30
	0.3

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_2-29-30_n260
	2
	0.4

	
	30
	0.5

	
	n260
	0



[bookmark: _Toc527980919][bookmark: _Toc527982078]5.2.23	DC_12A-30A-66A_n260, DC_12A-30A-66A-66A_n260
[bookmark: _Toc527980920][bookmark: _Toc527982079]5.2.23.1	Operating bands for EN-DC
Table 5.2B.5.3-1: Band combinations EN-DC (four bands)
	EN-DC band
	E-UTRA CA band
	NR band
	Single UL allowed

	DC_12-30-66_n260
	CA_12-30-66
	n260
	



[bookmark: _Toc527980921][bookmark: _Toc527982080]5.2.23.2	Configuration for DC
Table 5.5B.5.3-1: Inter-band EN-DC configurations (four bands)
	EN-DC
configuration
	Uplink EN-DC
configuration
(NOTE 1)
	E-UTRA CA configuration
	NR band

	DC_12A-30A-66A_n260A
DC_12A-30A-66A_n260G
DC_12A-30A-66A_n260H
DC_12A-30A-66A_n260I
DC_12A-30A-66A_n260J
DC_12A-30A-66A_n260K
DC_12A-30A-66A_n260L
DC_12A-30A-66A_n260M
	DC_12A_n260A
DC_30A_n260A
DC_66A_n260A
	CA_12A-30A-66A
	n260 
CA_n260G
CA_n260H
CA_n260I
CA_n260J
CA_n260K
CA_n260L
CA_n260M

	DC_12A-30A-66A-66A _n260A
	DC_12A_n260A
DC_30A_n260A
DC_66A_n260A
	CA_12A-30A-66A-66A
	n260



[bookmark: _Toc527980922][bookmark: _Toc527982081]5.2.23.3		∆TIB and ∆RIB values
Table 6.x.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_12-30-66_n260
	12
	0.8

	
	30
	0.3

	
	66
	0.5

	
	n260
	0



Table 6.x.4-2: ΔRIB
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_12-30-66_n260
	12
	0.5

	
	30
	0.5

	
	66
	0.4

	
	n260
	0


---End of changes---
Reference
[1]	181550, “Revised WID on Dual Connectivity (EN-DC) of 3 bands LTE inter-band CA (3DL/1UL) and 1 NR band (1DL/1UL)”, Ericsson
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