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1 Background
The WID for LTE NR DC was updated in RAN #81 meeting [1]. This contribution provides a TP for TR 37.716-41-11 to finish the requirements for DC_1A-3A-5A-41A_n79A.
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Text Proposal

<Start of Text Proposal for TR 37.716-41-11>
5.1.x
DC_1-3-5-41_n79

5.1.x.1
Operating bands for EN-DC

Table 5.2B.4.4-1: Band combinations EN-DC (five bands)

	EN-DC Band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_1-3-5-41_n79
	CA_1-3-5-41
	n79
	No


5.1.x.2
Configurations for EN-DC
Table 5.5B.4.4-1: Inter-band EN-DC configurations (five bands)

	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_1A-3A-5A-41A_n79A
	DC_1A_n79A
DC_3A_n79A
DC_5A_n79A
DC_41A_n79A
	CA_1A-3A-5A-41A
	n79A


5.1.x.3
∆TIB and ∆RIB values
For DC_1A-3A-5A-41A_n79A, the (TIB,c and (RIB,c values are given in the tables below.

Table 6.2B.4.2.3.4-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_1-3-5-41_n79
	1
	0.5

	
	3
	0.5

	
	5
	0.3

	
	41
	0.51

	
	
	0.82

	
	n79
	0

	NOTE 1:
The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.

NOTE 2:
The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


Table 7.3B.3.3.4-1: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB, c [dB]

	DC_1-3-5-41_n79
	1
	0

	
	3
	0

	
	5
	0

	
	41
	01

	
	
	0.52

	
	n79
	0

	NOTE 1:
The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.

NOTE 2:
The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


<end of TP >
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