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	Reason for change:
	UEs that support beam correspondence have the ability to select a corresponding beam for UL transmission based on DL measurements without relying on network-assisted UL beam management.

Beam correspondence should be verified by a minimum requirement (may be conditioned on capability indication).

	
	

	Summary of change:
	Requirements on beam correspondence is verified for power class 3 in terms of the minimum peak EIRP accordingand spherical coverage requirements.
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< start of changes >
6.6	Beam correspondence
6.6.1	General
6.6.2	Beam correspondence PC1
6.6.3	Beam correspondence PC2
6.6.4	Beam correspondence PC3
UEs which support beam correspondence shall have the ability to select a corresponding beam for UL transmission based on DL measurements without relying on network-assisted UL beam management.
For power class 3 UEs which support beam correspondence, the requirement is fulfilled if the UE’s corresponding UL beams satisfy the minimum peak EIRP according to Table 6.2.1.3-1 and spherical coverage requirements according to Table 6.2.1.3-3 in CONNECTED MODE such that:
<Editors note: only one of the following sentences will remain after clarity for CSI-RS mandatory / other status >
-	DL RS are configured for either SSB only or CSI-RS only 
-	DL RS are configured for either SSB only or CSI-RS only, if UE supports

6.6.5	Beam correspondence PC4

< end of changes >
