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Start of Change 1
[bookmark: _Toc383691087]A.6.3.2.3.2 Redirection from NR in FR1 to E-UTRAN
A.6.3.2.3.2.1 Test Purpose and Environment
This test is to verify RRC connection release with redirection from NR to E-UTRAN requirements specified in clause 6.2.3.2.2.
A.6.3.2.3.2.2 Test Parameters
Supported test configurations are shown in table A.6.3.2.3.2.2-1. The time delay is tested by using the parameters in table A.6.3.2.3.2.2-2, A.6.3.2.3.2.2-3 and A.6.3.2.3.2.2-4. 
The test consists of two successive time periods, with time duration of T1, and T2 respectively. The “RRCConnectionRelease” message containing the relevant system information of Cell 2 shall be sent to the UE during period T1 and the start of T2 is the instant when the last TTI containing the RRC message is sent to the UE. Prior to time duration T2, the UE shall not have any timing information of Cell 2. Cell 2 is powered up at the beginning of the T2.
Table A.6.3.2.3.2.2-1: Redirection from NR to E-UTRAN test configurations 
	Configuration
	Description

	1
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE FDD

	2
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE FDD

	3
	NR 30 kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE FDD

	4
	NR 15 kHz SSB SCS, 10MHz bandwidth, FDD duplex mode, LTE TDD

	5
	NR 15 kHz SSB SCS, 10MHz bandwidth, TDD duplex mode, LTE TDD

	6
	NR 30kHz SSB SCS, 40MHz bandwidth, TDD duplex mode, LTE TDD

	Note:	The UE is only required to be tested in one of the supported test configurations



Table A.6.3.2.3.2.2-2: General test parameters for Redirection from NR to E-UTRAN test case
	Parameter
	Unit
	Value
	Comment

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbouring cell
	
	Cell 2
	

	Final condition
	Active cell
	
	Cell 2
	

	Filter coefficient
	
	0
	L3 filtering is not used

	Access Barring Information
	-
	Not Sent
	No additional delays in random access procedure.

	Time offset between cells
	
	3 s
	Synchronous cells

	T1
	s
	5
	

	T2
	s
	1
	



Table A.6.3.2.3.2.2-3: Cell specific test parameters for Redirection from NR to E-UTRAN (cell 1)
	Parameter
	Unit
	Cell 1

	
	
	T1
	T2

	RF Channel Number
	
	1

	Duplex mode
	Config 1
	
	FDD

	
	Config 2,3
	
	TDD

	TDD configuration
	Config 1
	
	Not Applicable

	
	Config 2
	
	TDDConf.1.1

	
	Config 3
	
	TDDConf.2.1

	BWchannel
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	BWP BW
	Config 1
	MHz
	10: NRB,c = 52

	
	Config 2
	
	10: NRB,c = 52

	
	Config 3
	
	40: NRB,c = 106 

	DRx Cycle
	ms
	Not Applicable

	PDSCH Reference measurement channel 
	Config 1
	
	SR.1.1 FDD 

	
	Config 2
	
	SR.1.1 TDD

	
	Config 3
	
	SR2.1 TDD

	CORESET Reference Channel
	Config 1
	
	CR.1.1 FDD  

	
	Config 2
	
	CR.1.1 TDD

	
	Config 3
	
	CR2.1 TDD

	OCNG Patterns
	
	OCNG pattern 1

	SMTC configuration
	Config 1,2
	
	SMTC.1 FR1

	
	Config 3
	
	SMTC.2 FR1

	PDSCH/PDCCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PUCCH/PUSCH subcarrier spacing
	Config 1,2
	kHz
	15 kHz

	
	Config 3
	
	30 kHz

	PRACH configuration 
	
	FR1 PRACH configuration 1

	TRS configuration
	Config 1
	
	TRS.1.1 FDD

	
	Config 2
	
	TRS.1.1 TDD

	
	Config 3
	
	TRS.1.2 TDD

	BWP configuraiton
	Initial DL BWP
	
	DLBWP.0.1

	
	Dedicated DL BWP
	
	DLBWP.1.1

	
	Initial UL BWP
	
	ULBWP.0.1

	
	Dedicated UL BWP
	
	ULBWP.1.1

	EPRE ratio of PSS to SSS
	dB
	0

	EPRE ratio of PBCH DMRS to SSS
	
	

	EPRE ratio of PBCH to PBCH DMRS
	
	

	EPRE ratio of PDCCH DMRS to SSS
	
	

	EPRE ratio of PDCCH to PDCCH DMRS
	
	

	EPRE ratio of PDSCH DMRS to SSS 
	
	

	EPRE ratio of PDSCH to PDSCH 
	
	

	EPRE ratio of OCNG DMRS to SSS(Note 1)
	
	

	EPRE ratio of OCNG to OCNG DMRS (Note 1)
	
	

	
Note2
	dBm/15kHz
	-98

	
Note2
	Config 1,2
	
dBm/SCS
	-98

	
	Config 3
	
	-95

	

	dB
	4
	4

	

	dB
	4
	4

	IoNote3
	Config 1,2
	dBm/
9.36MHz
	-67.11
	-67.11

	
	Config 3
	dBm/
38.16MHz
	-62.27
	-62.27

	Propagation condition
	-
	AWGN

	Note 1:	OCNG shall be used such that both cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.

Note 2:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for  to be fulfilled.
Note 3:	Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.



Table A.6.3.2.3.2.2-2: Cell specific test parameters for Redirection from NR to E-UTRAN (cell 2)
	Parameter
	Unit
	Configuration
	Cell 2

	
	
	
	T1
	T2

	RF channel number
	
	1, 2, 3, 4, 5, 6
	2

	Duplex mode
	
	1, 2, 3
	FDD

	
	
	4, 5, 6
	TDD

	TDD special subframe configurationNote1
	
	4, 5, 6
	6

	TDD uplink-downlink configurationNote1
	
	4, 5, 6
	1

	BWchannel
	MHz
	1, 2, 3, 4, 5, 6
	5MHz: NRB,c = 25
10MHz: NRB,c = 50
20MHz: NRB,c = 100

	PRACH ConfigurationNote2
	
	1, 2, 3
	4

	
	
	4, 5, 6
	53

	PDSCH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5MHz: R.7 FDD
10MHz: R.3 FDD
20MHz: R.6 FDD

	
	
	4, 5, 6
	5MHz: R.4 TDD
10MHz: R.0 TDD
20MHz: R.3 TDD

	PCFICH/PDCCH/PHICH parameters:
DL Reference Measurement ChannelNote3
	
	1, 2, 3
	5MHz: R.11 FDD
10MHz: R.6 FDD
20MHz: R.10 FDD

	
	
	4, 5, 6
	5MHz: R.11 TDD
10MHz: R.6 TDD
20MHz: R.10 TDD

	OCNG PatternsNote3
	
	1, 2, 3
	5MHz: OP.20 FDD
10MHz: OP.10 FDD
20MHz: OP.17 FDD

	
	
	4, 5, 6
	5MHz: OP.9 TDD
10MHz: OP.1 TDD
20MHz: OP.7 TDD

	PBCH_RA
	dB
	1, 2, 3, 4, 5, 6
	0

	PBCH_RB
	
	
	

	PSS_RA
	
	
	

	SSS_RA
	
	
	

	PCFICH_RB
	
	
	

	PHICH_RA
	
	
	

	PHICH_RB
	
	
	

	PDCCH_RA
	
	
	

	PDCCH_RB
	
	
	

	PDSCH_RA
	
	
	

	PDSCH_RB
	
	
	

	OCNG_RANote4
	
	
	

	OCNG_RBNote4
	
	
	

	NocNote5
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-98

	Ês/Noc
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	4

	Ês/IotNote6
	dB
	1, 2, 3, 4, 5, 6
	-Infinity
	4

	RSRPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-94

	SCH_RPNote6
	dBm/15kHz
	1, 2, 3, 4, 5, 6
	-Infinity
	-94

	IoNote6
	dBm/9MHz
	1, 2, 3, 4, 5, 6
	-70.22
	-64.76

	Propagation Condition
	
	1, 2, 3, 4, 5, 6
	AWGN

	Note 1:	Special subframe and uplink-downlink configurations are specified in table 4.2-1 in TS 36.211.
Note 2:	PRACH configurations are specified in table 5.7.1-2 and table 5.7.1-3 in TS 36.211.
Note 3:	DL RMCs and OCNG patterns are specified in sections A 3.1 and A 3.2 of TS 36.133 respectively.
Note 4:	OCNG shall be used such that all cells are fully allocated and a constant total transmitted power spectral density is achieved for all OFDM symbols.
Note 5:	Interference from other cells and noise sources not specified in the test is assumed to be constant over subcarriers and time and shall be modelled as AWGN of appropriate power for Noc to be fulfilled.
Note 6:	Ês/Iot, RSRP, SCH_RP and Io levels have been derived from other parameters for information purposes. They are not settable parameters themselves.
Note 7:	Propagation condition and correlation matrix are defined in section B.2 in TS 36.101 [25].



[bookmark: _Toc383691088]A.6.3.2.3.2.3 Test Requirements
The UE shall start to transmit the PRACH to Cell 2 less than [925] ms from the beginning of time period T2.
The rate of correct RRC connection release redirection to E-UTRAN observed during repeated tests shall be at least 90%.
NOTE:	The redirection delay can be expressed as:
Tconnection_release_redirect_E-UTRA = TRRC_procedure_delay + Tidentify-E-UTRA + TSI-E-UTRA + TRACH,
where:
TRRC_procedure_delay = [110] ms and is specified in clause 12 in TS 38.331 [2].
Tidentify-NR = [800] ms in the test.
TSI-NR = 0 ms is assumed, since the UE is provided with the SI (including MIB and all relevant SIBs) of the target E-UTRAN cell before the RRC connection is released by the old NR cell.
TRACH = [15] ms in the test.
This gives a total of [925] ms. 
End of Change 1
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