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[bookmark: _Toc368026682]START OF CHANGE
[bookmark: _Toc535443230][bookmark: _Toc506297208]A.3.3	Reference measurement channels for PDCCH performance requirements
[bookmark: _Toc535443231]A.3.3.1	FDD
[bookmark: _Toc535443232]A.3.3.1.1	Reference measurement channels for SCS 15 kHz FR1
Table A.3.3.1.1-1: PDCCH Reference Channels (Time domain allocation 1 symbol)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH.1-1.1 FDD
	R.PDCCH.1-1.2 FDD
	R.PDCCH.1-1.3 FDD
	
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	
	
	

	CORESET frequency domain allocation
	
	48
	48
	48
	
	
	

	CORESET time domain allocation
	
	1
	1
	1
	
	
	

	Aggregation level
	
	4
	4
	8
	
	
	

	DCI Format
	
	1_0
	1_1
	1_1
	
	
	

	Payload (without CRC)
	Bits
	39
	[521]
	[521]
	
	
	



Table A.3.3.1.1-2: PDCCH Reference Channel (Time domain allocation 2 symbols)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH. 1-2.1 FDD
	R.PDCCH. 1-2.2 FDD
	R.PDCCH. 1-2.3 FDD
	R.PDCCH. 1-2.4 FDD
	R.PDCCH. 1-2.5 FDD
	R.PDCCH. 1-2.6 FDD

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15

	CORESET frequency domain allocation
	
	24
	24
	24
	48
	48
	48

	CORESET time domain allocation
	
	2
	2
	2
	2
	2
	2

	Aggregation level
	
	2
	4
	2
	4
	8
	16

	DCI Format
	
	1_0
	1_0
	1_1
	1_1
	1_1
	1_0

	Payload (without CRC)
	Bits
	39
	39
	[521]
	[521]
	[521]
	39



[bookmark: _Toc535443233]A.3.3.1.2	Reference measurement channels for SCS 30 kHz FR1
Table A.3.3.1.2-1: PDCCH Reference Channels (Time domain allocation 1 symbol)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH.2-1.1 FDD
	R.PDCCH.2-1.2 FDD
	R.PDCCH.2-1.3 FDD
	
	
	

	Subcarrier spacing
	kHz
	30
	30
	30
	
	
	

	CORESET frequency domain allocation
	
	[102]
	[102]
	90
	
	
	

	CORESET time domain allocation
	
	1
	1
	1
	
	
	

	Aggregation level
	
	2
	4
	8
	
	
	

	DCI Format
	
	1_0
	1_1
	1_1
	
	
	

	Payload (without CRC)
	Bits
	41
	[53]
	[53]
	
	
	



<SKIP UNCHANGED PART>
[bookmark: _Toc535443234]A.3.3.2	TDD
[bookmark: _Toc535443235]A.3.3.2.1	Reference measurement channels for SCS 15 kHz FR1
Table A.3.3.2.1-1: PDCCH Reference Channels (Time domain allocation 1 symbol)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH.1-1.1 TDD
	R.PDCCH.1-1.2 TDD
	R.PDCCH.1-1.3 TDD
	
	
	

	Subcarrier spacing
	kHz
	15
	15
	15
	
	
	

	CORESET frequency domain allocation
	
	48
	48
	48
	
	
	

	CORESET time domain allocation
	
	1
	1
	1
	
	
	

	Aggregation level
	
	4
	4
	8
	
	
	

	DCI Format
	
	1_0
	1_1
	1_1
	
	
	

	Payload (without CRC)
	Bits
	[39]
	[5152]
	[521]
	
	
	



Table A.3.3.2.1-2: PDCCH Reference Channel (Time domain allocation 2 symbols)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH. 1-2.1 TDD
	R.PDCCH. 1-2.2 TDD
	R.PDCCH. 1-2.3 TDD
	R.PDCCH. 1-2.4 TDD
	R.PDCCH. 1-2.5 TDD
	R.PDCCH. 1-2.6 TDD

	Subcarrier spacing
	kHz
	15
	15
	15
	15
	15
	15

	CORESET frequency domain allocation
	
	24
	24
	24
	48
	48
	48

	CORESET time domain allocation
	
	2
	2
	2
	2
	2
	2

	Aggregation level
	
	2
	4
	2
	4
	8
	16

	DCI Format
	
	1_0
	1_0
	1_1
	1_1
	1_1
	1_0

	Payload (without CRC)
	Bits
	[39]
	[39]
	[521]
	[521]
	[521]
	[39]



[bookmark: _Toc535443236]A.3.3.2.2	Reference measurement channels for SCS 30 kHz FR1
Table A.3.3.2.2-1: PDCCH Reference Channels (Time domain allocation 1 symbol)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH. 2-1.1 TDD
	R.PDCCH. 2-1.2 TDD
	R.PDCCH. 2-1.3 TDD
	
	
	

	Subcarrier spacing
	kHz
	30
	30
	30
	
	
	

	CORESET frequency domain allocation
	
	[102]
	[102]
	90
	
	
	

	CORESET time domain allocation
	
	1
	1
	1
	
	
	

	Aggregation level
	
	2
	4
	8
	
	
	

	DCI Format
	
	1_0
	1_1
	1_1
	
	
	

	Payload (without CRC)
	Bits
	[41]
	[53]
	[53]
	
	
	



Table A.3.3.2.2-2: PDCCH Reference Channel (Time domain allocation 2 symbols)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH. 2-2.1 TDD
	
	
	
	
	

	Subcarrier spacing
	kHz
	30
	
	
	
	
	

	CORESET frequency domain allocation
	
	48
	
	
	
	
	

	CORESET time domain allocation
	
	2
	
	
	
	
	

	Aggregation level
	
	16
	
	
	
	
	

	DCI Format
	
	1_0
	
	
	
	
	

	Payload (without CRC)
	Bits
	[41]
	
	
	
	
	



[bookmark: _Toc535443237]A.3.3.2.3	Reference measurement channels for SCS 60 kHz FR1
[bookmark: _Toc535443238]A.3.3.2.4	Reference measurement channels for SCS 60 kHz FR2
[bookmark: _Toc535443239]A.3.3.2.5	Reference measurement channels for SCS 120 kHz FR2
Table A.3.3.2.5-1: PDCCH Reference Channels (Time domain allocation 1 symbol)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH. 5-1.1 TDD
	R.PDCCH. 5-1.2 TDD
	R.PDCCH. 5-1.3 TDD
	
	
	

	Subcarrier spacing
	kHz
	120
	120
	120
	
	
	

	CORESET frequency domain allocation
	
	60
	60
	60
	
	
	

	CORESET time domain allocation
	
	1
	1
	1
	
	
	

	Aggregation level
	
	2
	4
	8
	
	
	

	DCI Format
	
	1_0
	1_1
	1_1
	
	
	

	Payload (without CRC)
	Bits
	401
	[562]
	[562]
	
	
	



Table A.3.3.2.5-2: PDCCH Reference Channel (Time domain allocation 2 symbols)
	Parameter
	Unit
	Value

	Reference channel
	
	R.PDCCH. 5-2.1 TDD
	
	
	
	
	

	Subcarrier spacing
	kHz
	120
	
	
	
	
	

	CORESET frequency domain allocation
	
	60
	
	
	
	
	

	CORESET time domain allocation
	
	2
	
	
	
	
	

	Aggregation level
	
	16
	
	
	
	
	

	DCI Format
	
	1_0
	
	
	
	
	

	Payload (without CRC)
	Bits
	40
	
	
	
	
	




END OF CHANGE
