3GPP TSG-RAN WG4 Meeting #90
R4-1900441
Athens, Greece, 25th Feb – 1st Mar, 2019
Title:
[DRAFT] LS on FR2 maxUplinkDutyCycle parameters
Response to:


Release:
Rel-16
Work Item:


Source:
RAN4
To:
RAN2
Cc:


Contact Person:


Name: Ville Vintola


Tel. Number: +1 eight 5 eight 361 eight one one 0


E-mail Address: vvintola@qti.qualcomm.com


Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:
R4-1816756
1. Overall Description:

RAN4 has discussed sent LS to RAN2 to ask for introduction of maxUplinkDutyCycle UE capability for FR2. In the LS, the range of applicable values was left open. Ran4 has continued the discussion on this parameter and has concluded that range should be from 2 % to 100 % and default should be 100 %. Earlier RAN4 has concluded that granularity should be 10 % and that would yield values 2, 10, 20, 30, 40, 50, 60, 70, 80, 90 and 100 %. Default value should be 100 %. 

Earlier RAN4 informed RAN2 about the evaluation period but RAN4 decided to change that and now evaluation period is 4 seconds.  
MaxUplinkDutyCycle parameter is meant to ensure UE meets RF Exposure compliance either fully or partially by limiting UE uplink duty cycle.
2. Actions:

To RAN1 group.
ACTION: 
RAN4 kindly asks RAN2 to introduce this parameter for FR2 with the above details.  
3. Date of Next RAN WG4 Meetings:

3GPPRAN4#90-Bis
8 - 12 Apr 2019   
Xi'an, China
3GPPRAN4#91
13 - 17 May 2019   
Reno, Nevada 


