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Introduction
Some new SUL band combinations were introduced in revised SUL WID [1]. This contribution provides the corresponding TP for specific UE RF requirements for new EN-DC configuration DC_3C_SUL_n78A_n80A. Note that DC_3A_SUL_n78A-n80A was already specified in Rel-15.
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<Start of Changes>
7.7
DC_3_SUL_n78-n80
7.7.1
Operating bands
Operating bands for DC_3_SUL_n78-n80 is already specified in current specification.
7.7.2
Configuration
Table 7.7.2-1: Inter-band EN-DC configurations
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_3C_SUL_n78A-n80A
	DC_3A_n78A
DC_3A_n80A_ULSUP-TDM_n78A
DC_3A_n80A_ULSUP-FDM_n78A
	3C
	SUL_n78A-n80A


7.7.3  Maximum output power
Maximum output power requirements for uplink configurations listed in table 7.7.2-1 are already specified in current specification so no new requirement is needed for this band combination.
7.7.4
Spurious emission band UE co-existence
Spurious emission band UE co-existence requirements for uplink configurations listed in table 7.7.2-1 are already specified in current specification so no new requirement is needed for this band combination.
7.7.5
MSD
MSD requirement for DC_3C_SUL_n78A-n80A can reuse the same requirement for DC_3A_SUL_n78A-n80A.
7.7.6
∆TIB and ∆RIB values
For DC_3_SUL_n78-n80, the (TIB,c and (RIB values are already specified in current specification.
<End of Changes>
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