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1	Introduction
In RAN#80, it was approved [1] that NE-DC and NR-NR DC is introduced in Rel-15 late drop. Considering the expected changes as summarized in two way forwards for NE-DC and NR-NR DC [2] [3], the way to editorial handling these changes need to be considered. In this contribution, we would like to provide views on that aspect.  
2 Discussion
In current TS38.133 implementation, we have used SA and NSA to differentiate NR standalone case (only NR CA is considered) and EN-DC case. Considering NR-DC and NE-DC should be introduced in Rel-15 late drop, we need to find the proper editorial way to handling the newly added scenario. Here we propose the following way to handle the newly added scenario: 
- For sub-section title clearly indicating SA or NSA, (as below examples) it will be proper to have newly added NR-DC or NE-DC requirement under the original SA or NSA sub-sections respectively. 
	<Example-1>
[bookmark: _Toc535476002]9.1.3	UE Measurement capability
[bookmark: _Toc535476003]9.1.3.1	NSA: Monitoring of multiple layers using gaps
<original content for NR CA omitted>
<Insert NR-DC requirement>
9.1.3.1a	SA: Monitoring of multiple layers using gaps
<original content for EN-DC omitted>
<Insert NE-DC requirement>



- For sub-section title clearly indicating EN-DC or NR CA, we think it may be more proper to setup the new subsection for newly introduced scenarios of NE-DC or NR-DC, in parallel with the original EN-DC or NR CA, as below example:
	<Example-2>
[bookmark: _Toc535475963]8.2	Interruption
8.2.1	NSA: Interruptions with EN-DC
<original content for EN-DC omitted>
8.2.2	SA: Interruptions with Standalone NR Carrier Aggregation
<original content for NR-CA omitted>
8.2.3	NSA: Interruptions with NE-DC
<Insert NE-DC requirement>
8.2.4	NSA: Interruptions with NR-DC
<Insert NR-DC requirement>



Proposal: Adopt the above ways for editorial handling newly added requirement for NE-DC and NR-DC, depending on the sub-section title of a specific requirement clearly indicating SA/NSA or EN-DC/NR CA. 
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