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	Summary of change:
	To introduce transmit intermodulation requirement for Inter-band EN-DC within FR1, inter-band EN-DC including FR1 and FR2, and Inter-band EN-DC including both FR1 and FR2.

	
	

	Consequences if not approved:
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[bookmark: _Toc405202255]----- Unchanged sections omitted -----
[bookmark: _Toc535319413]6.5B.5	Transmit intermodulation
[bookmark: _Toc535319401]6.5B.5.1	Intra-band contiguous EN-DC
[bookmark: _Toc535319404]6.5B.5.2	Intra-band non-contiguous EN-DC
[bookmark: _Toc535319407]6.5B.5.3	Inter-band EN-DC within FR1
For inter-band EN-DC with uplink assigned to one E-UTRA band and one NR band, the requirements shall apply on each component carrier as defined in clause 6.7.1 of [4] and in clause 6.5.4 of [2], respectively, with all component carriers active. If multiple component carriers are assigned to one E-UTRA band, the requirements in subclauses 6.7.1A of [4] apply for those component carriers, and if multiple component carriers are assigned to one NR band, the requirements in subclauses 6.5A.4 of [2] apply for those component carriers.
[bookmark: _Toc535319409]6.5B.5.4	Inter-band EN-DC including FR2
The transmit intermodulation requirements specified in sub-clause 6.7.1 and 6.7.1A of [4] apply for each component carrier in E-UTRA bands.
[bookmark: _Toc535319411]6.5B.5.5	Inter-band EN-DC including both FR1 and FR2
The transmit intermodulation requirements specified in 6.5B.5.3 apply for each component carrier.
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