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[bookmark: _Toc526338484]------------------------------ Modified section ------------------------------
[bookmark: _Toc535388163]6.6.2.4.3	Protection of DTT 
[bookmark: _GoBack]In certain regions the following requirement may apply for protection of DTT. For a BS operating in Band 20/n20, 28/n28 or 67, the level of emissions in the band 470-694790 MHz, measured in an 8 MHz filter bandwidth on centre frequencies Ffilter according to Table 6.6.2.4.3-1, shall not exceed the maximum emission level PEM,N declared by the manufacturer. This requirement applies in the frequency range 470-694790 MHz even though part of the range falls in the spurious domain. 
Table 6.6.2.4.3-1: Declared emissions levels for protection of DTT
	Filter centre frequency, Ffilter
	Measurement bandwidth
	Declared emission level [dBm]

	Ffilter = 8*N + 306 (MHz); 
21 ≤ N ≤ 4860
	8 MHz
	PEM,N



Note: 	The regional requirement is defined in terms of EIRP (effective isotropic radiated power), which is dependent on both the BS emissions at the antenna connector and the deployment (including antenna gain and feeder loss). The requirement defined above provides the characteristics of the base station needed to verify compliance with the regional requirement. Compliance with the regional requirement can be determined using the method outlined in Annex G of TS 36.104 [4].
------------------------------ End of modified section ------------------------------

3GPP
