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<Start of change >
[bookmark: _Toc535317092]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
For a specific reference, subsequent revisions do not apply.
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 38.101-2: "NR; User Equipment (UE) radio transmission and reception; Part 2: Range 2 Standalone".
[3]	3GPP TS 38.101-3: "NR; User Equipment (UE) radio transmission and reception; Part 3: Range 1 and Range 2 Interworking operation with other radios".
[4]	3GPP TS 38.521-1: "NR; User Equipment (UE) conformance specification; Radio transmission and reception; Part 1: Range 1 Standalone".
[5]	Recommendation ITU-R M.1545: "Measurement uncertainty as it applies to test limits for the terrestrial component of International Mobile Telecommunications-2000".
[6]	3GPP TS 38.211: "NR; Physical channels and modulation".
[7]	3GPP TS 38.331: "Radio Resource Control (RRC) protocol specification".
[8]	3GPP TS 38.213: "NR; Physical layer procedures for control".
[9]	ITU-R Recommendation SM.329-10, "Unwanted emissions in the spurious domain".


<Unchanged parts omitted >
[bookmark: _Toc535317260]6.5.2	Out of band emission
[bookmark: _Toc535317261]6.5.2.1	General
The Out of band emissions are unwanted emissions immediately outside the assigned channel bandwidth resulting from the modulation process and non-linearity in the transmitter but excluding spurious emissions. This out of band emission limit is specified in terms of a spectrum emission mask and an adjacent channel leakage power ratio.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
[bookmark: _Toc535317262]6.5.2.2	Spectrum emission mask
The spectrum emission mask of the UE applies to frequencies (ΔfOOB) starting from the  edge of the assigned NR channel bandwidth. For frequencies offset greater than ΔfOOBFOOB, the spurious requirements in subclause 6.5.3 are applicable.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
The power of any UE emission shall not exceed the levels specified in Table 6.5.2.2-1 for the specified channel bandwidth.
Table 6.5.2.2-1: NR General NR spectrum emission mask 
	Spectrum emission limit (dBm) / Channel bandwidth

	ΔfOOB
(MHz)
	5
MHz
	10
MHz
	15
MHz
	20
MHz
	25
MHz
	30 MHz
	40
MHz
	50
MHz
	60
MHz
	80
MHz
	90
MHz
	100
MHz
	Measurement bandwidth

	± 0-1
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	
	
	
	
	
	1 % channel bandwidth

	± 0-1
	
	
	
	
	
	
	
	-24
	-24
	-24
	-24
	-24
	30 kHz

	± 1-5
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	-10
	1 MHz

	± 5-6
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	-13
	

	± 6-10
	-25
	
	
	
	
	
	
	
	
	
	
	
	

	± 10-15
	
	-25
	
	
	
	
	
	
	
	
	
	
	

	± 15-20
	
	
	-25
	
	
	
	
	
	
	
	
	
	

	± 20-25
	
	
	
	-25
	
	
	
	
	
	
	
	
	

	± 25-30
	
	
	
	
	-25
	
	
	
	
	
	
	
	

	± 30-35
	
	
	
	
	
	-25
	
	
	
	
	
	
	

	± 35-40
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 40-45
	
	
	
	
	
	
	-25
	
	
	
	
	
	

	± 45-50
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 50-55
	
	
	
	
	
	
	
	-25
	
	
	
	
	

	± 55-60
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 60-65
	
	
	
	
	
	
	
	
	-25
	
	
	
	

	± 65-80
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 80-90
	
	
	
	
	
	
	
	
	
	-25
	
	
	

	± 90-95
	
	
	
	
	
	
	
	
	
	
	-25
	
	

	± 95-100
	
	
	
	
	
	
	
	
	
	
	
	
	

	± 100-105
	
	
	
	
	
	
	
	
	
	
	
	-25
	



<Unchanged parts omitted >
[bookmark: _Toc535317274]6.5.3	Spurious emissions
Spurious emissions are emissions which are caused by unwanted transmitter effects such as harmonics emission, parasitic emissions, intermodulation products and frequency conversion products, but exclude out of band emissions unless otherwise stated. The spurious emission limits are specified in terms of general requirements in line with SM.329[9]  and NR operating band requirement to address UE co-existence.
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
[bookmark: _Toc535317275]6.5.3.1	General spurious emissions
Unless otherwise stated, the spurious emission limits apply for the frequency ranges that are more than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth. The spurious emission limits in Table 6.5.3.1-2 apply for all transmitter band configurations (NRB) and channel bandwidths. 
NOTE:	For measurement conditions at the edge of each frequency range, the lowest frequency of the measurement position in each frequency range should be set at the lowest boundary of the frequency range plus MBW/2. The highest frequency of the measurement position in each frequency range should be set at the highest boundary of the frequency range minus MBW/2. MBW denotes the measurement bandwidth defined for the protected band.
Table 6.5.3.1-1: Boundary between NR out of band and general spurious emission domain
	Channel bandwidth
	OOB boundary FOOB (MHz) 

	BWChannel 
	BWChannel + 5



Table 6.5.3.1-2: Requirement for general spurious emissions limits 
	Frequency Range
	Maximum Level
	Measurement bandwidth
	NOTE

	9 kHz ≤ f < 150 kHz
	-36 dBm
	1 kHz 
	

	150 kHz ≤ f < 30 MHz
	-36 dBm
	10 kHz 
	

	30 MHz ≤ f < 1000 MHz
	-36 dBm
	100 kHz
	

	1 GHz ≤ f < 12.75 GHz
	-30 dBm
	1 MHz
	

	
	-25 dBm
	1 MHz
	3

	12.75 GHz ≤ f < 5th harmonic of the upper frequency edge of the UL operating band in GHz
	-30 dBm
	1 MHz
	1

	12.75 GHz < f < 26 GHz
	-30 dBm
	1 MHz
	2

	NOTE 1:	Applies for Band that the upper frequency edge of the UL Band more than 2.69 GHz
NOTE 2:	Applies for Band that the upper frequency edge of the UL Band more than 5.2 GHz
NOTE 3:	Applies for Band n41, CA configurations including Band n41, and EN-DC configurations that include n41 specified in sub-clause 5.2B of TS 38.101-3 [3] when NS_04 is signalled.



<End of change >

