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[bookmark: _Toc535442155][bookmark: _Toc530708871]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
aggregated BS channel bandwidth: the RF bandwidth in which a Base Station transmits and receives multiple contiguously aggregated carriers. The aggregated BS channel bandwidth is measured in MHz
antenna connector: connector at the conducted interface of the BS type 1-C
Base Station RF Bandwidth: RF bandwidth in which a base station transmits and/or receives single or multiple carrier(s) within a supported operating band
NOTE:	In single carrier operation, the Base Station RF Bandwidth is equal to the channel bandwidth.
Base Station RF Bandwidth edge: frequency of one of the edges of the Base Station RF Bandwidth
basic limit: emissions limit relating to the power supplied by a single transmitter to a single antenna transmission line in ITU-R SM.329 [5] used for the formulation of unwanted emission requirements for FR1
beam: beam (of the antenna) is the main lobe of the radiation pattern of an antenna array
NOTE:	For certain BS antenna array, there may be more than one beam.
beam centre direction: direction equal to the geometric centre of the half-power contour of the beam
beam direction pair: data set consisting of the beam centre direction and the related beam peak direction
beam peak direction: direction where the maximum EIRP is found
beamwidth: beam which has a half-power contour that is essentially elliptical, the half-power beamwidths in the two pattern cuts that respectively contain the major and minor axis of the ellipse
BS channel bandwidth: RF bandwidth supporting a single NR RF carrier with the transmission bandwidth configured in the uplink or downlink
NOTE 1:	The BS channel bandwidth is measured in MHz and is used as a reference for transmitter and receiver RF requirements.
NOTE 2:	It is possible for the BS to transmit to and/or receive from one or more UE bandwidth parts that are smaller than or equal to the BS transmission bandwidth configuration, in any part of the BS transmission bandwidth configuration.
BS receiver: composite receiver function of a BS receiving in an operating band
BS type 1-C:	NR base station operating at FR1 with requirements set consisting only of conducted requirements defined at individual antenna connectors
BS type 1-H:	NR base station operating at FR1 with a requirement set consisting of conducted requirements defined at individual TAB connectors and OTA requirements defined at RIB
BS type 1-O:	NR base station operating at FR1 with a requirement set consisting only of OTA requirements defined at the RIB
BS type 2-O:	NR base station operating at FR2 with a requirement set consisting only of OTA requirements defined at the RIB
channel edge: lowest or highest frequency of the NR carrier, separated by the BS channel bandwidth
carrier aggregation: aggregation of two or more component carriers in order to support wider transmission bandwidths
carrier aggregation configuration: a set of one or more operating bands across which the BS aggregates carriers with a specific set of technical requirements
[bookmark: _Hlk500327898]co-location reference antenna: a passive antenna used as reference for base station to base station co-location requirements
contiguous carriers: set of two or more carriers configured in a spectrum block where there are no RF requirements based on co-existence for un-coordinated operation within the spectrum block
contiguous spectrum: spectrum consisting of a contiguous block of spectrum with no sub-block gap(s)
demodulation branch: single input of the BS receiver to the demodulation algorithms
directional requirement: requirement which is applied in a specific direction within the OTA coverage range for the Tx and when the AoA of the incident wave of a received signal is within the FR1 OTA REFSENS RoAoA or FR2 OTA REFSENS RoAoA or the minSENS RoAoA as appropriate for the receiver
fractional bandwidth: fractional bandwidth FBW is defined in percent as   
FR1 OTA REFSENS RoAoA: the RoAoA determined by the contour defined by the points at which the achieved EIS is 3dB higher than the achieved EIS in the reference direction in FR1
NOTE:	This contour will be related to the average element/sub-array radiation pattern 3dB beam width.
FR2 OTA REFSENS RoAoA: the RoAoA within which the reference sensitivity is achieved in FR2
highest carrier: the carrier with the highest carrier frequency transmitted/received in a specified frequency band
inter-band carrier aggregation: carrier aggregation of component carriers in different operating bands
NOTE:	Carriers aggregated in each band can be contiguous or non-contiguous.
intra-band contiguous carrier aggregation: contiguous carriers aggregated in the same operating band
intra-band non-contiguous carrier aggregation: non-contiguous carriers aggregated in the same operating band
[Inter RF Bandwidth gap: frequency gap between two consecutive Base Station RF Bandwidths that are placed within two supported operating bands]
lowest Carrier: the carrier with the lowest carrier frequency transmitted/received in a specified frequency band
lower sub-block edge: frequency at the lower edge of one sub-block
NOTE:	It is used as a frequency reference point for both transmitter and receiver requirements.
maximum carrier TRP output power: mean power level measured per RIB during the transmitter ON period for a specific carrier in a specified reference condition and corresponding to the declared rated carrier TRP output power (Prated,c,TRP)
maximum total TRP output power: mean power level measured per RIB during the transmitter ON period in a specified reference condition and corresponding to the declared rated total TRP output power (Prated,t,TRP)
measurement bandwidth: RF bandwidth in which an emission level is specified
minSENS: the lowest declared EIS value for the OSDD’s declared for OTA sensitivity requirement.
minSENS RoAoA: The reference RoAoA associated with the OSDD with the lowest declared EIS
multi-band RIB: operating band specific RIB associated with a transmitter or receiver that is characterized by the ability to process two or more carriers in common active RF components simultaneously, where at least one carrier is configured at a different operating band than the other carrier(s) and where this different operating band is not a sub-band or superseding-band of another supported operating band
multi-carrier transmission configuration: set of one or more contiguous or non-contiguous carriers that a NR BS is able to transmit simultaneously according to the manufacturer’s specification

--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442156]3.2	Symbols
For the purposes of the present document, the following symbols apply:
	Percentage of the mean transmitted power emitted outside the occupied bandwidth on the assigned channel
BeWθ,REFSENS	The beamwidth equivalent to the OTA REFSENS RoAoA in the θ-axis in degrees, applicable for FR1 only
BeWφ,REFSENS	The beamwidth equivalent to the OTA REFSENS RoAoA in the φ-axis in degrees, applicable for FR1 only
BWChannel	BS channel bandwidth
BWChannel_CA	Aggregated BS Channel Bandwidth, expressed in MHz. BWChannel_CA = Fedge_high- Fedge_low
BWConfig	Transmission bandwidth configuration, expressed in MHz, where BWConfig = NRB x SCS x 12
f	Separation between the channel edge frequency and the nominal -3 dB point of the measuring filter closest to the carrier frequency
fmax	f_offsetmax minus half of the bandwidth of the measuring filter
ΔFGlobal	Global frequency raster granularity
ΔfOBUE	Maximum offset of the operating band unwanted emissions mask from the downlink operating band edge
ΔFR2_REFSENS	Offset applied to the FR2 OTA REFSENS depending on the AoA
ΔfOOB	Maximum offset of the out-of-band boundary from the uplink operating band edge
ΔminSENS	Difference between conducted reference sensitivity and EISminsens
ΔOTAREFSENS	Difference between conducted reference sensitivity and OTA REFSENS
ΔFRaster	Channel raster granularity
Δsample	The difference between the nominal and extreme power measurements during extreme EIRP testing, Pmax,sample,nom  - Pmax,sample,ex
ΔSUL	Channel raster offset for SUL
EISminsens	The EIS declared for the minSENS RoAoA
EISREFSENS	OTA REFSENS EIS value
EISREFSENS_50M	Declared OTA reference sensitivity basis level for FR2 based on a reference measurement channel with 50MHz BS channel bandwidth
FFBWhigh	Highest supported frequency within supported operating band, for which fractional bandwidth support was declared
FFBWlow	Lowest supported frequency within supported operating band, for which fractional bandwidth support was declared
FC	RF reference frequency on the channel raster
FC,block, high	Fc of the highest transmitted/received carrier in a sub-block
FC,block, low	Fc of the lowest transmitted/received carrier in a sub-block
FC_low	The Fc of the lowest carrier, expressed in MHz
FC_high	The Fc of the highest carrier, expressed in MHz
Fedge_low	The lower edge of Aggregated BS Channel Bandwidth, expressed in MHz. Fedge_low = FC_low - Foffset_low
Fedge_high	The upper edge of Aggregated BS Channel Bandwidth, expressed in MHz. Fedge_high = FC_high + Foffset_high
Fedge,block,low	The lower sub-block edge, where Fedge,block,low = FC,block,low - Foffset_low
Fedge,block,high	The upper sub-block edge, where Fedge,block,high = FC,block,high + Foffset_high
Foffset_high	Frequency offset from FC_high to the upper Base Station RF Bandwidth edge, or from F C,block, high to the upper sub-block edge
Foffset_low	Frequency offset from FC_low to the lower Base Station RF Bandwidth edge, or from FC,block, low to the lower sub-block edge
f_offset	Separation between the channel edge frequency and the centre of the measuring filter
f_offsetmax	The offset to the frequency ΔfOBUE outside the downlink operating band
FREF	RF reference frequency
FREF,SUL	RF reference frequency for Supplementary Uplink (SUL) bands
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band
Ncells	The declared number corresponding to the minimum number of cells that can be transmitted by an BS type 1-H in a particular operating band
NRB	Transmission bandwidth configuration, expressed in resource blocks
NREF	NR Absolute Radio Frequency Channel Number (NR-ARFCN)
NRXU,active	The number of active receiver units. The same as the number of demodulation branches to which compliance is declared for chapter 8 performance requirements
PEM,n50,ind	Declared emission level for Band n50 in the band 1518-1559 MHz; ind = a, b
Pmax,c,EIRP	The maximum carrier EIRP when the NR BS is configured at the maximum rated carrier output TRP (PRated,c,TRP)
Pmax,c,EIRP, extreme	The maximum carrier EIRP when the NR BS is configured at the maximum rated carrier output TRP (PRated,c,TRP) under extreme conditions, either measured directly or calculated
Pmax,c,TRP	Maximum carrier TRP output power measured at the RIB(s), and corresponding to the declared rated carrier TRP output power (Prated,c,TRP)
Pmax,sample,nom	The measured sample power in extreme conditionals chamber when the BS is configured at the rated carrier output TRP (Prated,c,TRP), under nominal conditions
Pmax,sample,ext	The measured sample power in extreme conditionals chamber when the BS is configured at the rated carrier output TRP (Prated,c,TRP), under extreme conditions
Prated,c,EIRP	The rated carrier output EIRP when the NR BS is configured at the rated carrier output TRP (Prated,c,TRP)
Prated,c,FBWhigh	The rated carrier EIRP for the higher supported frequency range within supported operating band, for which fractional bandwidth support was declared
Prated,c,FBWlow	The rated carrier EIRP for the lower supported frequency range within supported operating band, for which fractional bandwidth support was declared
Prated,c,TRP	Rated carrier TRP output power declared per RIB
Prated,t,TRP	Rated total TRP output power declared per RIB
PREFSENS	Conducted reference Sensitivity power level
SSREF	SS block reference frequency position
TTOTA	Test tolerance for OTA requirements
Wgap	Sub-block gap or Inter RF Bandwidth gap size


--------------
[Unchanged Sections]
-------------
[bookmark: _Toc535442174]4.6	Manufacturer’s declarations
The following BS manufacturer’s declarations listed in table 4.6-1, when applicable to the BS under test, are required to be provided by the manufacturer for radiated requirements testing for BS type 1-H, BS type 1-O and BS type 2-O.
For the BS type 1-H declarations required for the conducted requirements testing, refer to TS 38.141-1 [3], subclause 4.6.
Table 4.6-1 Manufacturers declarations for BS type 1-H, BS type 1-O and BS type 2-O radiated test requirements
	Declaration identifier

	Declaration
	Description
	Applicability
(Note 1)

	
	
	
	BS type 1-H
(Note 2)
	BS type 1-O
	BS type 2-O

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the BS enclosure.
	x
	x
	x

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3.
The vendor may declare any number of beams, the minimum requirement to declare for conformance are the beams with the highest intended EIRP for each of the beams widths below:
1)	Narrowest intended BeWθ, narrowest intended BeWϕ (possible when narrowest intended BeWθ) at the reference beam direction.
2)	Narrowest intended BeWϕ, narrowest intended BeWθ (possible when narrowest intended BeWϕ) at the reference beam direction.
3)	Widest intended BeWθ, widest intended BeWϕ (possible when widest intended BeWθ at the reference beam direction.
4)	Widest intended BeWϕ, widest intended BeWθ (possible when widest intended BeWϕ) at the reference beam direction.
5)	BeWθ and BeWϕ which provide highest intended EIRP of all possible beams at the reference beam direction.
When selecting the above five beam widths for declaration, all beams that the BS is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 3)
	x
	x
	x

	D.4
	Operating band support
	NR operating band(s) supported by the BS. Supported bands declared for every beam (D.3).
(Note 4)
	x
	x
	x

	D.5
	BS requirements set
	Declaration of one of the NR base station requirement’s set as defined for BS type 1-H, BS type 1-O, or BS type 2-O.
	c
	x
	x

	D.6
	BS class
	Declared as Wide Area BS, Medium Range BS, or Local Area BS.
	c
	x
	x

	D.7
	BS channel band width and SCS support
	NR BS supported SCS and channel bandwidth per supported SCS. Declared for each beam (D.3) and each operating band (D.4).
	c
	x
	x

	D.8
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).
	x
	x
	x

	D.9
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).
	x
	x
	x

	D.10
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).
	x
	x
	x

	D.11
	Rated beam EIRP
	The rated EIRP level per carrier (PRated,c,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 12, 14)
	x
	x
	x

	D.12
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).
	x
	x
	x

	D.13
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.12) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.
	x
	x
	x

	D.14
	Parallel beams
	List of beams which have been declared equivalent (D.13) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.
	x
	x
	x

	D.15
	Number of carriers at maximum TRP
	The number of carriers per operating band the NR BS is capable of generating at maximum TRP declared for every beam (D.3).
	x
	x
	x

	D.16
	Operating bands with multi-band dependencies
	List of operating bands which are generated using transceiver units supporting operation in multiple operating bands through common active RF components. Declared for each operating band for which multi-band transceiver is used.
	c
	x
	n/a

	D.17
	Maximum radiated Base Station RF Bandwidth
	Maximum Base Station RF Bandwidth in the operating band, declared for each supported operating band (D.4).
(Note 15)
	c
	x
	x

	D.18
	Maximum Radio Bandwidth of the operating band with multi-band dependencies
	Largest Radio Bandwidth that can be supported by the operating bands with multi-band dependencies.
Declared for each supported operating band which has multi-band dependencies (D.16).
	c
	x
	n/a



--------------
[Unchanged Sections]
-------------


[bookmark: _Toc535442213]4.12.2	Co-location test antenna
[bookmark: _Toc535442214]4.12.2.1	General
Co-location requirements are specified as power levels into or out of the conducted interface of the co-location reference antenna. For conformance testing the requirements are translated to the input or output of a co-location test antenna (CLTA).
A CLTA is a practical antenna which can be used to test conformance to the co-location requirements.
[bookmark: _Toc535442215]4.12.2.2	Co-location test antenna characteristics
A co-location test antenna is a practical passive antenna that is used for conformance testing of the co-location requirements and is based on the definition of the co-location reference antenna. A CLTA shall comply with the requirements specified in table 4.12.2.2-1.
Translation of the requirements to other test antennas are not precluded but suitable translations between the co-location reference antenna and test antenna must be provided to demonstrate that the method is within the specified MU.
The currently defined CLTAs are suitable for testing BS type 1-O implemented with a planar antenna array. The method for testing BS with other antenna array implementations is FFS and not covered by the present release of this specification.
Table 4.12.2.2-1: CLTA characteristics
	Parameter
	In-band CLTA
	Out-of-band CLTAs

	Vertical radiating dimension (h)
	Test object vertical radiating length ±30%
	N/A

	Horizontal beam width
	65° ± 10°
	65° ± 10°

	Vertical beam width
	N/A
	The half-power vertical beam width of the CLTA equals the narrowest declared (D.3) vertical beamwidth ±3°

	Polarization
	Match
	Match to in-band

	Conducted interface return loss
	> 10 dB
	> 10 dB

	NOTE: If a multi-column or multi-band antenna is used the column closest to the NR BS shall be selected while other columns are terminated during testing.  



[bookmark: _Toc535442216]4.12.2.3	Co-location test antenna alignment
The alignment between the NR BS under test and the co-location test antenna is described in table 4.12.2.3-1 and figure 4.12.2.3-1. The same physical alignment applies to in-band and out-of-band co-location requirements.
Table 4.12.2.3-1: CLTA alignment tolerances
	Parameter
	

	Edge-to-edge separation between the NR BS and the CLTA, d
	0.1 m ± 0.01 m

	Vertical alignment
	Centre ± 0.01 m

	Front alignment
	Radome front ± 0.01 m



[image: ]
Figure 4.12.2.3-1: Alignment of NR BS and CLTA
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442255]6.5.1	OTA transmitter OFF power
[bookmark: _Toc535442256]6.5.1.1	Definition and applicability
OTA transmitter OFF power requirements apply only to TDD operation of NR BS.
OTA transmitter OFF power is defined as the mean power measured over 70/N µs filtered with a square filter of bandwidth equal to the transmission bandwidth configuration of the BS (BWConfig) centred on the assigned channel frequency during the transmitter OFF period. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
For BS supporting intra-band contiguous CA, the transmitter OFF power is defined as the mean power measured over 70/N µs filtered with a square filter of bandwidth equal to the Aggregated BS Channel Bandwidth BWChannel_CA centred on (Fedge_high+Fedge_low)/2 during the transmitter OFF period.
For BS type 1-O, the transmitter OFF power is defined as the output power at the co-location test antenna conducted output(s). For BS type 2-O the transmitter OFF power is defined as TRP.
For multi-band RIBs or single band RIBs supporting transmission in multiple bands, the requirement is only applicable during the transmitter OFF period in all supported operating bands.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442261]6.5.1.4.2	Procedure
[bookmark: _Toc535442262]6.5.1.4.2.1	General procedure
1)	Place the BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the BS with the test system.
[bookmark: _Toc535442263]6.5.1.4.2.2	BS type 1-O
3)	Place the co-location test antenna as specified in subclause 4.12.
4)	Set the BS to transmit according to the applicable test configuration in subclause 4.7 using the corresponding test model NR-FR1-TM1.1 and set of physical channels in subclause 4.9.2.
5)	Measure the mean power spectrum density at the output(s) of co-location test antenna as power sum over all supported polarizations over 70/N μs filtered with a square filter of bandwidth equal to the RF bandwidth of the NR BS centred on the central frequency of the RF bandwidth. 70/N μs average window centre is set from 35/N μs after end of one transmitter ON period + 10 μs to 35/N μs before start of next transmitter ON period - 10 μs. N = SCS/15, where SCS is Sub Carrier Spacing in kHz.
6)	For an NR BS supporting contiguous CA, measure the mean power spectral density at the output(s) of co-location test antenna as power sum over all supported polarizations over 70/N μs filtered with a square filter of bandwidth equal to the Aggregated Channel Bandwidth BWChannel_CA centred on (Fedge_high+Fedge_low)/2. 70/N μs average window centre is set from 35/N μs after end of one transmitter ON period + 10 μs to 35/N μs before start of next transmitter ON period - 10 μs. N = SCS/15, where SCS is the smallest supported Sub Carrier Spacing in kHz in the Aggregated BS Channel Bandwidth.
In addition, for a multi-band RIB, the following steps shall apply:
7)	For a multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc535442264]6.5.1.4.2.3	BS type 2-O
Editor’s note: Text be added when a suitable measurement procedure is agreed.


--------------
[Unchanged Sections]
-------------

6.6.3.4.2	Procedure

1)	Place the NR BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the BS with the test system.
3)	Move the NR BS on the positioner in order that the direction to be tested aligns with the test antenna.
4)	Configure the beamforming settings of the NR BS according to the direction to be tested.
5)	Set the NR BS to output according to the applicable test configuration in subclause 4.7 using the corresponding test models or set of physical channels in subclause 4.9.2. 
For BS type 1-O declared to be capable of single carrier operation only, set the BS to transmit a signal according to:
-	NR-FR1-TM3.1a if 256QAM is supported by BS without power back off
-	or NR-FR1-TM3.1a if 256QAM is supported by BS with power back off, at manufacturer’s declared rated output power  (PRated,c,EIRP) and NR-FR1-TM3.1 at maximum power
[bookmark: _Hlk530068684]-	or NR-FR1-TM3.1 if highest modulation order supported by BS is 64QAM
-	or NR-FR1-TM3.2 if highest modulation order supported by BS is 16QAM
-	or NR-FR1-TM3.3 if highest modulation order supported by BS is QPSK.
For BS type 1-O declared to be capable of multi-carrier and/or CA operation, set the BS to transmit according to:
-	NR-FR1-TM3.1a if 256QAM is supported by BS without power back off
-	or NR-FR1-TM3.1a if 256QAM is supported by BS with power back off, at manufacturer’s declared rated output power  (PRated,c,EIRP) and NR-FR1-TM3.1 at maximum power
-	or NR-FR1-TM3.1 if highest modulation order supported by BS is 64QAM
-	or NR-FR1-TM3.2 if highest modulation order supported by BS is 16QAM
-	or NR-FR1-TM3.3 if highest modulation order supported by BS is QPSK.
For BS type 2-O declared to be capable of single carrier operation only, set the BS to transmit a signal according to:
-	NR-FR2-TM3.1 with 64QAM signal if 64QAM is supported by BS without power back off
-	or NR-FR2-TM 3.1 with highest modulation order without power back off if 64QAM is not supported by BS
-	or if 64 QAM is supported by BS with power back off, NR-FR2-TM 3.1 with 64QAM  at manufacturer’s declared rated output power (PRated,c,EIRP) and NR-FR2-TM3.1 with highest modulation order supported at maximum power.
For BS type 2-O declared to be capable of multi-carrier and/or CA operation, set the BS to transmit according to:
-	NR-FR2-TM3.1 with 64QAM signal if 64QAM is supported by BS without power back off
-	or NR-FR2-TM3.1 with highest modulation order supported without power back  off  if 64QAM is not supported by BS
-	or if 64QAM is supported by BS with power back off, NR-FR2-TM3.1 with 64QAM signal  at manufacturer’s declared rated output power  (PRated,c,EIRP) and NR-FR2-TM3.1 with highest supported modulation order at maximum power
For NR-FR1-TM 3.1a and NR-FR2-TM 3.1, power back-off shall be applied if it is declared.
6)	For each carrier, measure the EVM and frequency error as defined in annex E1.1.
7)	Repeat steps 5 and 6 for NR-FR1-TM2 if 256QAM is not supported by BS type 1-O or for NR-FR1-TM2a if 256QAM is supported by BS type 1-O. For NR-FR1-TM2 and NR-FR1-TM2a the OFDM symbol power (in the conformance direction) shall be at the lower limit of the dynamic range according to the test procedure in subclause 6.4.3.4.2 and test requirements in subclause 6.4.3.5.1.
	Repeat steps 5 and 6 for NR-FR2-TM2 for BS type 2-O. For NR-FR2-TM2 the OFDM symbol power (in the conformance direction) shall be at the lower limit of the dynamic range according to the test procedure in subclause 6.4.3.4.2 and test requirements in subclause 6.4.3.5.2..
In addition, for multi-band RIB, the following steps shall apply:
8)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.


--------------
[Unchanged Sections]
-------------

[bookmark: _Toc530708881][bookmark: _Toc512334236]6.6.4.4.2	Procedure

1)	Place the NR BS at the positioner.
2)	Align the manufacturer declared coordinate system orientation (D.2) of the NR BS with the test system.
3)	Move the NR BS on the positioner in order that the direction to be tested aligns with the test antenna.
4)	Configure the beamforming settings of the NR BS according to the direction of the testing.
5)	Set the BS type 1-Oto transmit NR-FR1-TM1.1 or any DL signal using TX diversity, MIMO transmission or carrier aggregation, using the configuration with the minimum number of cells and reference signals. 
Set the BS type 2-O to transmit NR-FR2-TM 1.1 or any DL signal using TX diversity, MIMO transmission or carrier aggregation, using the configuration with the minimum number of cells and reference signals.
NOTE:	For TX diversity and MIMO transmission, different ports may be configured in NR-FR1-TM1.1 and NR-FR2-TM 1.1 (using p = 0 and 1).
	For an NR BS declared to be capable of single carrier operation only, set the NR BS to transmit according to manufacturer's declared rated output power, PRated,c,TRP.
	If the NR BS supports intra band contiguous or non-contiguous Carrier Aggregation set the NR BS to transmit using the applicable test configuration and corresponding power setting specified in subclauses 4.7.
	If the NR BS supports inter band carrier aggregation set the BR BS to transmit, for each band, a single carrier or all carriers, using the applicable test configuration and corresponding power setting specified in subclauses 4.7.
6)	Measure the time alignment error between the different reference symbols on different beams on the carrier(s).
In addition, for a multi-band RIB, the following steps shall apply:
7)	For a multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.


--------------
[Unchanged Sections]
-------------



[bookmark: _Toc535442335]6.7.4.3	Test purpose
This test measures the emissions of the NR BS, close to the assigned channel bandwidth of the wanted signal, while the NR BS is in operation.


--------------
[Unchanged Sections]
-------------


[bookmark: _Toc535442364]6.7.5.3.2	Minimum requirements
The minimum requirement for NR BS type 1-O is defined in TS 38.104 [1], subclause 9.7.5.2.
[bookmark: _Toc535442365]6.7.5.3.3	Test purpose
For OTA co-location spurious emission, the test purpose is to verify that the emission is within the specified requirement limits at the CLTA conducted output(s).
[bookmark: _Toc535442366]6.7.5.3.4	Method of test
[bookmark: _Toc535442367]6.7.5.3.4.1	Initial conditions
Test environment: 	Normal; see annex B.2.
RF channels to be tested for single carrier: 	M; see subclause 4.9.1.
Base Station RF Bandwidth positions to be tested for multi-carrier:
-	MRFBW in single-band RIB, see subclause 4.9.1;
-	BRFBW_T'RFBW and B'RFBW_TRFBW in multi-band RIB, see subclause 4.9.1.
In addition, for multi-band RIB:
-	For BRFBW_T'RFBW, emission testing above the highest operating band may be omitted.
-	For B'RFBW_TRFBW, emission testing below the lowest operating band may be omitted.
Directions to be tested: The requirement is specified as co-location requirement. For general description of co-location requirements, refer to subclause 4.12.
The co-location spurious emission is measured at the CLTA conducted output(s).
[bookmark: _Toc535442368]6.7.5.3.4.2	Procedure
1)	Select and place the NR BS and CLTA as described in subclause 4.12 with parameters as specified in table 4.12.2.2-1 and table 4.12.2.3-1.
2)	Several CLTAs might be required to cover the whole co-location spurious emission frequency ranges.
[bookmark: _Hlk508280732]3)	Place test antenna in reference direction at far-field distance, aligned in all supported polarizations (single or dual) with the NR BS as depicted in annex E.1.3.
4)	The test antenna shall be dual (or single) polarized with the same frequency range as the NR BS for co-location spurious emission test case.
5)	Connect test antenna and CLTA to the measurement equipment as depicted in annex E.1.3.
6)	OTA co-location spurious emission is measured as the power sum over all supported polarizations at the CLTA conducted output(s).
7)	The measurement device (signal analyzer) characteristics shall be:
-	Detection mode: True RMS.
8)	Set the BS type 1-O to transmit:
-	Set the NR BS to transmit maximum power according to the applicable test configuration in subclause 4.7 using the corresponding test models or set of physical channels in subclause 4.9.2.
9)	Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the test requirement in subclause 6.7.5.3.5.
NOTE:	An alternative measurement method to be used for measuring the OTA emission is described in annex K.
In addition, for multi-band RIB, the following steps shall apply:
10)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.


6.7.5.3.4.2	Procedure
1)	Select and place the NR BS and CLTA as described in subclause 4.12 with parameters as specified in table 4.12.2.2-1 and table 4.12.2.3-1.
2)	Several CLTAs might be required to cover the whole co-location spurious emission frequency ranges.
3)	Place test antenna in reference direction at far-field distance, aligned in all supported polarizations (single or dual) with the NR BS as depicted in annex E.1.3.
4)	The test antenna shall be dual (or single) polarized with the same frequency range as the NR BS for co-location spurious emission test case.
5)	Connect test antenna and CLTA to the measurement equipment as depicted in annex E.1.3.
6)	OTA co-location spurious emission is measured as the power sum over all supported polarizations at the CLTA conducted output(s).
7)	The measurement device (signal analyzer) characteristics shall be:
-	Detection mode: True RMS.
8)	Set the BS type 1-O to transmit:
-	Set the NR BS to transmit maximum power according to the applicable test configuration in subclause 4.7 using the corresponding test models or set of physical channels in subclause 4.9.2.
9)	Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the test requirement in subclause 6.7.5.3.5.
NOTE:	An alternative measurement method to be used for measuring the OTA emission is described in annex K.
In addition, for multi-band RIB, the following steps shall apply:
10)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.

--------------
[Unchanged Sections]
-------------


[bookmark: _Toc535442386]6.7.5.5.4.2	Procedure
1)	Select and place the NR BS and CLTA as described in subclause 4.12, with parameters as specified in table 4.12.2.2-1 and table 4.12.2.3-1.
2)	Several CLTAs might be required to cover the whole co-location spurious emission frequency ranges.
3)	Place test antenna in reference direction at far-field distance, aligned in all supported polarizations (single or dual) with the NR BS as depicted in annex E.1.3.
4)	The test antenna shall be dual (or single) polarized with the same frequency range as the NR BS for co-location spurious emission test case.
5)	Connect test antenna and CLTA to the measurement equipment as depicted in annex E.1.3.
6)	OTA co-location spurious emission is measured as the power sum over all supported polarizations at the CLTA conducted output(s).
7)	The measurement device (signal analyzer) characteristics shall be:
-	Detection mode: True RMS.
8)	Set the BS type 1-O to transmit:
-	Set the NR BS to transmit maximum power according to the applicable test configuration in subclause 4.7 using the corresponding test models or set of physical channels in subclause 4.9.2.
9)	Measure the emission at the specified frequencies with specified measurement bandwidth and note that the measured value does not exceed the test requirement in subclause 6.7.5.5.5.
In addition, for multi-band RIB, the following steps shall apply:
10)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442395]6.8.4.2	Procedure
1)	Select a CLTA according to the description in subclause 4.12 and parameters given in table 4.12.2.2-1.
2)	Place the CLTA according to the description in subclause 4.12 and parameters given in table 4.12.2.3-1.
3)	The test antenna(s) shall be dual (or single) polarized covering the same frequency range as the NR BS and the emission frequencies.
4)	Several test antennas are required to cover both the NR BS and the whole emission frequency range.
5)	Connect test antenna and CLTA to the measurement equipment as shown in annex E.1.5.
6)	During the OTA emission measurements at the test antenna conducted output(s), both NR BS and CLTA are rotated around same axis.
7)	The OTA emission measurement method shall be TRP, according to the procedure described in annex I.
8)	The measurement device (signal analyzer) characteristics shall be:
-	Detection mode: True RMS.
9)	Set the NR BS to transmit:
-	Set the NR BS to transmit maximum power according to the applicable test configuration in subclause 4.7 using the corresponding test models or set of physical channels in subclause 4.9.2.
10)	Generate the interfering signal via the CLTA. The CLTA is fed with a power level equal to declared Prated,t,TRP, divided over all the supported polarizations, from the same signal generator source:
-	using test model as defined in subclause 4.9.2, at a centre frequency offset according to the conditions in table 9.8.2-1 in TS 38.104 [1], but exclude interfering frequencies that are outside of the allocated downlink operating band or interfering frequencies that are not completely within the sub-block gap or within the Inter RF Bandwidth gap.
11)	Adjust the interfering signal level at the CLTA conducted input(s) as defined in:
-	transmitter intermodulation table 9.8.2-1 in TS 38.104 [1].
12)	If the interferer signal is applicable according to subclause 4.7, perform the unwanted emission tests specified in subclauses 6.7.3 (OTA ACLR) and 6.7.4 (OTA OBUE) for all third and fifth order intermodulation products which appear in the frequency ranges defined in subclauses 6.7.3 and 6.7.4 (Note 2). The width of the intermodulation products shall be taken into account.
13)	If the interferer signal is applicable according to subclause 4.7, perform the Transmitter spurious emissions test as specified in subclause 6.7.5 (OTA spurious emission), except OTA co-location spurious emission, for all third and fifth order intermodulation products which appear in the frequency ranges defined in subclause 6.7.5 (Note 2). The width of the intermodulation products shall be taken into account.
14)	Verify that the emission level does not exceed the required level in subclause 6.8.5 (Test requirements) with the exception of interfering signal frequencies.
15)	Repeat the test for the remaining interfering signal centre frequency offsets according to the conditions of:
-	transmitter intermodulation table 9.8.2-1 in TS 38.104 [1].
16)	Repeat the test for the remaining interfering signals defined in subclause 4.7 for requirements 6.7.3 (OTA ACLR), 6.7.4 (OTA OBUE) and 6.7.5 (OTA spurious emission), except OTA co-location spurious emission.
In addition, for multi-band RIB, the following steps shall apply:
17)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
NOTE 1:	The third order intermodulation products are centred at 2F1F2 and 2F2F1. The fifth order intermodulation products are centred at 3F12F2, 3F22F1, 4F1F2, and 4F2F1 where F1 represents the test signal centre frequency or centre frequency of each sub-block and F2 represents the interfering signal centre frequency. The widths of intermodulation products are:
-	(n*BWF1 + m* BWF2) for the nF1mF2 products;
-	(n* BWF2 + m* BWF1) for the nF2mF1 products;
	where BWF1 represents the test wanted signal RF bandwidth or channel bandwidth in case of single carrier, or sub-block bandwidth and BWF2  represents the interfering signal channel bandwidth..
NOTE 2:	During the conformance test the interferer signal can be applied on one side of the wanted signal, while the transmitter intermodulation emission is measured only on the opposite side of the wanted signal. This applies for intermodulation products which are within the operating band or OBUE region.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442439]7.5.1.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Align the NR BS to that the wanted signal and interferer signal is polarization matched with the test antenna(s).
5)	Set the test signal mean power so that the calibrated radiated power at the BS Antenna Array coordinate system reference point is as follows:
a)	Set the signal generator for the wanted signal to transmit as specified in table 7.5.1.5.1-1 for BS type 1-O and table 7.5.1.5.2-1 for BS type 2-O.
b)	Set the signal generator for the interfering signal at the adjacent channel frequency of the wanted signal to transmit as specified in table 7.5.1.5.1-1 for BS type 1-O and table 7.5.1.5.2-1 for BS type 2-O.
6)	Measure throughput for each supported polarization, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in subclause 4.7.2.
For multi-band RIB(s) and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442450]7.5.2.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.3.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Align the NR BS to that the wanted signal and interferer signal is polarization matched with the test antenna(s)..
5)	Set the test signal mean power so that the calibrated radiated power at the BS Antenna Array coordinate system reference point is as follows:
a)	Set the signal generator for the wanted signal to transmit as specified in table 7.5.2.5.1-1 for BS type 1-O and table 7.5.2.5.2-1 for BS type 2-O.
b)	Set the signal generator for the interfering signal at the specified frequency offset from the wanted signal to transmit as specified in table 7.5.2.5.1-1 for BS type 1-O and table 7.5.2.5.2-1 for BS type 2-O.
6)	Measure throughput for each supported polarization, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in subclause 4.7.2.
7)	Repeat steps 3 to 6 for all the specified measurement directions.
For multi-band RIB(s) and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carriers activated in the other band.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442461]7.6.4.2	Procedure
[bookmark: _Toc535442462]7.6.4.2.1	BS type 1-O procedure for out-of-band blocking
1)	Place NR BS and the test antenna(s) according to annex E.2.4.1.
2)	Align the NR BS and test antenna(s) according to the directions to be tested.
3)	Connect test antenna(s) to the measurement equipment as shown in annex E.2.4.1.
4)	The test antenna(s) shall be dual (or single) polarized covering the same frequency ranges as the BS and the blocking frequencies. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required.
5)	The OTA blocking interferer is injected into the test antenna, with the blocking interferer producing specified interferer field strength level for each supported polarization. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
6)	Generate the wanted signal in receiver target reference direction, according to the applicable test configuration (see subclause 4.8) using applicable reference measurement channel to the RIB, according to TS 38.104 [2], annex A.1.
7)	Set the transmitter unit associated with the RIB under test to transmit in receiver target reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.8). The transmitter may be turned OFF for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.
8)	Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.1.1-1. The distance between the test object and test antenna injecting the interferer signal is adjusted when necessary to ensure specified interferer signal level to be received.
9)	The CW interfering signal shall be swept with a step size of 1 MHz within the specified range.
10)	Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.7.
11)	Repeat for all supported polarizations.
In addition, for multi-band RIB, the following steps shall apply:
12)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc535442463]7.6.4.2.2	BS type 1-O procedure for co-location blocking
1)	Place NR BS and CLTA as specified in subclause 4.12.2.3.
2)	Several CLTA are required to cover the whole co-location blocking frequency ranges. The CLTA shall be selected according to subclause 4.12.2.2.
3)	Align the NR BS and test antenna(s) according to the directions to be tested.
4)	Connect test antenna and CLTA to the measurement equipment as depicted in annex E.2.4.2.
5)	The NR BS receives the wanted signal in all supported polarizations, in the receiver target reference direction from the test antenna.
6)	The OTA co-location blocking interferer is injected via the CLTA. The CLTA is fed with the specified co-location blocking interferer power per supported polarization.
7)	Generate the wanted signal in receiver target reference direction, all supported polarizations, from the test antenna, according to the applicable test configuration (see subclause 4.8) using applicable reference measurement channel to the RIB, according to TS 38.141 [2], annex A.1.
8)	Set the transmitter unit associated with the RIB under test to transmit in receiver target reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.8). The transmitter may be turned OFF for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.
9)	Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.1.1-1 and, when applicable, for co-location test requirements in table 7.6.5.1.2-1.
10)	The CW interfering signal shall be swept with a step size of 1 MHz within the specified range.
11)	Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.7.
In addition, for multi-band RIB, the following steps shall apply:
12)	For multi-band RIB and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
[bookmark: _Toc535442464]7.6.4.2.3	BS type 2-O procedure for out-of-band blocking
1)	Place NR BS and the test antenna(s) according to annex E.2.4.1.
2)	Align the NR BS and test antenna(s) according to the directions to be tested.
3)	Connect test antenna(s) to the measurement equipment as shown in annex E.2.4.1.
4)	The test antenna(s) shall be dual (or single) polarized covering the same frequency ranges as the BS and the blocking frequencies. If the test antenna does not cover both the wanted and interfering signal frequencies, separate test antennas for the wanted and interfering signal are required.
5)	The OTA blocking interferer is injected into the test antenna, with the blocking interferer producing specified interferer field strength level for each supported polarization. The interferer shall be polarization matched in-band and the polarization maintained for out-of-band frequencies.
6)	Generate the wanted signal, according to the applicable test configuration (see subclause 4.7) using applicable reference measurement channel to the RIB, according to TS 38.104 [2], annex A.1.
7)	Set the transmitter unit associated with the RIB under test to transmit in OTA REFSENS receiver target reference direction with the carrier set-up and power allocation according to the applicable test configuration(s) (see subclause 4.7). The transmitter may be turned OFF for the out-of-band blocker tests when the frequency of the blocker is such that no IM2 or IM3 products fall inside the bandwidth of the wanted signal.
8)	Adjust the signal generators to the type of interfering signals, levels and the frequency offsets as specified for general test requirements in table 7.6.5.2.1-1. The distance between the test object and test antenna injecting the interferer signal is adjusted when necessary to ensure specified interferer signal level to be received.
9)	The interfering signal shall be swept within the frequency range and step size specified in table 7.6.4.2.3-1.
10)	Measure the performance of the wanted signal at the receiver unit associated with the RIB, as defined in the subclause 7.6.5, for the relevant carriers specified by the test configuration in subclause 4.7.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442487]7.8.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.6.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Align the NR BS to that the wanted signal and interferer signal is polarization matched with the test antenna(s).
5)	Configure the beam peak direction of the BS according to declared reference beam direction pair for the appropriate beam identifier.
6)	Set the BS to transmit the beam(s) of the same operational band as the OSDD being tested according to the appropriate test configuration in clause 5.
7)	Set the test signal mean power so the calibrated radiated power at the BS Antenna Array coordinate system reference point is as specified as follows:
a)	Set the signal generator for the wanted signal to transmit as specified in table 7.8.5.1-1 and 7.8.5.1-3 for BS type 1-O and table 7.8.5.2-1 for BS type 2-O.
b)	Set the Signal generator for the interfering signal at the same frequency as the wanted signal to transmit as specified in table 7.8.5.1-1 and 7.8.5.1-3 for BS type 1-O and table 7.8.5.2-1 for BS type 2-O.
8)	Measure the throughput, for multi-carrier and/or CA operation the throughput shall be measured for relevant carriers specified by the test configuration specified in subclause 5.3.4.
9)	Repeat for all the specified measurement directions and supported polarizations.
In addition, for multi-band RIB(s), the following steps shall apply:
10)	For multi-band RIBs and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
--------------
[Unchanged Sections]
-------------

[bookmark: _Toc535442497]7.9.4.2	Procedure
1)	Place the BS with its manufacturer declared coordinate system reference point in the same place as calibrated point in the test system, as shown in annex E.2.7.
2)	Align the manufacturer declared coordinate system orientation of the BS with the test system.
3)	Align the BS with the test antenna in the declared direction to be tested.
4)	Align the NR BS to that the wanted signal and interferer signal is polarization matched with the test antenna(s).
For each supported NR channel BW:
5)	Set the test signal mean power so the calibrated radiated power at the BS Antenna Array coordinate system reference point is as specified as follows:
a)	Adjust the signal generator for the wanted signal as specified in:
For BS type 1-O, table 7.9.5.1-1 for BS of Wide Area BS class, in table 7.9.5.1-2 for BS of Local Area BS class and in table 7.9.5.1-3 for BS of  Medium Range BS class on one side of the FC.
For BS type 2-O, table 7.9.5.2-1 on one side of the FC.
b)	Adjust the signal generator for the interfering signal as specified in:
For BS type 1-O, table 7.9.5.1-1 for BS of Wide Area BS class, in table 7.9.5.1-2 for BS of Local Area BS class and in table 7.9.5.1-3 for BS of  Medium Range BS class at opposite side of the FC and adjacent to the wanted signal.
For BS type 2-O, table 7.9.5.2-1 at opposite side of the FC and adjacent to the wanted signal.
6)	Measure throughput.
7)	Repeat the measurement with the wanted signal on the other side of the FC, and the interfering signal at opposite side of the FC and adjacent to the wanted signal.
8)	Repeat for all the specified measurement directions and supported polarizations.
In addition, for multi-band RIB(s), the following steps shall apply:
9)	For multi-band RIBs and single band tests, repeat the steps above per involved band where single band test configurations and test models shall apply with no carrier activated in the other band.
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