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<Start of changes>
[bookmark: _Toc518743783][bookmark: _Toc531534975]8.1		General
8.1.1	Scope and definitions
Conducted performance requirements specify the ability of the BS type 1-C or BS type 1-H to correctly demodulate signals in various conditions and configurations. Conducted performance requirements are specified at the antenna connector(s) (for BS type 1-C) and at the TAB connector(s) (for BS type 1-H).
Conducted performance requirements for the BS are specified for the fixed reference channels and the propagation conditions defined in TS 38.104 [2] annex A and annex F, respectively. The requirements only apply to those FRCs that are supported by the BS.
Unless stated otherwise, performance requirements apply for a single carrier only. Performance requirements for a BS supporting CA are defined in terms of single carrier requirements. 
For FDD operation the requirements in clause 8 shall be met with the transmitter units associated with antenna connectors (for BS type 1-C) or TAB connectors (for BS type 1-H) in the operating band turned ON.
NOTE:	In normal operating conditions antenna connectors (for BS type 1-C) or TAB connectors (for BS type 1-H) in FDD operation are configured to transmit and receive at the same time. The associated transmitter unit(s) may be OFF for some of the tests.
The SNR used in this clause is specified based on a single carrier and defined as:
SNR = S / N
Where:
S 		is the total signal energy in a slot on a single antenna connector (for BS type 1-C) or on a single TAB connector (for BS type 1-H).
N	is the noise energy in a bandwidth corresponding to the transmission bandwidth over the duration of a slot.

[bookmark: _Toc510654261]8.1.2	Applicability rules
[bookmark: _Hlk535695954]Unless otherwise stated, PUSCH and PUCCH requirement tests shall be done for each supported SCS and for the widest CBW declared to be supported in each SCS. If requirement for this CBW is not specified in TS 38.104, test shall be performed using specified requirement for the closest CBW lower than this widest supported CBW: the tested PRBs shall then be centered in this widest supported CBW.
PUSCH type A performance requirements shall only apply if PUSCH type A is declared to be supported. PUSCH type B performance requirements shall only apply if PUSCH type B is declared to be supported.
PUCCH format performance requirements shall only apply for the PUCCH format(s) declared to be supported. Unless otherwise stated, PUCCH format tests shall only be done for the DM-RS configuration (with or without additional DM-RS) declared to be supported. 
PRACH performance requirements shall only apply for the PRACH format(s) declared to be supported. 

· 
<End of changes>

