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	Reason for change:
	Repeated text exist in the initial conditions description for the Occupied Bandwidth requirement. 
In this Cat. F CR, repeated text in removed from the initial conditions for the OBW requirement. 
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	· 6.6.2.4.1: removal of repeated text
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------------------------------ Modified section ------------------------------
[bookmark: _Toc503972314][bookmark: _Toc531534836]6.6.2.4.1	Initial conditions
Test environment: Normal; see annex B.2.
RF channels to be tested for single carrier: M; see subclause 4.9.1.
Aggregated BS Channel Bandwidth positions to be tested for contiguous carrier aggregation: MBW Channel CA; see subclause 4.9.1.
For a BS declared to be capable of single carrier operation (D.16), start transmission according to NR-FR1-TM1.1, subclause 4.9.2.  
For a BS declared to be capable of contiguous CA operation, set the BS to transmit according to NR-FR1-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in subclause 4.7.4.
For a BS declared to be capable of multi-carrier and/or CA operation (D.15-D.16) use the applicable test signal configuration and corresponding power setting specified in subclause 4.7.
1)	Connect the measurement device to the BS antenna connector or TAB connector as shown in annex D1.1 for BS type 1-C or D3.1 for BS type 1-H.
2)	For a BS declared to be capable of single carrier operation (D.16), start transmission according to NR-FR1-TM1.1 (see subclause 4.9.2) at manufacturer’s declared rated output power (Prated,c,AC, or Prated,c,TABC, D.21).
	For a BS declared to be capable of contiguous CA operation, set the BS to transmit according to NR-FR1-TM1.1 on all carriers configured using the applicable test configuration and corresponding power setting specified in subclause 4.7.4.
	For a BS declared to be capable of multi-carrier and/or CA operation (D.15-D.16) use the applicable test signal configuration and corresponding power setting specified in subclause 4.7.
------------------------------ End of modified section ------------------------------



