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<Start of Changes for 38.101-3>
7.6B.3 Out-of-band blocking for EN-DC in FR1
7.6B.3.3
Inter-band EN-DC within FR1

Out-of band blocking requirements for E-UTRA single carrier and CA operation specified in sub-clauses 7.6.2.1 and 7.6.2.1A of [4] and for NR single carrier and CA operation specified in sub-clauses 7.6.3 and 7.6A.3 of [2] apply for lowest level EN-DC fallbacks (two bands) in section 5.2.B.4.1 with following conditions

· one E-UTRA uplink carrier with the output power set to 4dB Below PCMAX_L and the NR band whose downlink is being tested has its uplink carrier output power set to minimum output power as defined in sub-clause 6.3.1 of [2], the E-UTRA band whose downlink is configured but not activated.
· one NR uplink carrier with the output power set to 4dB Below PCMAX_L on the NR band with both E-UTRA and NR downlinks being tested with E-UTRA output power set to minimum output power as defined in sub-clause 6.3.2.1 of [4]. 

For inter-band EN-DC combination listed in Table 7.6B.3.3-1, exceptions to the requirement specified in Table 7.6B.3.3-2 are allowed when the second order intermodulation product of the lower frequency band UL carrier and the CW interfering signal fully or partially overlaps with the higher frequency band DL carrier.
Table 7.6B.3.3-1: inter band EN-DC combination with exceptions allowed

	Inter band EN-DC combination

	DC_8-n78

	DC_18-n78

	DC_19-n78

	DC_20-n78

	DC_26-n78

	CA_28-n78


Table 7.6B.3.3-2: Requirement for out-of-band blocking exceptions 

	Parameter
	Unit
	Level

	PInterferer (CW)
	dBm
	-501
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 are the carrier frequencies for lower frequency band UL and higher frequency band DL, respectively. [image: image8.png]BWEE
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are the channel bandwidths configured for lower frequency band UL carrier and higher frequency band DL carrier in MHz, respectively.


7.6B.3.4
Inter-band EN-DC including FR2

Out-of band blocking requirements specified for E-UTRA single carrier and CA operation specified in sub-clauses 7.6.2.1 and 7.6.2.1A of [4] apply for lowest level EN-DC fallbacks (two bands) in section 5.2B.5.1 with only E-UTRA UL with output power as in TS 36.101 (4dB Below PCmax_l).

7.6B.3.5
Inter-band EN-DC including both FR1 and FR2

Out-of band blocking requirements specified for E-UTRA single carrier and CA operation specified in sub-clauses 7.6.2.1 and 7.6.2.1A of [4] and for NR single carrier and CA operation specified in sub-clauses 7.6.3 and 7.6A.3 of [2] apply for lowest level EN-DC fallbacks (three bands) in section 5.2B.6.2 with only E-UTRA UL with output power as in TS 36.101 (4dB Below PCmax_l).

<End of change>
