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1. Introduction

In this contribution, we summarize open issues for BS demodulation in Rel-15 RAN4 scope. It is noted that our views on Rel-15 RAN4 scope for BS demodulation are provided in [1].
2. Discussion
Following requirements for BS demodulation shall be included in Rel-15 scope.

TS38.104 requirements:
· 8.1.2
/11.1.3

Applicability rule
· Removal of [] and TBD from performance requirements for (Conducted / Radiated)
· 8.2/11.2

PUSCH with/without transform precoding
· 8.3
/11.3

PUCCH 0-4
· 8.4
/11.4

PRACH
· Performance requirements for UCI on PUSCH
· Performance requirements for FR1 multi-slot PUCCH
· Performance requirements for PUSCH FR1 type B time domain resource allocation
· Performance requirements for PUSCH FR2 DMRS configurations with and without additional DMRS
· Performance requirements for PUCCH FR2 format 3 & 4 with and without additional DMRS 

· The following performance requirements need further consideration:

· PUSCH corrections due to unachievable performance measures
· Performance requirements for high speed
· PUSCH for HST
· PRACH for restricted set A and B
Corresponding test requirements in TS 38141-1/2 also shall be introduced.
3. Conclusion
In this contribution, we propose Rel-15 RAN4 scope for BS demodulation.
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