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<Start of modified section>
[bookmark: _Toc535335830]6.6.3.5	Test requirements
[bookmark: _Toc535335831]6.6.3.5.1	General Requirements
For the ACLR requirement either the ACLR/CACLR limits in subclauses 6.6.3.5.3, 6.6.3.5.4, 6.6.3.5.5 and 6.6.3.5.6, or the absolute limit in subclause 6.6.3.5.2 shall apply, whichever is less stringent.
Conformance to the relative ACLR/CACLR requirement may be shown to either the measure and sum test requirement or the per TAB connector test requirement.
[bookmark: _Hlk528938548]1)	The relative ACLR/CACLR test requirements for an AAS BS when using the measure and sum alternative are that for each TAB connector TX cell group and each applicable limit, the ratio of the power summation of wanted signal at the TAB connectors of the TAB connector TX cell group to the power sum of the emissions at the TAB connectors of the TAB connector TX cell group shall not exceed the limit.
2)	The relative ACLR/CACLR R test requirements for an AAS BS when using the per TAB connector alternative are that for each TAB connector TX cell group and each applicable limit, ratio of the wanted signal to the emissions at each of the TAB connectors of the TAB connector TX cell group shall not exceed the limit.
[bookmark: _Toc535335832][bookmark: _GoBack]6.6.3.5.2	Absolute Basic Limits
The absolute limits apply for ACLR and CACLR.
Conformance may be shown to either the measure and sum test requirement or the per TAB connector test requirement.
1)	The ACLR/CACLR test requirements for an AAS BS when using the measure and sum alternative are that for each TAB connector TX cell group and each applicable absolute basic limit as specified in this subclause, the power summation of emissions at the TAB connectors of the TAB connector TX cell group shall not exceed the specified absolute basic limit + 10log10(NTXU,countedpercell).
2)	The ACLR/CACLR test requirements for an AAS BS when using the per TAB connector alternative are that for each TAB connector TX cell group and each applicable absolute basic limit as specified in this subclause, the emissions at each of the TAB connectors of the TAB connector TX cell group shall not exceed the specified absolute basic limit + 10log10(NTXU,countedpercell) - 10log10(n) where n is the number of TAB connectors in the TAB connector TX cell group.
The basic limit for the ACLR/CACLR absolute value is specified in table 6.6.3.5.2‑1.
Table 6.6.3.5.2-1: Base station ACLR/CACLR absolute basic limit
	BS category / BS class
	ACLR/CACLR absolute basic limit

	Category A Wide Area BS
	-13 dBm/MHz

	Category B Wide Area BS
	-15 dBm/MHz

	Medium Range BS
	-25 dBm/MHz

	Local Area BS
	-32 dBm/MHz




<End of modified section>





