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	Reason for change:
	This CatB CR combines all the Draft CRs to TS 38.141-1 which were Endorsed during RAN4#90 meeting.

	
	

	Summary of change:
	The following Draft CRs were incorporated in this CR, together with other minor edorial corrections: 
- R4-1900285	Draft CR on NR PUCCH format2 conducted performance requirements for TS 38.141-1
- R4-1900390	CR to 38.141-1: Introduction of n48
- R4-1900764	Draft CR to TS 38.141-1: Update of test requirement numbers for DFT-s-OFDM based PUSCH
- R4-1900969	Draft CR for 38.141-1: Conducted test requirements for NR PUCCH format 1
- R4-1901324	Draft CR to 38.141-1: 6.3.3 Total power dynamic range - corretion
- R4-1901331	Draft CR to 38.141-1: Updates for Abbreviations section
- R4-1901373	CR to TS 38.141-1: Editoral Changes to Align Texts Throughout
- R4-1901388	Draft CR to TS 38.141-1 BS demodulation PUCCH format 0 requirements
- R4-1901475	Draft CR to TS 38.141-1: Corrections on transmitter co-existence and co-location requirements
- R4-1901484	Draft CR to TS 38.141-1: Corrections on in-band blocking requirements
- R4-1901744	DraftCR to TS 38.141-1: Removal of FR2 remainings
- R4-1901748	DraftCR to TS 38.141-1: Band 85 correction for Tx spur coexistance
- R4-1902266	DraftCR to TS 38.141-1: addition of the Iuant BS modem section
- R4-1902269	CR to TS 38.141-1: Adding subclause 4.8 reference to test procedures
- R4-1902270	Draft CR to TS 38.141-1_Correction on test procedures for single-carrier and multi-carrier operation for Tx requirements
- R4-1902292	Draft CR for TS 38.141-1:  Correction on TM applicability
- R4-1902294	Corrections to 38.141-1 subclause 4.9.2 base conformation test models
- R4-1902326	Draft CR to TS 38.141-1 on Correction of unwanted emissions scaling
- R4-1902342	CR to TS 38.141-1: FR frequency limit corrections
- R4-1902384	Draft CR to TS 38.141-1: Applicability rule for BS conducted demodulation test
- R4-1902390	draftCR for 38.141-1: Conducted test requirements for CP-OFDM based PUSCH in FR1
- R4-1902397	draftCR: Updates to PUCCH formats 3 and 4 conducted conformance testing in TS 38.141-1
- R4-1902400	Draft CR for updating PRACH performance requirements in TS38.141-1
- R4-1902572	Corrections to 38.141-1 Delay profile calculation
- R4-1902646	Draft CR to TS 38.141-1: Data Content of physical channels and signals for NR-FR1-TM (Section 4.9.2.3)
- R4-1902654	DraftCR to TS 38.141-1: corrections for the single-band / multi-band connector terminology

	
	

	Consequences if not approved:
	Agreements from RAN4#90 would not be implemented according to the list of Endorsed Draft CRs.
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