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<Start of changes>

[bookmark: _Toc535317482]Annex I (informative): Void
Annex X (Normative): Modified MPR behavior 
X.1	Indication of modified MPR behavior
This annex contains the definitions of the bits in the field modifiedMPRbehavior indicated in the IE RF-Parameters [7] by a UE supporting an MPR or A-MPR modified in a later release of this specification.  modifiedMPRbehavior is indicated in [7] by an 8-bit bitmap per NR band.
Table X.1-1: Definitions of the bits in the field modifiedMPRbehavior
	NR Band
	Index of field    (bit number)
	Definition
(description of the supported functionality if indicator set to one)
	Notes

	[bookmark: _Hlk2345795]n41
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clausue 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit may be set to 1 by a UE supporting DC_(n)41AA UE EN-DC 

	
	1
	- EN-DC non-contiguous intraband MPR as defined in clause 6.2B.2.2 of 38.101-3 v15.5.0
	- This bit may be set to 1 by a UE supporting DC_41A_n41A EN-DC 

	n71
	0 (leftmost bit)
	- EN-DC contiguous intraband MPR as defined in clausue 6.2B.2.1 of 38.101-3 v15.5.0
	- This bit may be set to 1 by a UE supporting DC_(n)71AA UE EN-DC 
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