

	
[bookmark: _GoBack]3GPP TSG-RAN WG4 Meeting # 90	R4-1900168
 Athens, Greece,  25 Feb - 1 Mar 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.101-1
	CR
	<CR#>
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR to TS 38.101-1 on channel spacing for adjacent NR carriers

	
	

	Source to WG:
	ZTE Corporation

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-02-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	In RAN4#89 meeting, a draft CR of R4-1815863 on nominal carrier spacing for 30 kHz raster was approved. However, in current NR specification, the channel raster for FR1 has only two options, i.e. 100 kHz and 15 kHz. There is no option of 30 kHz channel raster for FR1. Therefore, the description of nominal carrier spacing should be corrected.
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	· Modify the description of 15 kHz channel raster for FR1 in section 5.4.1.1.
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< start of changes >
<< Unchanged sections omitted >> 
[bookmark: _Toc535317123]5.4	Channel arrangement
[bookmark: _Toc535317124]5.4.1	Channel spacing
[bookmark: _Toc535317125]5.4.1.1	Channel spacing for adjacent NR carriers
The spacing between carriers will depend on the deployment scenario, the size of the frequency block available and the channel bandwidths. The nominal channel spacing between two adjacent NR carriers is defined as following:
-	For NR operating bands with 100 kHz channel raster,
	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2
-	For NR operating bands with 15 kHz channel raster with ΔFRaster equals to 15 kHz,
	Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2+{-5 kHz, 0 kHz, 5 kHz}
-	For NR operating bands with 30 15 kHz channel raster with ΔFRaster equals to 30 kHz,
Nominal Channel spacing = (BWChannel(1) + BWChannel(2))/2+{-10 kHz, 0 kHz, 10 kHz}
where BWChannel(1) and BWChannel(2) are the channel bandwidths of the two respective NR carriers. The channel spacing can be adjusted depending on the channel raster to optimize performance in a particular deployment scenario.
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<< End of changes >>



