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1. Overall Description:
RAN4 would like to inform RAN2 and TSG-RAN on the progress of finalizing the remaining issues associated with handling of FR2 UE UL duty cycle.

At the conclusion of the RAN4 #89 meeting, an LS was sent to RAN2 in [R4-1816756] which described a new UE capability of maxUplinkDutyCycle and defined the granularity of the signaled values to be 10%.  After further discussion, RAN4 has agreed to recommend RAN2 to introduce the values in the set of {10, 20, 30, 40, 50} for this capability.

RAN4 has discussed the scope of the Rel-15 NR WI exception sheet with respect to the handling of UL duty cycle for FR2 UEs and has concluded that this scope is inclusive of UL duty cycle solutions which include dynamic indication by the UE.

RAN4 has agreed that dynamically indicated maximum uplink duty cycle restriction can be introduced in NR Rel-15 for FR2 UEs.

RAN4 has observed that possible mechanisms to enable this may include the definition of new events or the addition of UL duty cycle restriction to the UEAssistanceInformation.  Other approaches may also exist, and RAN4 intends to discuss this with further input from RAN2.

[bookmark: _GoBack]RAN4 respectfully asks RAN2 and TSG-RAN to take the above information into account in their future work.

2. Actions:
To RAN WG2:
Based on the outcomes described above, RAN4 respectfully provides the following recommendations and questions to RAN2 as related to UE signaling in the context of FR2 UE UL duty cycle handling:
1. RAN4 recommends RAN2 to introduce the values in the set of {10, 20, 30, 40, 50} for the maxUplinkDutyCycle UE capability.
2. What signaling mechanism exists which the UE can use to inform the network of a UL duty cycle restriction and to lift such a restriction (assuming that the MPE scenario represents a temporary body blockage event)?
3. RAN4 has agreed that dynamically indicated maximum uplink duty cycle restriction can be introduced in NR Rel-15 for FR2 UEs and recommends RAN2 to implement a solution based on the response to Question 2 above in the Rel-15 NR specification.

3. Date of Next RAN4 Meetings:
3GPP RAN4 #90bis 		8 - 12 Apr 2019, 		Xi’an, China
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