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Introduction

This contribution provides a text proposal for inter-band DC_40A-n41A for TR37.716-11-11[1]. Delta values are based on the similar LTE CA combination of CA_40A-41A. It shall be noted only synchronized operation without supporting simultaneous Tx/Rx is considered for this band combination.

Reference

[1]TR 37.716-11-11: Rel-16 EN-DC band combination of 1 band LTE and 1 band NR, v0.3.0

Text Proposal
----- Start of TP -----

6.1.x
DC_40_n41
6.1.x.1
Operating bands for DC

Table 6.1.x.1-1: DC band combination of 1 LTE band + 1 NR band

	EN-DC band
	E-UTRA Band
	NR Band
	Single UL allowed

	DC_40_n41
	40
	n41
	No


6.1.x.2
Configuration for DC
Table 6.1.x.2-1:  Inter-band EN-DC configurations of 1 LTE band + 1 NR band
	EN-DC

configuration
	Uplink EN-DC

configuration

(NOTE 1)
	E-UTRA configuration
	NR configuration

	DC_40A_n41A
	DC_40A_n41A
	40A
	n41A


6.1.x.3
Maximum output power for DC
Table 6.1.x.3-1: Maximum output power for inter-band EN-DC of 1 LTE band + 1 NR band
	DC configuration
	Power class 3

(dBm)
	Tolerance

(dB)

	DC_40A_n41A
	23
	+2/-3


6.1.x.4
Spurious emission band UE co-existence for DC

Table 6.1.x.4-1: Spurious emissions for inter-band EN-DC of 1 LTE band + 1 NR band
	E-UTRA and NR DC Configuration
	Spurious emission 

	
	Protected band
	Frequency range (MHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	DC_40_n41
	Bands 1, 3, 5, 8, 26, 27, 28, 34, 39, 42, 44, 45, 50, 51, 65, 73, 74, NR Band n77, n78
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	NR Band n79
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3, 19

	NOTE 2:
As exceptions, measurements with a level up to the applicable requirements defined in Table 6.6.3.1-2 are permitted for each assigned E-UTRA carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2MHz + N x LCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:
Applicable when co-existence with PHS system operating in 1884.5 -1915.7MHz.

NOTE 19:
This requirement applies when the E-UTRA and NR carriers are confined within 2545-2575 MHz or 2595-2645 MHz and the channel bandwidth is 10 or 20 MHz




6.1.x.5
MSD analysis for DC

For 2UL/2DL UE coexistence study 2nd, 3rd, 4th and 5th order harmonics and 2nd, 3rd, 4th and 5th order intermodulation products were calculated and presented in Table 6.1.x.5-1
Table 6.1.x.5-1: Harmonic and IMD analysis

	UE UL carriers
	fx_low
	fx_high
	fy_low
	fy_high

	UL frequency (MHz)
	2300
	2400
	2496
	2690

	2nd harmonics frequency limits
	2*fx_low
	2*fx_high
	2* fy_low
	2* fy_high

	2nd harmonics frequency limits (MHz)
	4600
	4800
	4992
	5380

	3rd harmonics frequency limits
	3*fx_low
	3*fx_high
	3* fy_low
	3* fy_high

	3rd harmonics frequency limits (MHz)
	6900
	7200
	7488
	8070

	4th harmonics frequency limits
	4*fx_low
	4*fx_high
	4* fy_low
	4* fy_high

	4th harmonics frequency limits (MHz)
	9200
	9600
	9984
	10760

	5th harmonics frequency limits
	5*fx_low
	5*fx_high
	5* fy_low
	5* fy_high

	5th harmonics frequency limits (MHz)
	11500
	12000
	12480
	13450

	Two tone 2nd order IMD products
	fy_low – fx_high
	fy_high – fx_low
	fx_low + fy_low
	fx_high + fy_high

	IMD frequency limits (MHz)
	96
	390
	4796
	5090

	Two-tone 3rd order IMD products
	|2*fx_low – fy_high|
	|2*fx_high – fy_low|
	2*fy_low – fx_high
	2*fy_high – fx_low

	IMD frequency limits (MHz)
	1910
	2304
	2592
	3080

	Two-tone 3rd order IMD products
	2*fx_low + fy_low
	2*fx_high + fy_high
	2*fy_low + fx_low
	2*fy_high + fx_high

	IMD frequency limits (MHz)
	7096
	7490
	7292
	7780

	Two-tone 4th order IMD products
	|3*fx_low – fy_high|
	|3*fx_high – fy_low|
	3*fy_low – fx_high
	3*fy_high – fx_low

	IMD frequency limits (MHz)
	4210
	4704
	5088
	5770

	Two-tone 4th order IMD products
	3*fx_low + fy_low
	3*fx_high + fy_high
	3*fy_low + fx_low
	3*fy_high + fx_high

	IMD frequency limits (MHz)
	9396
	9890
	9788
	10470

	Two-tone 4th order IMD products
	2*fy_low – 2*fx_high
	2*fy_high – 2*fx_low
	2*fx_low + 2*fy_low
	2*fx_high + 2*fy_high

	IMD frequency limits (MHz)
	780
	192
	9592
	10180

	Two-tone 5th order IMD products
	|4*fx_low – fy_high|
	|4*fx_high – fy_low|
	4*fy_low – fx_high
	4*fy_high – fx_low

	IMD frequency limits (MHz)
	6510
	7104
	7584
	8460

	Two-tone 5th order IMD products
	4*fx_low + fy_low
	4*fx_high + fy_high
	4*fy_low + fx_low
	4*fy_high + fx_high

	IMD frequency limits (MHz)
	11696
	12290
	12284
	13160

	Two-tone 5th order IMD products
	|3*fx_low – 2*fy_high|
	|3*fx_high – 2*fy_low|
	3*fy_low – 2*fx_high
	3*fy_high – 2*fx_low

	IMD frequency limits (MHz)
	1520
	2208
	2688
	3470

	Two-tone 5th order IMD products
	2*fx_low + 3*fy_low
	2*fx_high + 3*fy_high
	2*fy_low + 3*fx_low
	2*fy_high + 3*fx_high

	IMD frequency limits (MHz)
	12088
	12870
	11892
	12580


From the table 6.1.x.5-1, it is seen that 3rd and 5th  IMD products may fall into own RX band of Band 40 or n41. However IMD will be an issue since this is a TDD band combination. In addition, since only synchronized operation without supporting simultaneous Tx/Rx is considered for this combination, no MSD due to cross band isolation need to be specified.
6.1.x.6
∆TIB and ∆RIB values
For DC_40_n41, the (TIB,c and (RIB,c values are given in the tables below.

Table 6.1.x.6-1: ΔTIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔTIB,c [dB]

	DC_40_n41
	40
	0.5

	
	n41
	0.5

	NOTE 1:   Applicable for UE supporting inter-band EN-DC without simultaneous Rx/Tx.


Table 6.1.x.6-2: ΔRIB,c
	Inter-band DC Configuration
	E-UTRA and NR Band
	ΔRIB [dB]

	DC_40_n41
	40
	0

	
	n41
	0

	NOTE 1:   Applicable for UE supporting inter-band EN-DC without simultaneous Rx/Tx.


----- End of TP -----
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