

	
3GPP TSG-RAN WG4 Meeting # 90	R4-1900508
[bookmark: _GoBack] Athens, Greece,  25 Feb - 1 Mar 2019
	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.101-1
	CR
	<CR#>
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Draft CR to TS 38.101-1 on UE transmitter power and some other editorial corrections

	
	

	Source to WG:
	ZTE Corporation

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-02-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	(1) Some typos in UE transmitter power should be corrected. 
(2) The description of formular CEIL(x, 0.5) for the allowed maximum power reduction is missing in section 6.2.2.
(3) Simplification of ΔTIB,c, ΔRIB,c and UE coexistence table by adopting CA band approach should be considered
(4) Some table indexes and symbols used are not correct

	
	

	Summary of change:
	· Add the description of formula CEIL(x, 0.5) for the allowed maximum power reduction explicitly in section 6.2.2.
· Remove the bracket for UE power class 2 in section 6.2.2.
· The reference figure in note 3 of table 6.2.1-1 is removed.
· Some other typos correction on ‘ifthe’, ‘NRBis’ and ‘LCRB’.
· Delete the bandwidth class for each band combination from table 6.2A.4.2.3-1, 6.5A.3.2.3-1 and 7.3A.3.2.1
· Correct the table indexes in section 6.5.2.4.2, 6.5.4 and 6.5A.3.2.3
· Correct the symbols used in 6.2A.4.1.3 and some other typos.

	
	

	Consequences if not approved:
	The incorrect information mentioned above will be remained.

	
	

	Clauses affected:
	6.2.1, 6.2.2, 6.2A.4.1.3, 6.2A.4.2.3, 6.5.2.4.2, 6.5.4, 6.5A.3.2.3, 7.3A.3.2.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR ... CR ... 38.521-1

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	



Page 1


< start of changes >
<< Unchanged sections omitted >> --- Part 1
[bookmark: _Toc535317147]6.2	Transmitter power
[bookmark: _Toc535317148]6.2.1	UE maximum output power
The following UE Power Classes define the maximum output power for any transmission bandwidth within the channel bandwidth of NR carrier unless otherwise stated. The period of measurement shall be at least one sub frame (1ms).
Table 6.2.1-1: UE Power Class
	NR
band
	Class 1 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	n1
	
	
	
	
	23
	±2

	n2
	
	
	
	
	23
	±23

	n3
	
	
	
	
	23
	±23

	n5
	
	
	
	
	23
	±2

	n7
	
	
	
	
	23
	±23

	n8
	
	
	
	
	23
	±23

	n12
	
	
	
	
	23
	±23

	n20
	
	
	
	
	23
	±23

	n25
	
	
	
	
	23
	±2

	n28
	
	
	
	
	23
	+2/-2.5

	n34
	
	
	
	
	23
	±2

	n38
	
	
	
	
	23
	±2

	n39
	
	
	
	
	23
	±2

	n40
	
	
	
	
	23
	±2

	n41
	
	
	26
	+2/-33
	23
	±23

	n50
	
	
	
	
	23
	±2

	n51
	
	
	
	
	23
	±2

	n66
	
	
	
	
	23
	±2

	n70
	
	
	
	
	23
	±2

	n71
	
	
	
	
	23
	+2/-2.5

	n74
	
	
	
	
	23
	±2

	n77
	
	
	26
	+2/-3
	23
	+2/-3

	n78
	
	
	26
	+2/-3
	23
	+2/-3

	n79
	
	
	26
	+2/-3
	23
	+2/-3

	n80
	
	
	
	
	23
	±2

	n81
	
	
	
	
	23
	±2

	n82
	
	
	
	
	23
	±2

	n83
	
	
	
	
	23
	±2/-2.5

	n84
	
	
	
	
	23
	±2

	n86
	
	
	
	
	23
	±2

	NOTE 1:	PPowerClass is the maximum UE power specified without taking into account the tolerance 
NOTE 2:	Power class 3 is default power class unless otherwise stated
NOTE 3:	Refers to the transmission bandwidths (Figure 5.3.3-1) confined within FUL_low and FUL_low + 4 MHz or FUL_high – 4 MHz and FUL_high, the maximum output power requirement is relaxed by reducing the lower tolerance limit by 1.5 dB



[bookmark: _Hlk494452010]If a UE supports a different power class than the default UE power class for the band and the supported power class enables the higher maximum output power than that of the default power class:
-	if the field of UE capability maxUplinkDutyCycle is absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than 50% (The exact evaluation period is no less than one radio frame); or
-	if the field of UE capability maxUplinkDutyCycle is not absent and the percentage of uplink symbols transmitted in a certain evaluation period is larger than maxUplinkDutyCycle as defined in TS 38.331 (The exact evaluation period is no less than one radio frame); or
-	if the IE P-Max as defined in TS 38.331 [7] is provided and set to the maximum output power of the default power class or lower;
-	shall apply all requirements for the default power class to the supported power class and set the configured transmitted power as specified in sub-clause 6.2.4;
-	else ifthe if the IE P-Max as defined in TS 38.331 [7] is not provided or set to the higher value than the maximum output power of the default power class and the percentage of uplink symbols transmitted in a certain evaluation period is less than or equal to maxUplinkDutyCycle as defined in TS 38.331; or
-	if the IE P-Max as defined in TS 38.331 [7] is not provided or set to the higher value than the maximum output power of the default power class and the percentage of uplink symbols transmitted in a certain evaluation period is less than or equal to 50% when maxUplinkDutyCycle is absent. (The exact evaluation period is no less than one radio frame):
-	shall apply all requirements for the supported power class and set the configured transmitted power class as specified in sub-clause 6.2.4;
[bookmark: _Toc535317149]6.2.2	UE maximum output power reduction
UE is allowed to reduce the maximum output power due to higher order modulations and transmit bandwidth configurations. For UE Power Class 2[2] and 3, the allowed maximum power reduction (MPR) is defined in Table 6.2.2-2 and Table 6.2.2-1, respectively for channel bandwidths that meets both following criteria:
Channel bandwidth ≤ 100MHz.
Relative channel bandwidth ≤ 4% for TDD bands and ≤ 3% for FDD bands
Where relative channel bandwith = 2*BWChannel / (FUL_low  + FUL_high)  
Table 6.2.2-1 Maximum power reduction (MPR) for power class 3
	Modulation
	
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 3.51
	≤ 1.21
	≤ 0.21

	
	0.52
	0.52
	02

	DFT-s-OFDM QPSK
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 2
	≤ 1

	DFT-s-OFDM 64 QAM
	≤ 2.5

	DFT-s-OFDM 256 QAM
	4.5

	CP-OFDM QPSK
	≤ 3
	≤ 1.5

	CP-OFDM 16 QAM
	≤ 3
	≤ 2

	CP-OFDM 64 QAM
	≤ 3.5

	CP-OFDM 256 QAM
	≤ 6.5

	[bookmark: _Hlk525291220]NOTE 1:	Applicable for UE operating in TDD mode with PI/2 PBSK modulation and UE indicates support for UE capability [powerBoosting-pi2BPSK] and if the IE powerBoostPi2BPSK is set to 1 and 40% or less slots in radio frame are used for UL transmission for bands n40, n41, n77, n78 and n79. The reference power of 0 dB MPR is 26 dBm.
NOTE 2:	Applicable for UE operating in FDD mode, or in TDD mode in bands other than n40, n41, n77, n78 and n79 and if the IE powerBoostPi2BPSK is set to 0 and if more than 40 % of slots in radio frame are used for UL transmission for bands n40, n41, n77, n78 and n79. 



Table 6.2.2-2 Maximum power reduction (MPR) for power class 2
	Modulation
	MPR (dB)

	
	Edge RB allocations
	Outer RB allocations
	Inner RB allocations

	DFT-s-OFDM PI/2 BPSK
	≤ 3.5
	≤ 0.5
	0

	DFT-s-OFDM QPSK
	≤ 3.5
	≤ 1
	0

	DFT-s-OFDM 16 QAM
	≤ 3.5
	≤ 2
	≤ 1

	DFT-s-OFDM 64 QAM
	≤ 3.5
	≤ 2.5

	DFT-s-OFDM 256 QAM
	≤ 4.5

	CP-OFDM QPSK
	≤ 3.5
	≤ 3
	≤ 1.5

	CP-OFDM 16 QAM
	≤ 3.5
	≤ 3
	≤ 2

	CP-OFDM 64 QAM
	≤ 3.5

	CP-OFDM 256 QAM
	≤ 6.5



Where the following parameters are defined to specify valid RB allocation ranges for Outer and Inner RB allocations:
NRB isNRBis the maximum number of RBs for a given Channel bandwidth and sub-carrier spacing defined in Table 5.3.2-1. RBStart,Low = max(1, floor(LCRB/2))
where max() indicates the largest value of all arguments and floor(x) is the greatest integer less than or equal to x.
RBStart,High = NRB – RBStart,Low – LCRB
The RB allocation is an Inner RB allocation if the following conditions are met
RBStart,Low  ≤  RBStart  ≤  RBStart,High, and
LCRB  ≤  ceil(NRB/2)
where ceil(x) is the smallest integer greater than or equal to x.
An Edge RB allocation is one for which the RB’s are allocated at the lowermost or uppermost edge of the channel with LCRBLCRB ≤ 2 RB’s.
The RB allocation is an Outer RB allocation for all other allocations which are not an Inner RB allocation or Edge RB allocation.
If CP-OFDM allocation satisfies following conditions it is considered as almost contiguous allocation 
NRB_gap / (NRB_alloc + NRB_gap ) ≤ 0.25
and NRB_alloc + NRB_gap is larger than 106, 51 or 24 RBs for 15 kHz, 30 kHz or 60 kHz respectively where NRB_gap is the total number of unallocated RBs between allocated RBs and NRB_alloc is the total number of allocated RBs. The size and location of allocated and unallocated RBs are restricted by RBG parameters specified in sub-clause 6.1.2.2 of TS 38.214. For these almost contiguous signals in power class 3, the allowed maximum power reduction defined in Table 6.2.2-1 is increased by
CEIL( { 10 log10(1 + NRB_gap / NRB_alloc), 0.5 ) } dB,.
where CEIL{x,0.5} means x rounding upwards to closest 0.5dB.
For almost contiguous signals in power class 2, the allowed maximum power reduction is TBD.
For the UE maximum output power modified by MPR, the power limits specified in subclause 6.2.4 apply.

<< End of changes >>  --- Part 1




<< Unchanged sections omitted >> --- Part 2
[bookmark: _Toc535317178]6.2A.4	Configured output power for CA
[bookmark: _Toc535317179]6.2A.4.1	Configured transmitted power level
[bookmark: _Toc535317180]6.2A.4.1.1	Configured transmitted power for Intra-band contiguous CA
[bookmark: _Toc535317181]6.2A.4.1.2	Configured transmitted power for Intra-band non-contiguous CA
[bookmark: _Toc535317182]6.2A.4.1.3	Configured transmitted power for Inter-band CA
For uplink carrier aggregation the UE is allowed to set its configured maximum output power PCMAX,c for serving cell c and its total configured maximum output power PCMAX.
The configured maximum output power PCMAX,c  on serving cell c shall be set as specified in subclause 6.2.4.
For uplink inter-band carrier aggregation, MPRc and A-MPRc apply per serving cell c and are specified in subclause 6.2.2 and subclause 6.2.3, respectively. P-MPR c accounts for power management for serving cell c. PCMAX,c  is calculated under the assumption that the transmit power is increased independently on all component carriers.
The total configured maximum output power PCMAX shall be set within the following bounds:
	PCMAX_L ≤ PCMAX ≤ PCMAX_H
For uplink inter-band carrier aggregation with one serving cell c per operating band when same slot symbol pattern is used in all aggregated serving cells,
	PCMAX_L = MIN {10log10∑ MIN [ pEMAX,c/ (tC,c),  pPowerClass/(mprc·a-mprc·tC,c ·tIB,c·tRxSRS,c) , pPowerClass/pmprc], PPowerClass}
	PCMAX_H = MIN{10 log10 ∑ pEMAX,c , PPowerClass}
where
-	pEMAX,c is the linear value of PEMAX, c which is given by IE P-Max for serving cell c in [7];
-	PPowerClass is the maximum UE power specified in Table 6.2A.1.3-1 without taking into account the tolerance specified in the Table 6.2A.1.3-1; pPowerClass is the linear value of PPowerClass;
-	mpr c and a-mpr c are the linear values of MPR c and A-MPR c as specified in subclause 6.2.2 and subclause 6.2.3, respectively;
-	pmprc is the linear value of P-MPR c; 
-	∆TRxSRS,c is 3 dB and is applied when UE transmits SRS to the antenna port that is designated as Rx port. For other SRS transmissions ∆TRxSRS is zero;    
-	tC,c is the linear value of TC,ctC,c = 1.41 when NOTE 2 in Table 6.2A.1.3-1 applies for a serving cell c, otherwise tC,c = 1;
-	tIB,c  is the linear value of the inter-band relaxation term TIB,c of the serving cell c as specified in Table 6.2A.4.2.3-1; otherwise tIB,c
For uplink inter-band carrier aggregation with one serving cell c per operating band when at least one different numerology/slot pattern is used in aggregated cells, the UE is allowed to set its configured maximum output power PCMAX,c(i),i for serving cell c(i) of slot numerology type i, and its total configured maximum output power PCMAX.
The configured maximum output power PCMAX,c(i),i (p) in slot p of serving cell c(i) on slot numerology type i shall be set within the following bounds:
PCMAX_L,f,c (i),i (p) ≤  PCMAX,f,c(i), i (p) ≤  PCMAX_H,f,c(i),i (p)
where PCMAX_L,f,c (i),i (p) and PCMAX_H,f,c(i),i (p) are the limits for a serving cell c(i) of slot numerology type i as specified in subclause 6.2.4.
The total UE configured maximum output power PCMAX (p,q) in a slot p of slot numerology or symbol pattern i,  and a slot q of slot numerology or symbol pattern j that overlap in time shall be set within the following bounds unless stated otherwise:
PCMAX_L(p,q) ≤  PCMAX (p,q)  ≤  ,PCMAX_H (p,q)
When slots p and q have different transmissions lengths and belong to different cells on different bands:
PCMAX_L (p,q) = MIN {10 log10 [pCMAX_L,f,c (i),i (p) + pCMAX_L,f,c (i),j (q)], PPowerClass}
PCMAX_H (p,q) = MIN {10 log10 [pCMAX_ H,f,c(i),i (p) + pCMAX_ H,f,c(i),j (q)], PPowerClass}
where pCMAX_L,f,c (i),i  and pCMAX_ H,f,c(i),i  are the respective limits PCMAX_L,f,c (i),i and PCMAX_H,f,c(i),i are expressed in linear scale.
TREF and Teval are specified in Table 6.2A.4.1.3-0 when same and different slot patterns are used in aggregated carriers. For each TREF, the PCMAX_L is evaluated per Teval and given by the minimum value taken over the transmission(s) within the Teval; the minimum PCMAX_L over the one or more Teval is then applied for the entire TREF. PPowerClass shall not be exceeded by the UE during any period of time.
Table 6.2A.4.1.3-0: PCMAX evaluation window for different Slot and Channel durations
	TREF
	Teval
	Teval with frequency hopping

	TREF of largest slot duration over both UL CCs
	Physical channel length
	Min(Tno_hopping, Physical Channel Length)



If the UE is configured with multiple TAGs and transmissions of the UE on slot i for any serving cell in one TAG overlap some portion of the first symbol of the transmission on slot i +1 for a different serving cell in another TAG, the UE minimum of PCMAX_L for slots i and i + 1 applies for any overlapping portion of slots i and i + 1. PPowerClass shall not be exceeded by the UE during any period of time.
The measured maximum output power PUMAX over all serving cells with same slot pattern shall be within the following range:
	PCMAX_L  – MAX{TL, TLOW(PCMAX_L) }  ≤  PUMAX  ≤  PCMAX_H  +  THIGH(PCMAX_H)
	PUMAX = 10 log10 ∑ pUMAX,c 
where pUMAX,c  denotes the measured maximum output power for serving cell c expressed in linear scale. The tolerances TLOW(PCMAX) and THIGH(PCMAX) for applicable values of PCMAX are specified in Table 6.2A.4.1.3-1. The tolerance TL is the absolute value of the lower tolerance for applicable NR CA configuration as specified in Table 6.2.2A-26.2A.1.3-1 for inter-band carrier aggregation.
The measured maximum output power PUMAX over all serving cells, when at least one slot has a different transmission numerology or symbol pattern, shall be within the following range:
	P’CMAX_L–  MAX{TL, TLOW (P’CMAX_L)} ≤  P’UMAX  ≤  P’CMAX_H + THIGH (P’CMAX_H)
	P’UMAX = 10 log10 ∑ p’UMAX,c
where p’UMAX,c  denotes the average measured maximum output power for serving cell c expressed in linear scale over TREF. The tolerances TLOW(P’CMAX) and THIGH(P’CMAX) for applicable values of P’CMAX are specified in Table Table 6.2A.4.1.3-1 for inter-band carrier aggregation. The tolerance TL is the absolute value of the lower tolerance for applicable NR CA configuration as specified in Table 6.2A.1.3-1 for inter-band carrier aggregation.
where:
	P’CMAX_L  = MIN{ MIN {10log10∑( pCMAX_L,f,c (i),i), PPowerClass} over all overlapping slots in TREF}
	P’CMAX_H = MAX{ MIN{10 log10 ∑ pEMAX,c , PPowerClass} over all overlapping Tslots in TREF}
Table 6.2A.4.1.3-1: PCMAXPCMAX tolerance for uplink inter-band CA (two bands)
	PCMAXPCMAX
(dBm)
	Tolerance
TLOW(PCMAX)TLOW(PCMAX)
(dB)
	Tolerance
THIGH(PCMAX)THIGH(PCMAX)
(dB)

	PCMAX = 23
	3.0
	2.0

	22 ≤ PCMAX < 23
	5.0
	2.0

	21 ≤ PCMAX < 22
	5.0
	3.0

	20 ≤ PCMAX < 21
	6.0
	4.0

	16 ≤ PCMAX < 20
	5.0

	11 ≤ PCMAX < 16
	6.0

	-40 ≤ PCMAX < 11
	7.0



[bookmark: _Toc535317183]6.2A.4.2	ΔTIB,c for CA
[bookmark: _Toc535317184]6.2A.4.2.1	ΔTIB,c for Intra-band contiguous CA
[bookmark: _Toc535317185]6.2A.4.2.2	ΔTIB,c for Intra-band non-contiguous CA
[bookmark: _Toc535317186]6.2A.4.2.3	ΔTIB,c for Inter-band CA
For the UE which supports inter-band NR CA configuration, ΔTIB,c in tables below applies. Unless otherwise stated, ΔTIB,c is set to zero.
Table 6.2A.4.2.3-1: ΔTIB,c due to NR CA (two bands) 
	Inter-band CA configurationcombination
	NR Band
	ΔTIB,c (dB)

	CA_n3-n77
	n3
	0.6

	
	n77
	0.8

	CA_n3A-n78A
	n3
	0.6

	
	n78
	0.8

	CA_n3-n79
	n3
	0.3

	
	n79
	0.8

	CA n8-n75
	n8
	0.3

	CA n8A-n78A
	n8
	0.6

	
	n78
	0.8

	CA_n8-n79
	n8
	0.3

	
	n79
	0.8

	CA n28-n75
	n28
	0.3

	CA_n28A-n78A
	n28
	0.5

	
	n78
	0.8

	CA_n41A-n78A1
	n41
	0.3

	
	n78
	0.8

	CA_n75-n78
	n78
	0.8

	CA_n76-n78
	n78
	0.8

	CA n77-n79A
	n77
	0.5

	
	n79
	0.5

	CA_n78A-n79A
	n78
	0.5

	
	n79
	0.5

	NOTE:	The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers. In the absence of synchronization, the requirements are not within scope of these specifications.


<< End of changes >>  --- Part 2

<< Unchanged sections omitted >> --- Part 3
[bookmark: _Toc535317271]6.5.2.4	Adjacent channel leakage ratio
Adjacent Channel Leakage power Ratio (ACLR) is the ratio of the filtered mean power centred on the assigned channel frequency to the filtered mean power centred on an adjacent channel frequency. 
To improve measurement accuracy, sensitivity and efficiency, the resolution bandwidth may be smaller than the measurement bandwidth. When the resolution bandwidth is smaller than the measurement bandwidth, the result should be integrated over the measurement bandwidth in order to obtain the equivalent noise bandwidth of the measurement bandwidth.
[bookmark: _Toc535317272]6.5.2.4.1	NR ACLR
NR Adjacent Channel Leakage power Ratio (NRACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent NR channel frequency at nominal channel spacing. 
The assigned NR channel power and adjacent NR channel power are measured with rectangular filters with measurement bandwidths specified in Table 6.5.2.4.1-1. 
If the measured adjacent channel power is greater than –50 dBm then the NRACLR shall be higher than the value specified in Table 6.5.2.4.1-2.
Table 6.5.2.4.1-1: NR ACLR measurement bandwidth
	NR channel bandwidth / NR ACLR measurement bandwidth

	
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	25 MHz
	30 MHz
	40 MHz
	50 MHz
	60 MHz
	80 MHz
	90 MHz
	100 MHz

	NR ACLR measurement bandwidth
	4.515
	9.375
	14.235
	19.095
	23.955
	28.815
	38.895
	48.615
	58.35
	78.15
	88.23
	98.31



Table 6.5.2.4.1-2: NR ACLR requirement
	
	Power class 1
	Power class 2
	Power class 3

	NR ACLR
	
	31 dB
	30 dB



[bookmark: _Toc535317273]6.5.2.4.2	UTRA ACLR
UTRA adjacent channel leakage power ratio (UTRAACLR) is the ratio of the filtered mean power centred on the assigned NR channel frequency to the filtered mean power centred on an adjacent(s) UTRA channel frequency. 
UTRAACLR is specified for the first adjacent UTRA channel (UTRAACLR1) which center frequency is ± 2.5 MHz from NR channel edge and for the 2nd adjacent UTRA channel (UTRAACLR2) which center frequency is ± 7.5 MHz from NR channel edge. 
The UTRA channel power is measured with a RRC filter with roll-off factor = 0.22 and bandwidth of 3.84 MHz. The assigned NR channel power is measured with a rectangular filter with measurement bandwidth specified in Table 6.5.2.4.21-1. 
If the measured adjacent channel power is greater than – 50 dBm then the UTRAACLR1 and UTRAACLR2 shall be higher than the value specified in Table 6.5.2.4.2-1.
Table 6.5.2.4.2-1: UTRA ACLR requirement
	
	Power class 3

	UTRAACLR1
	33 dB

	UTRAACLR2
	36 dB



UTRA ACLR requirement is applicable when signalled by the network with network signalling value indicated by the field additionalSpectrumEmission.

<< End of changes >>  --- Part 3


<< Unchanged sections omitted >> --- Part 4
[bookmark: _Toc535317284]6.5.4	Transmit intermodulation
The transmit intermodulation performance is a measure of the capability of the transmitter to inhibit the generation of signals in its non linear elements caused by presence of the wanted signal and an interfering signal reaching the transmitter via the antenna.
UE transmit intermodulation is defined by the ratio of the mean power of the wanted signal to the mean power of the intermodulation product when an interfering CW signal is added at a level below the wanted signal at each transmitter antenna port with the other antenna port(s) if any terminated. Both the wanted signal power and the intermodulation product power are measured through NR rectangular filter with measurement bandwidth shown in Table 6.5.4-1.
The requirement of transmit intermodulation is specified in Table 6.5.4-1.
Table 6.5.4-1: Transmit Intermodulation
	Wanted signal
channel bandwidth
	BWChannel

	Interference signal
frequency offset from channel center
	BWChannel
	2*BWChannel

	Interference CW signal level
	-40 dBc

	Intermodulation product
	< -29 dBc
	< -35 dBc

	[bookmark: _Hlk494132890]Measurement bandwidth
	The maximum transmission bandwidth configuration among the different SCSs for the channel BW as defined in Table 6.5.2.14.1-1 

	Measurement offset from channel center
	BWChannel  and 2*BWChannel
	2*BWChannel  and 4*BWChannel




<< End of changes >>  --- Part 4




<< Unchanged sections omitted >> --- Part 5
[bookmark: _Toc535317314]6.5A.3.2.3	Spurious emissions for UE co-existence for Inter-band CA
For inter-band carrier aggregation with the uplink assigned to two NR bands, the requirements in Table 6.5A.3.2.3-1 apply on each component carrier with all component carriers are active.
NOTE:	For inter-band carrier aggregation with uplink assigned to two NR bands the requirements in Table 6.5A.3.2.3-1 could be verified by measuring spurious emissions at the specific frequencies where second and third order intermodulation products generated by the two transmitted carriers can occur; in that case, the requirements for remaining applicable frequencies in Table 6.5A.3.2.3-1 would be considered to be verified by the measurements verifying the one uplink inter-band CA UE to UE co-existence requirements.
Table 6.5A.3.2.3-1: Requirements for uplink inter-band carrier aggregation (two bands)
	NR CA ConfigurationCombination
	Spurious emission

	
	Protected Band
	Frequency range (MhzMHz)
	Maximum Level (dBm)
	MBW (MHz)
	NOTE

	CA_n3A-n78A
	E-UTRA Band 1, 3, 5, 7, 8, 11, 18, 19, 20, 21, 26, 28, 34, 39, 40, 41, 65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	Frequency range
	1884.5 
	- 
	1915.7 
	-41
	0.3
	3

	CA_n8A-n78A
	E-UTRA Band 1,8, 20, 28, 34, 39, 40,65
	FDL_low
	-
	FDL_high
	-50
	1
	

	
	E-UTRA Band 3, 7,41
	FDL_low
	-
	FDL_high
	-50
	1
	2

	
	E-UTRA Band 11, 21
	FDL_low
	-
	FDL_high
	-50
	1
	5

	
	Frequency range
	860
	-
	890
	-40
	1
	4,5

	
	Frequency range
	1884.5
	-
	1915.7
	-41
	0.3
	3

	NOTE 1:	FDL_low and FDL_high refer to each frequency band specified in Table 5.2-1 in TS 38.101-1 or Table 5.5-1 in TS 36.101
NOTE 2:	As exceptions, measurements with a level up to the applicable requirements defined in Table 6.5.3.1-2 are permitted for each assigned NR carrier used in the measurement due to 2nd, 3rd, 4th or 5th harmonic spurious emissions. Due to spreading of the harmonic emission the exception is also allowed for the first 1 MHz frequency range immediately outside the harmonic emission on both sides of the harmonic emission. This results in an overall exception interval centred at the harmonic emission of (2 MHz + N x LCRBLCRB x 180kHz), where N is 2, 3, 4, 5 for the 2nd, 3rd, 4th or 5th harmonic respectively. The exception is allowed if the measurement bandwidth (MBW) totally or partially overlaps the overall exception interval.
NOTE 3:	Applicable when co-existence with PHS system operating in 1884.5 -1915.7 MHz
NOTE 4:	These requirements also apply for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 and Table 6.5A.3.1-1 from the edge of the channel bandwidth.
NOTE 5:	This requirement is applicable only for the following cases: - for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 902.5 MHz ≤ Fc < 907.5 MHz with an uplink transmission bandwidth less than or equal to 20 RB - for carriers of 5 MHz channel bandwidth when carrier centre frequency (Fc) is within the range 907.5 MHz ≤ Fc ≤ 912.5 MHz without any restriction on uplink transmission bandwidth. - for carriers of 10 MHz channel bandwidth when carrier centre frequency (Fc) is Fc = 910 MHz with an uplink transmission bandwidth less than or equal to 32 RB with RBstartRBstart > 3.



NOTE:	To simplify Table 6.5A.3.2.3-1, E-UTRA band numbers are listed for bands which are specified only for E-UTRA operation or both E-UTRA and NR operation. NR band numbers are listed for bands which are specified only for NR operation.

<< End of changes >>  --- Part 5



<< Unchanged sections omitted >> --- Part 6
[bookmark: _Toc535317339]7.3A.3.2	ΔRIB,c for Inter-band CA
For the UE which supports inter-band carrier aggregation, the minimum requirement for reference sensitivity in Table 7.3A.3.2-1 shall be increased by the amount given by ΔRIB,c defined in subclause 7.3A.3.2 for the applicable operating bands. Unless otherwise stated, ΔRIB,c is set to zero.
[bookmark: _Toc535317340]7.3A.3.2.1	ΔRIB,c for two bands
Table 7.3A.3.2.1-1: ΔRIB,c due to CA (two bands)
	Inter-band CA configurationcombination
	NR Band
	ΔRIB,c (dB)

	CA_n3-n77
	n3
	0.2

	
	n77
	0.5

	CA_n3A-n78A
	n3
	0.2

	
	n78
	0.5

	CA_n3-n79
	n79
	0.5

	CA n8A-n78A
	n8
	0.2

	
	n78
	0.5

	CA_n8-n79
	n79
	0.5

	CA n28-n75
	n28
	0.2

	CA_n28A-n78A
	n28
	0.2

	
	n78
	0.5

	CA_n41A-n78A1
	n78
	0.5

	CA_n75A-n78A
	n78
	0.5

	CA_n76A-n78A
	n78
	0.5

	NOTE 1:	The requirements only apply when the sub-frame and Tx-Rx timings are synchronized between the component carriers.  In the absence of synchronization, the requirements are not within scope of these specifications.



[bookmark: _Toc535317341]7.3A.3.2.2	ΔRIB,c for three bands
Table 7.3A.3.2.2-1: ΔRIB,c due to CA (three bands)
	Inter-band CA configuration
	NR Band
	ΔRIB,c (dB)

	
	
	

	
	
	

	
	
	



<< End of changes >>  --- Part 6



==============================================================
<< End of changes >>



