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< Start of first change >
8.1.2	Applicability rule
Text to be added.
8.1.2.1 	Applicability of PUSCH performance requirements
[bookmark: _Toc526338580]8.1.2.1.1	Applicability of requirements for different subcarrier spacings
The tests for a specific subcarrier spacing are only applicable if the BS supports it.
For a BS supporting multiple subcarrier spacings, the tests for all the subcarrier spacings supported by the BS are applicable.
8.1.2.1.2	Applicability of requirements for different channel bandwidths
For each subcarrier spacing supported by the BS, the tests for a specific channel bandwidth are only applicable if the BS supports it.
For a BS supporting multiple channel bandwidths for one subcarrier spacing, only the tests for the highest channel bandwidth supported by the BS are applicable. If the performance requirements for the highest channel bandwidth is not defined in this document, the tests for the nearest lower channel bandwidth (i.e., test bandwidth) w.r.t. the highest channel bandwidth are appliabiliable, and the test bandwidth are placed in the middle of the channel bandwidth during the test.
8.1.2.1.3	Applicability of requirements for carrier aggregation
Editor’s note: The applicability of CA requirements will be added.

8.1.2.1.4	Applicability of requirements for different configurations
Editor’s note: For the requirements with different configurations on additional DMRS and mapping type, the applicability will be added.

8.1.2.2 	Applicability of PUCCH performance requirements
8.1.2.2.1	Applicability of requirements for different formats
The tests for a specific PUCCH format are only applicable if the BS supports it.
For a BS supporting multiple PUCCH formats, the tests for all the PUCCH formats supported by the BS are applicable.
8.1.2.2.2	Applicability of requirements for different subcarrier spacings
The tests for a specific subcarrier spacing are only applicable if the BS supports it.
For a BS supporting multiple subcarrier spacings, the tests for all the subcarrier spacings supported by the BS are applicable.
8.1.2.2.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing supported by the BS, the tests for a specific channel bandwidth are only applicable if the BS supports it.
For a BS supporting multiple channel bandwidths for one subcarrier spacing, only the tests for the highest channel bandwidth supported by the BS are applicable. If the performance requirements for the highest channel bandwidth is not defined in this document, the tests for the nearest lower channel bandwidth (i.e., test bandwidth) w.r.t. the highest channel bandwidth are appliabiliable, and the test bandwidth are placed in the middle of the channel bandwidth during the test.
8.1.2.2.4	Applicability of requirements for different configurations
Editor’s note: For the requirements with different configurations on additional DMRS, the applicability will be added.

8.1.2.3 	Applicability of PRACH performance requirements 
8.1.2.3.1	Applicability of requirements for different formats
The tests for a specific PRACH format are only applicable if the BS supports it.
For a BS supporting multiple PRACH formats, the tests for all the PRACH formats supported by the BS are applicable.
8.1.2.3.2	Applicability of requirements for different subcarrier spacings
For PRACH with short sequence, the tests for a specfic subcarrier spacing are only applicable if the BS supports it.
For a BS supporting multiple subcarrier spacings for a PRACH format with short sequence, for each FR, the tests for [smallest] subcarrier spacing supported by the BS are applicable.
8.1.2.3.3	Applicability of requirements for different channel bandwidths
PRACH performance requirements are defined a channel bandwidth agnostic way, and the tests for any one channel bandwidth supported by the BS are applicable.
< End of first change >


< Start of second change >

11.1.3	Applicability rule
Text to be added.
11.1.3.1 	Applicability of PUSCH performance requirements
11.1.3.1.1	Applicability of requirements for different subcarrier spacings
The tests for a specific subcarrier spacing are only applicable if the BS supports it.
For a BS supporting multiple subcarrier spacings, the tests for all the subcarrier spacings supported by the BS are applicable.
11.1.3.1.2	Applicability of requirements for different channel bandwidths
For each subcarrier spacing supported by the BS, the tests for a specific channel bandwidth are only applicable if the BS supports it.
For a BS supporting multiple channel bandwidths for one subcarrier spacing, only the tests for the highest channel bandwidth supported by the BS are applicable. If the performance requirements for the highest channel bandwidth is not defined in this document, the tests for the nearest lower channel bandwidth (i.e., test bandwidth) w.r.t. the highest channel bandwidth are appliabiliable, and the test bandwidth are placed in the middle of the channel bandwidth during the test.
11.1.3.1.3	Applicability of requirements for carrier aggregation
Editor’s note: The applicability of CA requirements will be added.

11.1.3.1.4	Applicability of requirements for different configurations
Editor’s note: For the requirements with different configurations on additional DMRS and mapping type, the applicability will be added.

11.1.3.2 	Applicability of PUCCH performance requirements
11.1.3.2.1	Applicability of requirements for different formats
The tests for a specific PUCCH format are only applicable if the BS supports it.
For a BS supporting multiple PUCCH formats, the tests for all the PUCCH formats supported by the BS are applicable.
11.1.3.2.2	Applicability of requirements for different subcarrier spacings
The tests for a specific subcarrier spacing are only applicable if the BS supports it.
For a BS supporting multiple subcarrier spacings, the tests for all the subcarrier spacings supported by the BS are applicable.
11.1.3.2.3	Applicability of requirements for different channel bandwidths
For each subcarrier spacing supported by the BS, the tests for a specific channel bandwidth are only applicable if the BS supports it.
For a BS supporting multiple channel bandwidths for one subcarrier spacing, only the tests for the highest channel bandwidth supported by the BS are applicable. If the performance requirements for the highest channel bandwidth is not defined in this document, the tests for the nearest lower channel bandwidth (i.e., test bandwidth) w.r.t. the highest channel bandwidth are appliabiliable, and the test bandwidth are placed in the middle of the channel bandwidth during the test.
11.1.3.2.4	Applicability of requirements for different configurations
Editor’s note: For the requirements with different configurations on additional DMRS, the applicability will be added.

11.1.3.3 	Applicability of PRACH performance requirements 
11.1.3.3.1	Applicability of requirements for different formats
The tests for a specific PRACH format are only applicable if the BS supports it.
For a BS supporting multiple PRACH formats, the tests for all the PRACH formats supported by the BS are applicable.
11.1.3.3.2	Applicability of requirements for different subcarrier spacings
For PRACH with short sequence, the tests for a specfic subcarrier spacing are only applicable if the BS supports it.
For a BS supporting multiple subcarrier spacings for a PRACH format with short sequence, for each FR, the tests for [smallest] subcarrier spacing supported by the BS are applicable.
11.1.3.3.3	Applicability of requirements for different channel bandwidths
PRACH performance requirements are defined a channel bandwidth agnostic way, and the tests for any one channel bandwidth supported by the BS are applicable.
< End of second change >

