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1. Introduction

The revised basket WI for Rel-16 LTE inter-band CA for 3 bands DL with 1 band UL was approved during RAN#82[1]. In the revised basket WI, CA_3A-7A-46E BCS1 was proposed for full channel bandwidth support on band 3 and band 7. However, we found that there exist some misalignment between the CA_3A-7A-46E BCS0 proposal in the basket WID and the current Rel.16 specifications.
2. Discussion
Table 1 and Table 2 are the CA_3A-7A-46E BCS0 and BCS1 in the current basket WID [1], BCS1 was proposed to have additional 5MHz bandwidth support on band 7.
Table 1: CA_3A-7A-46E BCS0 in current basket WID
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-46E
	3
	
	
	Yes
	Yes
	Yes
	Yes
	120
	0

	
	7
	
	
	
	Yes
	Yes
	Yes
	
	

	
	46
	See CA_46E in Table 5.6A.1-1 of TS 36.101 Bandwidth Combination Set 0
	
	


Table 2: CA_3A-7A-46E BCS1 in current basket WID
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-46E
	3
	
	
	Yes
	Yes
	Yes
	Yes
	120
	1

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	46
	See CA_46E in Table 5.6A.1-1 of TS 36.101 Bandwidth Combination Set 0
	
	


However, the CA_3A-7A-46E BCS0 specified in the current specification is not aligned with the proposal in the work item description. As shown in table 3, CA_3A-7A-46E BCS0 in TS 36.101 V16.0.0 also includes the 5MHz channel bandwidth support on band 7.
Table 3: CA_3A-7A-46E BCS1 in TS 36.101 V16.0.0
	CA operating / Channel bandwidth
	Maximum aggregated bandwidth

[MHz]
	Bandwidth Combination Set

	CA Configuration
	E-UTRA Bands
	1.4 MHz
	3 MHz
	5 MHz
	10 MHz
	15 MHz
	20 MHz
	
	

	CA_3A-7A-46E
	3
	
	
	Yes
	Yes
	Yes
	Yes
	120
	0

	
	7
	
	
	Yes
	Yes
	Yes
	Yes
	
	

	
	46
	See CA_46E in Table 5.6A.1-1 of TS 36.101 Bandwidth Combination Set 0
	
	


Since the CA_3A-7A-46E BCS0 already covers the new BCS1 proposal, we prefer to keep the current specifications and modify the WID accordingly.
Proposal 1: keep the current CA_3A-7A-46E BCS0 in Rel.16 TS 36.101, modify the proposals in the Rel16 LTE inter-band CA for 3 bands DL with 1 band UL basket WID  accordingly.
3. Conclusion
Due to the misalignment between the current specification and the basket WID, the new CA_3A-7A-46E BCS1 proposal in the basket WID is already covered by the CA_3A-7A-46E BCS0 in current Rel.16 TS 36.101 specification. We propose to keep the current specifications and modify the WID accordingly.
Proposal 1: keep the current CA_3A-7A-46E BCS0 in Rel.16 TS 36.101, modify the proposals in the Rel16 LTE inter-band CA for 3 bands DL with 1 band UL basket WID accordingly.
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