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[bookmark: _Toc526338484]------------------------------ Modified section ------------------------------
[bookmark: _Toc535442346]6.7.4.5.1.6	Additional requirements
[bookmark: _Toc535442347]6.7.4.5.1.6.1	Limits in FCC Title 47
In addition to the requirements in tables 6.7.4.5.1.1-1 to 6.7.4.5.1.5-3, the BS may have to comply with the applicable emission limits established by FCC Title 47 [14], when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.
[bookmark: _Toc535442348]6.7.4.5.1.6.2	Protection of DTT
In certain regions the following requirement may apply for protection of DTT. For BS type 1-O operating in Band n20 or n28, the level of emissions in the band 470-694790 MHz, measured in an 8 MHz filter bandwidth on centre frequencies Ffilter according to table 6.7.4.5.1.6.2-1, shall not exceed the maximum emission TRP level shown in the table. This requirement applies in the frequency range 470-694790 MHz even though part of the range falls in the spurious domain.
Table 6.7.4.5.1.6.2-1: Declared emissions levels for protection of DTT
	Case
	Measurement filter centre frequency
	Condition on BS maximum aggregate EIRP / 10 MHz, PEIRP_10MHz
(NOTE) 
	Maximum level
PEIRP,N,MAX
	Measurement bandwidth

	A: for DTT frequencies where broadcasting is protected
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	PEIRP_10MHz  59 dBm
	0 dBm  
	8 MHz

	
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	36  PEIRP_10MHz < 59 dBm
	PEIRP_10MHz – 59 dBm
	8 MHz

	
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	PEIRP_10MHz < 36 dBm
	-23 dBm  
	8 MHz

	B: for DTT frequencies where broadcasting is subject to an intermediate level of protection
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	PEIRP_10MHz  59 dBm
	10 dBm  
	8 MHz

	
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	36  PEIRP_10MHz < 59 dBm
	PEIRP_10MHz – 49 dBm
	8 MHz

	
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	PEIRP_10MHz < 36 dBm
	-13 dBm  
	8 MHz

	C: for DTT frequencies where broadcasting is not protected
	N*8 + 306 MHz,
21 ≤ N ≤ 4860 
	N.A.
	22 dBm  
	8 MHz

	[bookmark: _Hlk523346006]NOTE:	PEIRP_10MHz (dBm) is defined by PEIRP_10MHz = P10MHz + Gant + 9dB, where Gant is 17 dBi.
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