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< Start of change #1 >
8.2.3
SA: Interruptions with SFTD measurements
8.2.3.1
Introduction
This section contains the requirements related to the interruptions on FR1 PCell and activated FR1 SCells in MCG if configured, when performing inter-frequency SFTD measurements on FR2 without measurement gaps when no NR PSCell is configured.

8.2.3.2
Requirements
For a UE supporting per-FR measurement gaps interruptions to the PCell and activated SCells is not allowed if no measurement gaps, or only per-FR measurement gaps on FR1 is configured. Otherwise the UE is allowed an interruption on PCell and activated SCells during Tmeasure_SFTD as specified in section 9.6.2 due to interband SFTD measurements on FR2 with probability of missed ACK/NACK up to as specified in Table 8.2.3.2-1. Each interruption shall not exceed 1 subframe.

Table 8.2.3.2-1: Requirements on probability of ACK/NACKs
	SMTC periodicity
	5ms
	10ms
	20ms
	40ms
	80ms
	160ms

	Probability of missed A/N
	With RSRP report
	[8.4]%
	[6.3]%
	[8.4]%
	[6.3]%
	[5.3]%
	[4.7]%

	
	Without RSRP report
	[11.4]%
	[8.6]%
	[7.8]%
	[6.8]%
	[6.3]%
	[6.0]%


< End of change #1 >
