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6.6	Beam correspondence
[bookmark: _Toc535324432]6.6.1	General
[bookmark: _Toc535324433]6.6.2	Beam correspondence PC1
6.6.2.1	Beam correspondence tolerance 
[bookmark: _Toc535324434]6.6.3	Beam correspondence PC2
6.6.3.1	Beam correspondence tolerance 
[bookmark: _Toc535324435]6.6.4	Beam correspondence PC3
If UE indicates support for beamCorrespondenceWithoutUL-BeamSweeping, UEs shall have the ability to select a corresponding beam for UL transmission based on DL measurements without relying on network-assisted UL beam management. Both SSB and CSI-RS are provided as DL reference signals for beam correspondence. For power class 3 UEs the requirement is fulfilled if the UE’s corresponding UL beams satisfy the minimum peak EIRP according to Table 6.2.1.3-1 and spherical coverage requirements according to Table 6.2.1.3-3 in CONNECTED MODE without the uplink beam sweeping.
If UE does not indicate support for beamCorrespondenceWithoutUL-BeamSweeping and UE requires the uplink beam sweeping together with DL measurements to satisfy for its UL beams the minimum peak EIRP according to Table 6.2.1.3-1 and spherical coverage requirements according to Table 6.2.1.3-3 in CONNECTED MODE, the power class 3 UE shall also satisfy the Beam correspondence tolerance requirement in Section 6.6.4.1.
[bookmark: _Toc526340932]6.6.4.1	Beam correspondence tolerance 
[bookmark: _Toc535324436]6.6.5	Beam correspondence PC4
6.6.5.1	Beam correspondence tolerance 

