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<Start of modified section>
3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AA
Antenna Array
AAS
Active Antenna System

ACLR
Adjacent Channel Leakage Ratio

ACS
Adjacent Channel Selectivity

AoA
Angle of Arrival

AWGN
Additive White Gaussian Noise
BS
Base Station

BW
Bandwidth

CA
Carrier Aggregation

CACLR
Cumulative ACLR

CPE
Common Phase Error

CP-OFDM
Cyclic Prefix-OFDM

CW
Continuous Wave

DFT-s-OFDM
Discrete Fourier Transform-spread-OFDM
DM-RS
Demodulation Reference Signal

EIS
Equivalent Isotropic Sensitivity

EIRP
Effective Isotropic Radiated Power

E-UTRA
Evolved UTRA

EVM
Error Vector Magnitude

FBW
Fractional Bandwidth

FR
Frequency Range

FRC
Fixed Reference Channel
GSCN
Global Synchronization Channel Number

GSM
Global System for Mobile communications

ITU‑R
Radiocommunication Sector of the International Telecommunication Union

ICS
In-Channel Selectivity

LA
Local Area

LNA
Low Noise Amplifier

MCS
Modulation and Coding Scheme

MR
Medium Range

NR
New Radio

NR-ARFCN
NR Absolute Radio Frequency Channel Number

OBUE
Operating Band Unwanted Emissions

OOB
Out-of-band

OSDD
OTA Sensitivity Directions Declaration

OTA
Over-The-Air

PRB
Physical Resource Block
PT-RS
Phase Tracking Reference Signal
QAM
Quadrature Amplitude Modulation

RDN
Radio Distribution Network

RE
Resource Element

REFSENS
Reference Sensitivity

RF
Radio Frequency

RIB
Radiated Interface Boundary

RMS
Root Mean Square (value)

RoAoA
Range of Angles of Arrival
RS
Reference Signal
RX
Receiver
SCS
Sub-Carrier Spacing

SDL
Supplementary Downlink

SS
Synchronization Symbol
SSB
Synchronization Signal Block
SUL
Supplementary Uplink

TAB
Transceiver Array Boundary

TAE
Time Alignment Error

TX
Transmitter

TRP
Total Radiated Power

UEM
Unwanted Emissions Mask

UTRA
Universal Terrestrial Radio Access

WA
Wide Area
ZF
Zero Forcing

<End of modified section>


