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Background
[bookmark: _Hlk535492907]This contribution provides the TP to includes symbols and abbreviations in TR 37.716-31-11 v0.2.0 [1].
Text Proposal
---Start of changes---
[bookmark: _Toc443593761][bookmark: _Toc460338139][bookmark: _Toc492043892][bookmark: _Toc492044146][bookmark: _Toc494295309][bookmark: _Toc495923403][bookmark: _Toc500344654][bookmark: _Toc507677528][bookmark: _Toc523818630][bookmark: _Toc527980740][bookmark: _Toc531771254][bookmark: _Toc531771951]3	Definitions, symbols and abbreviations
[bookmark: _Toc443593762][bookmark: _Toc460338140][bookmark: _Toc492043893][bookmark: _Toc492044147][bookmark: _Toc494295310][bookmark: _Toc495923404][bookmark: _Toc500344655][bookmark: _Toc507677529][bookmark: _Toc523818631][bookmark: _Toc527980741][bookmark: _Toc531771255][bookmark: _Toc531771952]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. 
A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].
[bookmark: _Toc443593763][bookmark: _Toc460338141][bookmark: _Toc492043894][bookmark: _Toc492044148][bookmark: _Toc494295311][bookmark: _Toc495923405][bookmark: _Toc500344656][bookmark: _Toc507677530][bookmark: _Toc523818632][bookmark: _Toc527980742][bookmark: _Toc531771256][bookmark: _Toc531771953]3.2	Symbols
For the purposes of the present document, the following symbols apply:
<symbol>	<Explanation>

[bookmark: _Toc443593764][bookmark: _Toc460338142][bookmark: _Toc492043895][bookmark: _Toc492044149][bookmark: _Toc494295312][bookmark: _Toc495923406][bookmark: _Toc500344657][bookmark: _Toc507677531][bookmark: _Toc523818633][bookmark: _Toc527980743][bookmark: _Toc531771257][bookmark: _Toc531771954]ΔRIB,c	Allowed reference sensitivity relaxation due to support for inter-band CA operation, for serving cell c.
ΔTIB,c	Allowed maximum configured output power relaxation due to support for inter-band CA
FDL_low	The lowest frequency of the downlink operating band
FDL_high	The highest frequency of the downlink operating band
FUL_low	The lowest frequency of the uplink operating band
FUL_high	The highest frequency of the uplink operating band 

3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1].
BS	Base Station
CA	Carrier Aggregation
CA_nX-nY	Inter-band CA of component carrier(s) in one sub-block within Band X and component carrier(s) in one sub-block within Band Y where X and Y are the applicable NR operating band
CC	Component Carriers
DL	DownLink
FDD	Frequency Division Duplex
IMD	Inter-modulation
MSD	Maximum Sensitivity Deduction
NR	New RAT
SCS	Subcarrier spacing
TDD	Time Division Duplex
UE	User Equipment
UL	UpLink

---End of changes---
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