Page 1



3GPP TSG-RAN WG4 Meeting #90 
R4-1901694
Athens, Greece, 25 February – 1 March, 2019

	CR-Form-v11.4

	CHANGE REQUEST

	

	
	38.113
	CR
	
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:

	Draft CR to TS 38.113 on FR1 and FR2 definitions

	
	

	Source to WG:
	Ericsson

	Source to TSG:
	R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-02-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
	The frequency ranges FR1and FR2 are not defined in TS 38.113.

As stated in the LS in R4-1900026, TSG RAN has agreed the principle of extending the upper limit of FR1 from 6 GHz to 7.125GHz. An extension is feasible in Rel-15 and it is also the preferable solution to accommodate inclusion of the new unlicensed operating bands in this frequency range.

	
	

	Summary of change:
	Definitions of FR1 and FR2 are introdiced and the upper limit of FR1 is set to 7.125 GHz.

	
	

	Consequences if not approved:
	FR1 and FR2 would remain undefined. 
The specificaiton would not accommodate inclusion of the new unlicensed operating bands in the frequency range 6 GHZ to 7.125 GHz.

	
	

	Clauses affected:
	5.1

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	38.101-1, 38.101-2, 38.101-3, 38.104, 38.124

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


4.1
General

Requirements throughout the EMC specifications are in some cases defined separately for different frequency ranges (FR). The frequency ranges in which NR can operate according to the present version of the specification are identified as described in table 4.1-1.

Table 4.1-1: Definition of frequency ranges

	Frequency range designation
	Corresponding frequency range 

	FR1
	450 MHz – 7125 MHz

	FR2
	24250 MHz – 52600 MHz


The equipment shall be tested in normal test environment defined in the corresponding BS conformance testing specification TS 38.141-1 [3] for BS type 1-C and BS type 1-H, or TS 38.141-2 [4] for BS type 1-O and BS type 2-O. The test conditions shall be recorded in the test report.

For BS capable of multi-band operation, the requirements in the present document apply for each supported operating band unless otherwise stated. Operating bands shall be activated according to the test configuration in subclause 4.5. Tests shall be performed relating to each type of port and all operating bands shall be assessed during the tests.

The manufacturer shall declare the supported operating band(s) according to the list of NR operating bands defined in TS 38.104 [2].

NOTE 1: NR operating bands for BS type 1-C and BS type 1-H, are declared by the manufacturer according to the declarations specified in TS 38.141-1 [3], subclause 4.6.

NOTE 2: NR operating bands for BS type 1-O and BS type 2-O, are declared by the manufacturer according to the declarations specified in TS 38.141-2 [4], subclause 4.6.

