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	Reason for change:
	During RAN#82, a LS to RAN4 and RAN1 on FR1 upper frequency limit extension from 6 GHz to 7.125 GHz was agreed in RP-182876. It is proposed to capture this agreement in NR TR. 
As the general and common aspects for BS RF and UE RF for NR are referenced in NR BS TR 38.817-02 to the NR UE TR 38.817-01, it is proposed to capture the FR1 range extension agreement in the NR UE technical report. 
In this Cat. F CR, we extend the upper frequency limit of the FR1 frequency range from 6 GHz to 7.125 GHz. 

	
	

	Summary of change:
	· extension of the FR1 upper frequency limit from 6 GHz to 7.125 GHz.
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	NR specification not aligned with RAN#82 decision.
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------------------------------ Modified section ------------------------------
[bookmark: _Toc535320964]4	General and common aspects
[bookmark: _Toc535320965]4.1	Operating bands
While requirements are often generic and band agnostic, there may in many cases be separate requirements for different bands. In some cases, these are identified directly using the band number. They will also be references to different frequency ranges covering many bands, identified as requirements for sub-6 GHz bands (Frequency Range 1) and mmWave bands (Frequency Range 2). These ranges are for the purpose of the specification defined as follows:
-	FR1:	450 – 6000 MHz
[bookmark: _GoBack]NOTE: the upper frequency limit of FR1 has been extended up to 7125 MHz, from Rel-15 onwards. Irrespective of this decision, in this specification the FR1 is referred to as “sub‑6GHz”, reflecting previous agreements on NR spectrum. 
-	FR2:	24250 – 52600 MHz.
The lowest frequency in FR1 is selected as the lowest frequency identified for IMT by the ITU-R [2]. FR2 is defined starting from the lowest frequency under study for IMT under WRC Agenda item 1.13, up to the highest frequency within the scope of the present work item. In the future when new operating bands may be added outside the frequency ranges of FR1 and FR2, those can be incorporated by extending FR1 or FR2, or by adding new ranges (FR3, etc.).
------------------------------ Unchanged part omitted ------------------------------
------------------------------ End of modified section ------------------------------



