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< start of change1 >
6.2.3.6
A-MPR for NS_08

Table 6.2.3.6-1: A-MPR for NS_08 

	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A


	Region B



	
	
	RBstart
	LCRB
	A-MPR
	RBstart
	LCRB
	A-MPR

	5 MHz
	 FC >= 902.5
	
	> 15 
	A1
	
	
	

	10 MHz
	FC >= 910
	
	> 40
	A2
	
	> 5.4 MHz/12/SCS
	A4

	
	
	
	> 45 
	A3
	
	> 7.2 MHz/12/SCS
	A5

	15 MHz
	FC = 907.5
	< 1.8 MHz /12/SCS

> 12.24 MHz/12/SCS
	> 0
	A6
	> 1.8 MHz/12/SCS

< 6.12 MHz/12/SCS
	> 7.2 MHz/12/SCS
	A6

	NOTE 1:
The A-MPR values are listed in Table 2.

NOTE 2:   15KHz SCS unless otherwise stated

NOTE 3:   For any undefined region, MPR applies


Table 6.2.3.6-2: A-MPR for modulation and waveform type
	Modulation/Waveform
	A1
	A2
	A3
	A4
	A5
	A6

	
	Outer
	Outer
	Outer
	Outer
	Outer
	Outer and

Inner

	DFT-s-OFDM PI/2 BPSK
	
	≤ 1.5
	
	
	
	≤ 9

	DFT-s-OFDM QPSK
	≤ 2
	
	
	≤ 2.5
	
	≤ 9

	DFT-s-OFDM 16 QAM
	
	
	
	
	≤ 2.5
	≤ 9

	DFT-s-OFDM 64 QAM
	
	
	≤ 2.5
	
	
	≤ 9

	DFT-s-OFDM 256 QAM
	
	
	
	
	
	≤ 9

	CP-OFDM QPSK
	≤ 3.5
	
	
	
	≤ 4
	≤ 9

	CP-OFDM 16 QAM
	≤ 3.5 
	
	
	
	≤ 4
	≤ 9

	CP-OFDM 64 QAM
	
	
	≤ 4
	
	
	≤ 9

	CP-OFDM 256 QAM
	
	
	
	
	
	≤ 9


< end of change1 >
< start of change2 >
6.5.3.3.5
Requirement for network signalled value “NS_08”

When “NS 08” is indicated in the cell, the power of any UE emission shall not exceed the levels specified in Table 6.5.3.3.5-1. This requirement also applies for the frequency ranges that are less than FOOB (MHz) in Table 6.5.3.1-1 from the edge of the channel bandwidth.

Table 6.5.3.3.5-1: Additional requirement

	Frequency range

(MHz)
	Channel bandwidth / Spectrum emission limit (dBm)
	Measurement bandwidth 

	
	5 MHz
	10 MHz
	15 MHz
	

	860 ≤ f ≤ 890
	-40
	-40
	-40
	1 MHz

	Note 1: Applicable for channel BW confined between 900MHz and 915MHz


< end of change2 >
