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	Other comments:
	


< start of changes >
6.2.3.11
A-MPR for NS_41
Table 6.2.3.11-1: A-MPR for "NS_41"

	Channel Bandwidth, MHz
	Carrier Centre Frequency, Fc, MHz
	Region A

(Outer/Inner)
	Region B

(Outer/Inner)

	
	
	RBstart
	LCRB
	A-MPR

(dB)
	RBend

	A-MPR

(dB)

	5 MHz
	-
	-
	-
	NA
	-

	NA

	10 MHz
	1437 ≤ FC < 1442
	<= -4.5MHz/12/SCS + LCRB
	> 4.5 MHz/12/SCS
	≤ 9
	LCRB < 1.8MHz/12/SCS

	≤ 9

	15 MHz
	1439.5 ≤ FC < 1447.5
	<= -5.4MHz/12/SCS + LCRB
	> 5.4 MHz/12/SCS
	≤ 11
	LCRB < 3.42 MHz/12/SCS

	≤ 9

	20 MHz
	1442 ≤ FC < 1450
	<= -5.4MHz/12/SCS + LCRB
	> 5.4 MHz/12/SCS
	≤ 12
	LCRB < 5.04 MHz/12/SCS

	≤ 9

	40 MHz
	1452 ≤ FC < 1497
	<= -7.2MHz/12/SCS + LCRB
	> 7.2 MHz/12/SCS
	≤ 13.5
	LCRB < 11.7 MHz/12/SCS

	≤ 13.5

	50 MHz
	1457 ≤ FC < 1492
	<= -7.2MHz/12/SCS + LCRB
	> 7.2 MHz/12/SCS
	≤ 13.5
	LCRB < 15.12 MHz/12/SCS

	≤ 13.5

	60 MHz
	1462 ≤ FC < 1487
	<= -7.2MHz/12/SCS + LCRB
	> 7.2 MHz/12/SCS
	≤ 13.5
	LCRB < 18.72 MHz/12/SCS

	≤ 13.5

	NOTE 1:
The backoff applied is max(MPR, A-MPR) where MPR is defined in Table 6.2.2-1

NOTE 2:
Outer and inner allocations are defined in clause 6.2.2

NOTE 3:
For any undefined region, MPR applies

NOTE 4:
A-MPR applies to all modulation and waveform types.


< end of changes >
