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<Start of Changes>
[bookmark: _Toc535319220]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
ACLR	Adjacent Channel Leakage Ratio
ACS	Adjacent Channel Selectivity
A-MPR	Additional Maximum Power Reduction
BCS	Bandwidth Combination Set
CA	Carrier Aggregation
CC	Component carrier
DC	Dual Connectivity
EN-DC	E-UTRA/NR DC
EVM	Error Vector Magnitude
FDM	Frequency Division Multiplexing
FR	Frequency Range
ENBW	The aggregated bandwidth of an E-UTRA sub-block and an adjacent NR sub-block
ITU R	Radiocommunication Sector of the International Telecommunication Union
MBW	Measurement bandwidth defined for the protected band
MPR	Allowed maximum power reduction
MSD	Maximum Sensitivity Degradation
MCG	Master Cell Group
NR	New Radio
NS	Network Signalling
NSA	Non-Standalone, a mode of operation where operation of an other radio is assisted with an other radio
OOB	Out-of-band
OOBE	Out-of-band emission
OTA	Over The Air
PRB	Physical Resource Block
RE	Resource Element
REFSENS	Reference Sensitivity
RF	Radio Frequency
Rx	Receiver
SCG	Secondary Cell Group
SCS	Subcarrier spacing
SEM	Spectrum Emission Mask
SUL	Supplementary uplink
TDM	Time Division Multiplex
Tx	Transmitter
UE	User Equipment
UL-MIMO	Up Link Multiple Antenna transmission
ULSUP	Uplink sharing from UE perspective
[bookmark: _GoBack]<Next Section>
[bookmark: _Toc535319363]6.3B	Output power dynamics for DC
[bookmark: _Toc535319364]6.3B.1	Output power dynamics for EN-DC with UL sharing from UE perspective and intra-band contiguous scenario
[bookmark: _Toc535319365]6.3B.1.1	E-UTRA and NR switching time mask for TDM based UL sharing from UE perspective and intra-band contiguous scenario
The E-UTRA and NR switching time mask is only applicable for non-simultaneous transmissions between E-UTRA and NR in TDM based UL sharing from the UE perspective in the same channel, which is shared by E-UTRA and NR, and intra-band contiguous scenario in adjacent channels when single UL is allowed.
The E-UTRA and NR switching time mask defines the observation period between E-UTRA subframe and NR slot/mini-slot boundary. Both E-UTRA subframe and NR slot/mini-slot have ON power transmissions. The ON power is defined as the mean power over the symbol duration excluding any transient period. For E-UTRA subframe or NR slot/mini-slot having OFF power transmission, the general time mask for E-UTRA or NR shall apply.
For UEs reporting E-UTRA and NR switching time capability of type 1 with switching time <0.5us for TDM based UL sharing from UE perspective and for intra-band contiguous scenario within FR1 when single UL is allowed, time masks in Figure 6.3B.1.1-1 and Figure 6.3B.1.1-2 shall apply. For UEs reporting E-UTRA and NR switching time capability of type 2 with switching time <20us for TDM based UL sharing from UE perspective within FR1, time masks in Figure 6.3B.1.1-3 and Figure 6.3B.1.1-4 shall apply.
[image: ]
Figure 6.3B.1.1-1: E-UTRA to NR switching time mask for type 1 for TDM based UL sharing from UE perspective and for intra-band contiguous scenario within FR1 when single UL is allowed
[image: ]
Figure 6.3B.1.1-2: NR to E-UTRA switching time mask for type 1 for TDM based UL sharing from UE perspective and for intra-band contiguous scenario within FR1 when single UL is allowed
[image: ]
Figure 6.3B.1.1-3: E-UTRA to NR switching time mask for type 2 for TDM based UL sharing from UE perspective within FR1
[image: ]
Figure 6.3B.1.1-4: NR to E-UTRA switching time mask for type 2 for TDM based UL sharing from UE perspective within FR1
[bookmark: _Toc535319366]6.3B.2	Output power dynamics for intra-band non-contigious switching time
For DC_3A_n3A single switched UL operation in Rel.15, maximum UL switching time is defined as 120 us and DL reception interruption is allowed during UL switching. Time masks in Figure 6.3B.2-1 and Figure 6.3B.2-2 shall apply.
[image: ]
Figure 6.3B.2-1: E-UTRA to NR switching time mask for intra-band non-contigious scenario when single UL is allowed

[image: ]
Figure 6.3B.2-2: NR to E-UTRA switching time mask for intra-band non-contigious scenario when single UL is allowed
<Next Section>

[bookmark: _Toc526341624]7.3B.2.3.5.2	Reference sensitivity exceptions for intermodulation interference due to dual uplink operation for EN-DC in NR FR1 involving three bands
Table 7.3B.2.3.5.2-0: Reference sensitivity exceptions for Pcell due to dual uplink operation for EN-DC in NR FR1 (three bands) 
	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	DC_66A_(n)71AA
	66
	1750
	5
	25
	2150
	5
	FDD
	IMD4

	
	n71
	678
	10
	10 (RBstart =0)
	632
	N/A
	
	N/A



Table 7.3B.2.3.5.2-1: Reference sensitivity exceptions for Scell due to dual uplink operation for EN-DC in NR FR1 (three bands)
	EN-DC Configuration
	EUTRA/NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL
LCRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	IMD order

	DC_1A-3A_n28A
	1
	1975
	5
	25
	2165
	N/A
	FDD
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	FDD
	N/A

	
	3
	1723.5
	5
	25
	1818.5
	4.0
	FDD
	IMD5

	DC_1A-3A_n28A
	3
	1780
	5
	25
	1875
	N/A
	FDD
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	FDD
	N/A

	
	1
	1949
	5
	25
	2139
	11.0
	FDD
	IMD4

	DC_1A-7A_n28A
	1
	1935
	5
	25
	2125
	N/A
	FDD
	N/A

	
	n28
	718
	5
	25
	773
	N/A
	FDD
	N/A

	
	7
	2533
	10
	50
	2653
	30.0
	FDD
	IMD2

	DC_1A-3A_n77A
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	3
	1712.5
	5
	25
	1807.5
	31.5
	
	IMD2

	
	n77
	3757.5
	10
	50
	3757.5
	N/A
	TDD
	N/A

	
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	3
	1775
	5
	25
	1870
	8.5
	
	IMD4

	
	n77
	3980
	10
	50
	3980
	N/A
	TDD
	N/A

	
	1
	1950
	5
	25
	2140
	31.0
	FDD
	IMD2

	
	3
	1775
	5
	25
	1870
	N/A
	
	N/A

	
	n77
	3915
	10
	50
	3915
	N/A
	TDD
	N/A

	DC_1A-3A_n78A
DC_1A-3C_n78A
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	3
	1712.5
	5
	25
	1807.5
	31.2
	
	IMD2
|fB78-fB1|

	
	n78
	3757.5
	10
	50
	3757.5
	N/A
	TDD
	N/A

	
	1
	1935
	5
	25
	2125
	2.8
	FDD
	IMD5
|2*fB78-3*fB3|

	
	3
	1775
	5
	25
	1870
	N/A
	
	N/A

	
	n78
	3725
	10
	50
	3725
	N/A
	TDD
	N/A

	DC_1A-5A_n78A
	1
	1932
	5
	25
	2122
	18.1
	FDD
	 IMD3
|fB78-2*fB5|

	
	5
	829
	5
	25
	874
	N/A
	FDD
	N/A

	
	n78
	3780
	10
	50
	3780
	N/A
	TDD
	N/A

	
	1
	1975
	5
	25
	2165
	N/A
	FDD
	N/A

	
	5
	840
	5
	25
	885
	3.1
	FDD
	IMD5
|2*fB78-3*fB1|

	
	n78
	3405
	10
	50
	3405
	N/A
	TDD
	N/A

	DC_1A-7A_n78A
	1
	1977.5
	5
	25
	2167.5
	N/A
	FDD
	N/A

	
	7
	2507.5
	5
	25
	2627.5
	9.1
	FDD
	IMD4
|fB78-3*fB1|

	
	n78
	3305
	10
	50
	3305
	N/A
	TDD
	N/A

	
	1
	1950
	5
	25
	2140
	8.7
	FDD
	IMD4
|2*fB78-2*fB7|

	
	7
	2510
	10
	50
	2630
	N/A
	FDD
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	TDD
	N/A

	DC_1A-3A_n79A 
	1
	1950
	5
	25
	2140
	3.6
	FDD
	IMD5

	
	3
	1750
	5
	25
	1845
	N/A
	
	N/A

	
	n79
	4860
	40
	216
	4860
	N/A
	TDD
	N/A

	DC_1A-18A_n77A
	1
	1930
	5
	25
	2120
	16.4
	FDD
	IMD3

	
	18
	825
	5
	25
	870
	N/A
	
	N/A

	
	n77
	3770
	10
	50
	3770
	N/A
	TDD
	N/A

	DC_1A-18A_n78A
	1
	1930
	5
	25
	2120
	16.4
	FDD
	IMD3

	
	18
	819
	5
	25
	864
	N/A
	
	N/A 

	
	n78
	3758
	10
	50
	3758
	N/A
	TDD
	N/A 

	DC_1A-18A_n79A
	1
	1935
	5
	25
	2125
	N/A
	FDD
	N/A 

	
	18
	822.5
	5
	25
	867.5
	18.3
	FDD
	IMD3

	
	n79
	4782.5
	40
	216
	4782.5
	N/A
	TDD
	N/A 

	
	1
	1930
	5
	25
	2120
	N/A
	FDD
	N/A 

	
	18
	820
	5
	25
	865
	8.9
	FDD
	IMD4

	
	n79
	4925
	40
	216
	4925
	N/A
	TDD
	N/A 

	
	1
	1935
	5
	25
	2125
	8.1
	FDD
	IMD4

	
	18
	822.5
	5
	25
	867.5
	N/A
	FDD
	N/A

	
	n79
	4782.5
	40
	216
	4782.5
	N/A
	TDD
	N/A

	DC_1A-19A_n77A
DC_1A-19A_n78A
	1
	1940
	5
	25
	2130
	17.8
	FDD
	IMD3

	
	19
	832.5
	5
	25
	877.5
	N/A
	
	N/A

	
	n77, n78
	3795
	10
	50
	3795
	N/A
	TDD
	N/A

	DC_1A-19A_n79A
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	19
	837.5
	5
	25
	882.5
	18.3
	
	IMD3

	
	n79
	4782.5
	40
	216
	4782.5
	N/A
	TDD
	N/A

	
	1
	1950
	5
	25
	2140
	8.1
	FDD
	IMD4

	
	19
	837.5
	5
	25
	882.5
	N/A
	
	N/A

	
	n79
	4652.5
	40
	216
	4652.5
	N/A
	TDD
	N/A

	DC_1A-20A_n78A

	1
	1930
	5
	25
	2120
	20.3
	FDD
	IMD3

	
	20
	835
	5
	25
	794
	N/A
	FDD
	N/A

	
	n78
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	DC_1A-20A_n78A

	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	3.0
	FDD
	IMD5

	
	n78
	3330
	10
	50
	3330
	N/A
	TDD
	N/A

	DC_1A-21A_n77A
DC_1A-21A_n78A
	1
	1964.6
	5
	25
	2154.6
	30.6
	FDD
	IMD2

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	
	N/A

	
	n77, n78
	3605
	10
	50
	3605
	N/A
	TDD
	N/A

	
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	21
	1452
	5
	25
	1500
	2.9
	
	IMD5

	
	n77, n78
	3675
	10
	50
	3675
	N/A
	TDD
	N/A

	DC_1A-28A_n77A
	1
	1960
	5
	25
	2150
	15.8
	FDD
	IMD3

	
	28
	740
	5
	25
	795
	N/A
	
	N/A

	
	n77
	3630
	10
	50
	3630
	N/A
	TDD
	N/A

	DC_1A-28A_n77A
	1
	1960
	5
	25
	2150
	N/A
	FDD
	N/A

	
	28
	725
	5
	25
	780
	4.3
	
	IMD5

	
	n77
	3330
	10
	50
	3330
	N/A
	TDD
	N/A

	DC_1A-28A_n78A
	1
	1960
	5
	25
	2150
	15.7
	FDD
	IMD3

	
	28
	740
	5
	25
	795
	N/A
	
	N/A

	
	n78
	3630
	10
	50
	3630
	N/A
	TDD
	N/A

	DC_1A-28A_n78A
	1
	1970
	5
	25
	2160
	N/A
	FDD
	N/A

	
	28
	739
	5
	25
	794
	4.2
	
	IMD5

	
	n78
	3352
	10
	50
	3352
	N/A
	TDD
	N/A

	DC_1A_n28A-n78A
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n28
	733
	5
	25
	788
	N/A
	
	N/A

	
	n78
	3416
	10
	50
	3416
	15.7
	TDD
	IMD3

	
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n78
	3320
	10
	50
	3320
	N/A
	TDD
	N/A

	
	n28
	735
	5
	25
	790
	3.3
	FDD
	IMD5

	DC_1A-28A_n79A
	1
	1930
	5
	25
	2120
	N/A 
	FDD
	N/A 

	
	28
	733
	5
	25
	788
	15.2
	FDD
	IMD3

	
	n79
	4648
	40
	216
	4648
	N/A 
	TDD
	N/A 

	
	1
	1925
	5
	25
	2115
	N/A 
	FDD
	N/A 

	
	28
	740
	5
	25
	795
	10.0
	FDD
	IMD4

	
	n79
	4980
	40
	216
	4980
	N/A 
	TDD
	N/A 

	
	1
	1977.5
	5
	25
	2167.5
	1.2
	FDD
	IMD4

	
	28
	745.5
	5
	25
	800.5
	N/A
	FDD
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A 
	TDD
	N/A

	
	1
	1935
	5
	25
	2125
	4.5
	FDD
	IMD5

	
	28
	718
	5
	25
	773
	N/A
	FDD
	N/A

	
	n79
	4807
	40
	216
	4807
	N/A 
	TDD
	N/A

	DC_1A-41A_n77A
	1
	1970
	5
	25
	2160
	N/A
	FDD
	N/A

	
	n77
	3400
	10
	50
	3400
	
	TDD
	

	
	41
	2510
	5
	25
	2510
	11.0
	TDD
	IMD4

	
	1
	1930
	5
	25
	2120
	N/A
	FDD
	N/A

	
	n77
	4150
	10
	50
	4150
	
	TDD
	

	
	41
	2510
	5
	25
	2510
	3.6
	TDD
	IMD5

	DC_1A-41A_n78A
	1
	1975
	5
	25
	2165
	N/A
	FDD
	N/A

	
	41
	
	5
	25
	2515
	12
	TDD
	IMD4

	
	n78
	3410
	10
	50
	3410
	N/A
	TDD
	N/A

	DC_1A-41A_n79A
	1
	1970
	5
	25
	2160
	N/A
	FDD
	N/A

	
	n79
	4500
	40
	216
	4500
	
	TDD
	

	
	41
	2530
	5
	25
	2530
	29.4
	TDD
	IMD2

	
	1
	1922.5
	5
	25
	2112.5
	N/A
	FDD
	N/A

	
	n79
	4980
	40
	216
	4980
	
	TDD
	

	
	41
	2687.5
	5
	25
	2687.5
	0.0
	TDD
	IMD5

	DC_1A-42A_n79A
	1
	1977.5
	5
	25
	2167.5
	N/A
	FDD
	N/A

	
	n79
	4420
	40
	216
	4420
	
	TDD
	

	
	42
	3490
	5
	25
	3490
	4.8
	TDD
	IMD5

	
	42
	3402.5
	5
	25
	3402.5
	N/A
	TDD
	N/A

	
	n79
	4640
	40
	216
	4640
	
	TDD
	

	
	1
	1975
	5
	25
	2165
	15.5
	FDD
	IMD3

	
	42
	3450
	5
	25
	3450
	N/A
	TDD
	N/A

	
	n79
	4520
	40
	216
	4520
	
	TDD
	

	
	1
	1950
	5
	25
	2140
	9.3
	FDD
	IMD4

	DC_1A_n78A-n79A
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n78
	3410
	10
	50
	3410
	N/A
	TDD
	N/A

	
	n79
	4870
	40
	216
	4870
	15.9
	TDD
	IMD3

	
	1
	1950
	5
	25
	2140
	N/A
	FDD
	N/A

	
	n79
	4670
	40
	216
	4670
	N/A
	TDD
	N/A

	
	n78
	3490
	10
	50
	3490
	4.6
	TDD
	IMD5

	DC_3A-7A_n28A
	3
	1712.5
	5
	25
	1807.5
	N/A
	FDD
	N/A

	
	n28
	743
	5
	25
	798
	N/A
	FDD
	N/A

	
	7
	2562
	10
	50
	2682
	16.9
	FDD
	IMD3

	
	7
	2543
	10
	50
	2663
	N/A
	FDD
	N/A

	
	n28
	710.5
	5
	25
	765.5
	N/A
	FDD
	N/A

	
	3
	1737.5
	5
	25
	1832.5
	26.0
	FDD
	IMD2

	DC_3C-7C_n78A
	3
	1725
	5
	25
	1820
	17.6
	FDD
	IMD3
|fB78-2*fB7|

	
	7
	2565
	5
	25
	2685
	N/A
	FDD
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	TDD
	N/A

	
	3
	1725
	5
	25
	1820
	8.6
	FDD
	IMD4
|2*fB78-2*fB7|

	
	7
	2565
	5
	25
	2685
	N/A
	FDD
	N/A

	
	n78
	3475
	10
	50
	3475
	N/A
	TDD
	N/A

	DC_3A-20A_n28A

	20
	852
	5
	25
	811
	N/A
	FDD
	N/A

	
	n28
	738
	5
	25
	793
	N/A
	FDD
	N/A

	
	3
	1723
	5
	25
	1818
	9.4
	FDD
	IMD4

	DC_3A-28A_n77A
	3
	1712.5
	5
	25
	1807.5
	N/A
	FDD
	N/A

	
	28
	715
	5
	25
	770
	15.3
	FDD
	IMD3

	
	n77
	4195
	10
	50
	4195
	N/A
	TDD
	N/A

	
	3
	1755
	5
	25
	1850
	17.0
	FDD
	IMD3

	
	28
	735
	5
	25
	790
	N/A
	FDD
	N/A

	
	n77
	3320
	10
	50
	3320
	N/A
	TDD
	N/A

	DC_3A-28A_n78A
	3
	1775
	5
	25
	1870
	17.3
	FDD
	IMD3

	
	28
	740
	5
	25
	760
	N/A
	
	N/A

	
	n78
	3350
	10
	25
	3350
	N/A
	TDD
	N/A

	DC_3A-28A_n79A
	3
	1770
	5
	25
	1865
	N/A
	FDD
	N/A

	
	28
	725
	5
	25
	780
	10.3
	FDD
	IMD4

	
	n79
	4530
	40
	216
	4530
	N/A
	TDD
	N/A

	
	3
	1775
	5
	25
	1870
	5.7
	FDD
	IMD5

	
	28
	725
	5
	25
	780
	N/A
	FDD
	N/A

	
	n79
	4770
	40
	216
	4770
	N/A
	TDD
	N/A

	DC_3A_n28A-n78A
	3
	1750
	5
	25
	1845
	N/A
	FDD
	N/A

	
	n28
	743
	5
	25
	798
	N/A
	
	N/A

	
	n78
	3764
	10
	50
	3764
	4.5
	TDD
	IMD5

	DC_3A_n78A-n79A
	3
	1770
	5
	25
	1865
	N/A
	FDD
	N/A

	
	n78
	3340
	10
	50
	3340
	N/A
	TDD
	N/A

	
	n79
	4910
	40
	216
	4910
	16.3
	TDD
	IMD3

	
	3
	1770
	5
	25
	1865
	N/A
	FDD
	N/A

	
	n79
	4510
	40
	216
	4510
	N/A
	TDD
	N/A

	
	n78
	3710
	10
	50
	3710
	4.2
	TDD
	IMD5

	DC_3A-SUL_n78A-n82A
	3
	1775
	5
	25
	1870
	4
	FDD
	IMD4

	
	n82
	840
	5
	25
	
	N/A
	SUL
	N/A

	DC_3A-7A_n78A
DC_3C-7A_n78A
	3
	1725
	5
	25
	1820
	17.6
	FDD
	IMD3
|fB78-2*fB7|

	
	7
	2565
	5
	25
	2685
	N/A
	FDD
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	TDD
	N/A

	DC_3A-7A_n78A
DC_3C-7A_n78A
	3
	1725
	5
	25
	1820
	8.6
	FDD
	IMD4
|2*fB78-2*fB7|

	
	7
	2565
	5
	25
	2685
	N/A
	FDD
	N/A

	
	n78
	3475
	10
	50
	3475
	N/A
	TDD
	N/A

	DC_3A-19A_n79A
	3
	1782.5
	5
	25
	1877.5
	0.2
	FDD
	IMD4

	
	19
	842.5
	5
	25
	887.5
	N/A
	
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	TDD
	N/A

	DC_3A-20A_n78A
DC_3C-20A_n78A
	3
	1725
	5
	25
	1820
	17.3
	FDD
	IMD3
|fB78-2*fB20|

	
	20
	845
	5
	25
	804
	N/A
	FDD
	N/A

	
	n78
	3510
	10
	50
	3510
	N/A
	TDD
	N/A

	DC_3A-21A_n77A
DC_3A-21A_n78A
	3
	1767.5
	5
	25
	1862.5
	N/A
	FDD
	N/A

	
	21
	1459.5
	5
	25
	1507.5
	8.8
	
	IMD4

	
	n77, n78
	3795
	10
	50
	3795
	N/A
	TDD
	N/A

	DC_3A-21A_n77A
	3
	1771.6
	5
	25
	1866.6
	3.4
	FDD
	IMD5

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	
	N/A

	
	n77
	3935
	10
	50
	3935
	N/A
	TDD
	N/A

	DC_3A-21A_n79A 
	3
	1774.2
	5
	25
	1869.2
	17.8
	FDD
	IMD3

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	
	N/A

	
	n79
	4770
	40
	216
	4770
	N/A
	TDD
	N/A

	DC_5A-7A_n78A
	5
	844
	5
	25
	889
	N/A 
	FDD
	N/A 

	
	7
	2525
	5
	25
	2645
	30.1
	FDD
	IMD2
 ꟾfB78-fb5ꟾ

	
	n78
	3489
	10
	50
	3489
	N/A 
	TDD
	N/A 

	
	5
	834
	5
	25
	879
	30.2
	FDD
	IMD2
|fB78-fB7|

	
	7
	2550
	5
	25
	2670
	N/A
	FDD
	N/A

	
	n78
	3429
	10
	50
	3429
	N/A
	TDD
	N/A

	
	5
	830
	5
	25
	875
	3.3
	FDD
	IMD5
|2*fB78-3fB7|

	
	7
	2525
	5
	25
	2645
	N/A
	FDD
	N/A

	
	n78
	3350
	10
	50
	3350
	N/A
	TDD
	N/A

	DC_5A_41A_n78A
	5
	860
	5
	25
	885
	30.2
	FDD
	IMD2

	
	41
	2615
	5
	25
	2615
	N/A
	TDD
	N/A

	
	n78
	3500
	10
	50
	3500
	N/A
	TDD
	N/A

	
	5
	856.5
	5
	25
	881.5
	3.1
	FDD
	IMD5

	
	41
	2620.5
	5
	25
	2620.5
	N/A
	TDD
	N/A

	
	n78
	3490
	10
	50
	3490
	N/A
	TDD
	N/A

	DC_7A-20A_n28A
	20
	852
	5
	25
	811
	N/A
	FDD
	N/A

	
	n28
	738
	5
	25
	793
	N/A
	FDD
	N/A

	
	7
	2550
	10
	50
	2670
	5.9
	FDD
	IMD5

	DC_7A-20A_n78A
	7
	2560
	5
	25
	2680
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	30.5
	FDD
	IMD2
|fB78-fB7|

	
	n78
	3370
	10
	50
	3370
	N/A
	TDD
	N/A

	DC_7A-20A_n78A
	7
	2560
	5
	25
	2680
	N/A
	FDD
	N/A

	
	20
	851
	5
	25
	810
	3.0
	FDD
	IMD5
|2*fB78-3*fB7|

	
	n78
	3435
	10
	50
	3435
	N/A
	TDD
	N/A

	DC_7A-20A_n78A
	7
	2555
	5
	25
	2675
	30.8
	FDD
	IMD2
|fB78-fB20|

	
	20
	845
	5
	25
	804
	N/A
	FDD
	N/A

	
	n78
	3520
	10
	50
	3520
	N/A
	TDD
	N/A

	DC_7A-28A_n78A
	7
	2570
	5
	25
	2670
	N/A
	FDD
	N/A

	
	28
	720
	5
	25
	780
	8.3
	
	IMD2

	
	n78
	3350
	10
	50
	3421
	N/A
	TDD
	N/A

	
	7
	2570
	5
	25
	2670
	N/A
	FDD
	N/A

	
	28
	720
	5
	25
	790
	3.0
	
	IMD5

	
	n78
	3460
	10
	50
	3421
	N/A
	TDD
	N/A

	
	7
	2570
	5
	25
	2650
	30.5
	FDD
	IMD2

	
	28
	740
	5
	25
	768
	N/A
	
	N/A

	
	n78
	3390
	10
	50
	3421
	N/A
	TDD
	N/A

	DC_7A_n28A-n78A
	7
	2565
	5
	25
	2685
	N/A
	FDD
	N/A

	
	n28
	745
	5
	25
	800
	N/A
	
	N/A

	
	n78
	3310
	10
	50
	3310
	29.7
	TDD
	IMD2

	
	7
	2565
	5
	25
	2685
	N/A
	FDD
	N/A

	
	n78
	3365
	10
	50
	3365
	N/A
	TDD
	N/A

	
	n28
	745
	5
	25
	800
	28.8
	FDD
	IMD2

	DC_7A-46A_n78A6
	7
	N/A
	N/A
	N/A
	N/A
	N/A
	FDD
	N/A

	
	46
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	IMD2, IMD5

	
	n78
	N/A
	N/A
	N/A
	N/A
	N/A
	TDD
	N/A

	DC_18A-28A_n77A
	18
	820
	5
	25
	865
	N/A
	FDD
	N/A

	
	28
	723
	5
	25
	778
	4.4
	
	IMD5

	
	n77
	4058
	10
	50
	4058
	N/A
	TDD
	N/A

	DC_18A-28A_n77A
	18
	820
	5
	25
	865
	3.9
	FDD
	IMD5

	
	28
	723
	5
	25
	778
	N/A
	
	N/A

	
	n77
	3757
	10
	50
	3757
	N/A
	TDD
	N/A

	DC_18A-28A_n78A
	18
	819
	5
	25
	864
	3.8
	FDD
	IMD5

	
	28
	723
	5
	25
	778
	N/A
	
	N/A

	
	n78
	3756
	10
	50
	3756
	N/A
	TDD
	N/A

	DC_19A-21A_n77A
DC_19A-21A_n78A
	19
	837.5
	5
	25
	882.5
	18.7
	FDD
	IMD3

	
	21
	1450.4
	5
	25
	1498.4
	N/A
	
	N/A

	
	n77, n78
	3783.3
	10
	50
	3783.3
	N/A
	TDD
	N/A

	DC_19A-21A_n77A
	19
	837.5
	5
	25
	882.5
	N/A
	FDD
	N/A

	
	21
	1454.5
	5
	25
	1502.5
	9.0
	
	IMD4

	
	n77
	4015
	10
	50
	4015
	N/A
	TDD
	N/A

	DC_19A-21A_n79A
	19
	837.5
	5
	25
	882.2
	N/A
	FDD
	N/A

	
	21
	1452
	5
	25
	1500
	3.8
	
	IMD5

	
	n79
	4850
	40
	216
	4850
	N/A
	TDD
	N/A

	DC_21A-28A_n77A
	21
	1452
	5
	25
	1500
	N/A
	FDD
	N/A

	
	28
	730.5
	5
	25
	785.5
	16.9
	FDD
	IMD3

	
	n77
	3689.5
	10
	50
	3689.5
	N/A
	TDD
	N/A

	
	21
	1450.5
	5
	25
	1498.5
	9.9
	FDD
	IMD4

	
	28
	730.5
	5
	25
	785.5
	N/A
	FDD
	N/A

	
	n77
	3690
	10
	50
	3690
	N/A
	TDD
	N/A

	DC_21A-28A_n79A
	21
	1450
	5
	25
	1498
	5.2
	FDD
	IMD5

	
	28
	730.5
	5
	25
	785.5
	N/A
	TDD
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	TDD
	N/A

	DC_28A-42A_79A
	28
	730
	5
	25
	785
	N/A
	FDD
	N/A

	
	42
	3420
	5
	25
	3420
	15.3
	TDD
	IMD3

	
	n79
	4880
	40
	216
	4880
	N/A
	TDD
	N/A

	
	28
	745
	5
	25
	800
	16.2
	FDD
	IMD2

	
	42
	3597.5
	5
	25
	3597.5
	N/A
	TDD
	N/A

	
	n79
	4420
	40
	216
	4420
	N/A
	TDD
	N/A

	DC_19A_n78A-n79A
	19
	835
	5
	25
	880
	N/A
	FDD
	N/A

	
	n78
	3680
	10
	50
	3680
	N/A
	TDD
	N/A

	
	n79
	4515
	40
	216
	4515
	29.3
	TDD
	IMD2

	
	19
	835
	5
	25
	880
	N/A
	FDD
	N/A

	
	n79
	4550
	40
	216
	4550
	N/A
	TDD
	N/A

	
	n78
	3715
	10
	50
	3715
	28.8
	TDD
	IMD2

	DC_20A_n28A-n78A, DC_20A_SUL_n78A-n83A
	20
	857
	5
	25
	816
	N/A
	FDD
	N/A

	
	n28, n83
	743
	5
	25
	798
	N/A
	FDD, SUL
	N/A

	
	n78
	3314
	10
	50
	3314
	8.7
	TDD
	IMD4

	
	20
	837
	5
	25
	796
	N/A
	FDD
	N/A

	
	n78
	3310
	10
	50
	3310
	N/A
	TDD
	N/A

	
	n28
	744
	5
	25
	799
	9.4
	FDD
	IMD4

	DC_21A_n78A-n79A
	21
	1453
	5
	25
	1501
	N/A
	FDD
	N/A

	
	n78
	3420
	10
	50
	3420
	N/A
	TDD
	N/A

	
	n79
	4873
	40
	216
	4873
	30.1
	TDD
	IMD2

	
	21
	1453
	5
	25
	1501
	N/A
	FDD
	N/A

	
	n79
	4940
	40
	216
	4940
	N/A
	TDD
	N/A

	
	n78
	3487
	10
	50
	3487
	29.8
	TDD
	IMD2



<Next Section>
[bookmark: _Toc535319449]7.3B.3.3.2	ΔRIB,c for EN-DC three bands
Table 7.3B.3.3.2-1: ΔRIB,c due to EN-DC (three bands)
	Inter-band EN-DC configuration
	E-UTRA or NR Band
	ΔRIB,c (dB)

	DC_1-3_n28
	n28
	0.2

	DC_1-3_n77
	1
	0.2

	
	3
	0.2

	
	n77
	0.5

	DC_1-3_n78
	1
	0.2

	
	3
	0.2

	
	n78
	0.5

	DC_1-5_n78
	1
	0.2

	
	5
	0.2

	
	n78
	0.5

	DC_1-7_n28
	n28
	0.2

	DC_1-7_n78
DC_1-7-7_n78
	1
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_1-8_n78
	8
	0.2

	
	n78
	0.5

	DC_1-18_n77
	n77
	0.5

	DC_1-18_n78
	n78
	0.5

	DC_1-19_n77
	n77
	0.5

	DC_1-19_n78
	n78
	0.5

	DC_1-19_n79
	1
	0.3

	
	19
	0.3

	DC_1-20_n28
	1
	0.0

	
	20
	0.2

	
	n28
	0.2

	DC_1-20_n78
	n78
	0.5

	DC_1-21_n77
	n77
	0.5

	DC_1-21_n78
	1
	0.2

	
	n78
	0.5

	DC_1-28_n77
	28
	0.2

	
	n77
	0.5

	DC_1-28_n78
	28
	0.2

	
	n78
	0.5

	DC_1_n28-n78
	1
	0

	
	n28
	0.2

	
	n78
	0.5

	DC_1_n28-n79
	1
	0.3

	
	28
	0.3

	DC_1-42_n77
	1
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_1-41_n77
	n77
	0.5

	DC_1-41_n78
	n78
	0.5

	DC_1-42_n78
	1
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_1-42_n79
	42
	0.5

	DC_1_n77-n79
	1
	0.2

	
	n77
	0.5

	
	n79
	0.0

	DC_1_n78-n79
	1
	0.0

	
	n78
	0.5

	
	n79
	0.0

	DC_1-SUL_n78-n84
	n78
	0.5

	DC_2_5_n66
	2
	0.3

	
	n66
	0.3

	DC_2_30_n66
	2
	0.4

	
	30
	0.5

	
	n66
	0.4

	DC_2-66_n71B
	2
	0.3

	
	66
	0.3

	DC_3_n3-n77
	3
	0.2

	
	n3
	0.2

	
	n77
	0.5

	DC_3_n3-n78
	3
	0.2

	
	n3
	0.2

	
	n78
	0.5

	DC_3-5_n78
	3
	0.2

	
	5
	0.2

	
	n78
	0.5

	DC_3-7_n78, DC_3-7-7_n78
	3
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_3-8_n78
	3
	0.2

	
	8
	0.2

	
	n78
	0.5

	DC_3-19_n77
	3
	0.2

	
	n77
	0.5

	DC_3-19_n78
	3
	0.2

	
	n78
	0.5

	DC_3-20_n28
	20
	0.1

	
	n28
	0.1

	DC_3-19_n79
	
	

	
	
	

	
	
	

	DC_3-20_n78
	3
	0.2

	
	n78
	0.5

	DC_3-21_n77
	3
	0.3

	
	21
	0.5

	
	n77
	0.5

	DC_3-21_n78
	3
	0.3

	
	21
	0.5

	
	n78
	0.5

	DC_3-21_n79
	3
	0.3

	
	21
	0.5

	DC_3-28_n78
	3
	0.2

	
	n78
	0.5

	DC_3_n28-n78
	3
	0.2

	
	n28
	0

	
	n78
	0.5

	DC_3-38_n78
	3
	0.2

	
	38
	0.4

	
	n78
	0.5

	DC_3-41_n78
	3
	0.2

	
	41
	01

	
	
	0.52

	
	n78
	0.5

	DC_3-42_n77
	3
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_3-42_n78
	3
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_3-42_n79
	3
	0.2

	
	42
	0.5

	DC_3_n77-n79
	3
	0.2

	
	n77
	0.5

	
	n79
	0.0

	DC_3_n78-n79
	3
	0.2

	
	n78
	0.5

	
	n79
	0.0

	DC_3-SUL_n78-n80
	3
	0.2

	
	n78
	0.5

	
	n80
	0.2

	DC_3-SUL_n78-n82
	3
	0.2

	
	n78
	0.5

	DC_5-7_n78
	5
	0.2

	
	7
	0.2

	
	n78
	0.5

	DC_5_30_n66
	30
	0.5

	
	n66
	0.4

	DC_7-7_n78
	7
	0.0

	
	n78
	0.5

	DC_7-20_n28
	20
	0.2

	
	n28
	0.2

	DC_7-20_n78
	n78
	0.5

	DC_7-28_n78
	n78
	0.5

	DC_7_n28-n78
	n78
	0.5

	DC_7-46_n78
	n78
	0.5

	DC_8A-SUL_n78-n81
	8
	0.2

	
	n78
	0.2

	
	n81
	0.2

	DC_18-28_n77
	n77
	0.5

	DC_18-28_n78
	n78
	0.5

	DC_19-21_n77
	n77
	0.5

	DC_19-21_n78
	n78
	0.5

	DC_19-42_n77
	42
	0.5

	
	n77
	0.5

	DC_19-42_n78
	42
	0.5

	
	n78
	0.5

	DC_19-42_n79
	42
	0.5

	DC_19_n77-n79
	19
	0.0

	
	n77
	0.5

	
	n79
	0.0

	DC_19_n78-n79
	19
	0.0

	
	n78
	0.5

	
	n79
	0.0

	DC_20_n8-n75
	20
	0.0

	
	n8
	0.0

	
	n75
	0.0

	DC_20_n28-n75
	20
	0.0

	
	n28
	0.2

	
	n75
	0.0

	DC_20_n28-n78
	20
	0.2

	
	n28
	0.2

	
	n78
	0.5

	DC_20_n75-n78
	20
	0.0

	
	n75
	0.0

	
	n78
	0.5

	DC_20_n76-n78
	20
	0.0

	
	n76
	0.0

	
	n78
	0.5

	DC_20-SUL_n78-n82
	n78
	0.5

	DC_20-SUL_n78-n83
	20
	0.2

	
	n78
	0.5

	
	n83
	0.2

	DC_21-42_n77
	42
	0.5

	
	n77
	0.5

	DC_21-42_n78
	42
	0.5

	
	n78
	0.5

	DC_21-42_n79
	42
	0.5

	DC_21_n77-n79
	21
	0.0

	
	n77
	0.5

	
	n79
	0.0

	DC_21_n78-n79
	21
	0.0

	
	n78
	0.5

	
	n79
	0.0

	DC_28-SUL_n78-n83
	28
	0.2

	
	n78
	0.5

	
	n83
	0.2

	DC_28-42_n77
	28
	0.2

	
	42
	0.5

	
	n77
	0.5

	DC_28-42_n78
	28
	0.2

	
	42
	0.5

	
	n78
	0.5

	DC_28-42_n79
	28
	0.2

	
	42
	0.5

	DC_41-42_n77
	42
	0.5

	
	n77
	0.5

	DC_41-42_n78
	42
	0.5

	
	n78
	0.5

	DC_41-42_n79
	42
	0.5

	DC_41_n77
	n77
	0.5

	DC_41_n78
	n78
	0.5

	DC_41_n79
	n79
	0.5

	DC_66-SUL_n78-n86
	66
	0.2

	
	n78
	0.5

	
	n86
	0.2

	NOTE 1:	The requirement is applied for UE transmitting on the frequency range of 2545-2690MHz.
NOTE 2:	The requirement is applied for UE transmitting on the frequency range of 2496-2545MHz.


<End of Changes>
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