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1
Overall description
RAN2 thanks RAN4 for defining UE requirements related to the euCA feature.

RAN2 discussed below RAN4 question and RAN2 response is given below.

When the UE reports CQI for dormant SCell this is done on PCell and only when PCell is UL synchronized, I.e. the UE has valid UL timing (for example TA timer has not expired). However, it became unclear to RAN4 if the dormant SCell status changes when the UE UL synchronization is lost and if the UE is assumed resuming the CQI reporting for a dormant SCell if the UL synchronization is regained.

RAN4 Question: RAN4 would like to ask RAN2 if a dormant SCell state remain unchanged irrespective of the status of the PCell UL synchronization?

RAN2 Answer: RAN2 would like to confirm to RAN4 that when PCell UL synchronization is lost, a UE configured with SCell operating in dormant state will remain in same dormant state. SCell state does not change with PCell UL synchronization loss. When PCell UL synchronization is lost, UE will not report dormant SCell CQI.
2
Actions
To: 3GPP RAN4 
ACTION: RAN2 respectfully asks RAN4 to take into consideration above response.
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Dates of next TSG RAN WG2 meetings
TSG RAN WG2 Meeting #105bis
8– 12 April 2019, China
TSG RAN WG2 Meeting #106
13 – 17 May 2019, Reno, USA
