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<START OF  CHANGE>
[bookmark: _Toc535320542]4.5	Regional requirements
[bookmark: _Hlk494310507]Some requirements in the present document may only apply in certain regions either as optional requirements, or as mandatory requirements set by local and regional regulation. It is normally not stated in the 3GPP specifications under what exact circumstances the regional requirements apply, since this is defined by local or regional regulation.
Table 4.5-1 lists all requirements in the present specification that may be applied differently in different regions.
Table 4.5-1: List of regional requirements
	Clause number
	Requirement
	Comments

	5.2
	Operating bands
	Some NR operating bands may be applied regionally.

	6.2.4
	Additional requirements
	These requirements may apply in certain regions as additional Operating band unwanted emission limits.

	6.6.2,
9.7.2
	Occupied bandwidth,
OTA occupied bandwidth
	The requirement may be applied regionally. There may also be regional requirements to declare the occupied bandwidth according to the definition in present specification.

	6.6.3.4,
9.7.3.2
	Absolute ACLR,
OTA absolute ACLR, 
	The emission limits specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.

	6.6.4.2.5.1
	Limits in FCC Title 47
	The BS may have to comply with the additional requirements, when deployed in regions where those limits are applied, and under the conditions declared by the manufacturer.

	6.6.4.4,
9.7.4.2
	Operating band unwanted emissions,
OTA out-of-band emissions
	The emission limits specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.

	6.6.5.2.1,
9.7.5.2
	Tx spurious emissions,
OTA Tx spurious emissions
	Category A or Category B spurious emission limits, as defined in ITU-R Recommendation SM.329 [2], may apply regionally.
The emission limits specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.

	6.6.5.2.3,
9.7.5.3.3
	Tx spurious emissions: additional requirements,
OTA Tx spurious emissions: additional requirements
	These requirements may be applied for the protection of system operating in frequency ranges other than the BS operating band.

	7.6.4, 
10.7.2
	Rx spurious emissions,
OTA Rx spurious emissions
	The emission limits specified as the basic limit + X (dB) are applicable, unless stated differently in regional regulation.



<NEXT CHANGE>

[bookmark: _Toc535320615]6.6.3.4	Minimum requirement for BS type 1-H
[bookmark: _Hlk508124720]The ACLR (CACLR) absolute basic limits in table 6.6.3.2-2 + X, 6.6.3.2-3a + X (where X = 10log10(NTXU,countedpercell), unless stated differently in regional regulation) or the ACLR (CACLR) limits in table 6.6.3.2-1, 6.6.3.2-2a or 6.6.3.2-3, whichever is less stringent, shall apply for each TAB connector TX min cell group.

<NEXT CHANGE>
[bookmark: _Toc535320629]6.6.4.4	Minimum requirements for BS type 1-H
The operating band unwanted emissions requirements for BS type 1-H are that for each TAB connector TX min cell group and each applicable basic limit in subclause 6.6.4.2, the power summation emissions at the TAB connectors of the TAB connector TX min cell group shall not exceed a BS limit specified as the basic limit + X, where X = 10log10(NTXU,countedpercell) , unless stated differently in regional regulation.

<NEXT CHANGE>
[bookmark: _Toc535320779]9.7.3.2	Minimum requirement for BS type 1-O
The ACLR (CACLR) absolute basic limits in table 6.6.3.2-2 + X, 6.6.3.2-2a + X (where X = 9 dB, unless stated differently in regional regulation) or the ACLR (CACLR) basic limit in table 6.6.3.2-1, 6.6.3.2-2a or 6.6.3.2-3, whichever is less stringent, shall apply.
For a RIB operating in multi-carrier or contiguous CA, the ACLR requirements in subclause 6.6.3.2 shall apply to BS channel bandwidths of the outermost carrier for the frequency ranges defined in table 6.6.3.2-1.For a RIB operating in non-contiguous spectrum, the ACLR requirement in subclause 6.6.3.2 shall apply in sub block gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in subclause 6.6.3.2 shall apply in sub block gaps for the frequency ranges defined in table 6.6.3.2-3.
For a multi-band RIB, the ACLR requirement in subclause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-2a, while the CACLR requirement in subclause 6.6.3.2 shall apply in Inter RF Bandwidth gaps for the frequency ranges defined in table 6.6.3.2-3.
<NEXT CHANGE>
[bookmark: _Toc535320780]9.7.3.3	Minimum requirement for BS type 2-O
[bookmark: _Hlk515966075]The OTA ACLR limit is specified in table 9.7.3.3-1.
The OTA ACLR absolute limit is specified in table 9.7.3.3-2.
[bookmark: _Hlk515966152]The OTA ACLR (CACLR) absolute limit in table 9.7.3.3-2 or 9.7.3.3-4a (unless stated differently in regional regulation) or the ACLR (CACLR) limit in table 9.7.3.3-1, 9.7.3.3-3 or 9.7.3.3-4, whichever is less stringent, shall apply.
For a RIB operating in multi-carrier or contiguous CA, the OTA ACLR requirements in table 9.7.3.3-1 shall apply to BS channel bandwidths of the outermost carrier for the frequency ranges defined in the table.For a RIB operating in non-contiguous spectrum, the OTA ACLR requirement in table 9.7.3.3-3 shall apply in sub-block gaps for the frequency ranges defined in the table, while the OTA CACLR requirement in table 9.7.3.3-4 shall apply in sub-block gaps for the frequency ranges defined in the table.
<NEXT CHANGE>
[bookmark: _Toc535320783]9.7.4.2	Minimum requirement for BS type 1-O
Out-of-band emissions in FR1 are limited by OTA operating band unwanted emission limits. Unless otherwise stated, the operating band unwanted emission limits in FR1 are defined from ΔfOBUE below the lowest frequency of each supported downlink operating band up to ΔfOBUE above the highest frequency of each supported downlink operating band. The values of ΔfOBUE are defined in table 9.7.1-1 for the NR operating bands.
The requirements shall apply whatever the type of transmitter considered and for all transmission modes foreseen by the manufacturer's specification. For a RIB operating in multi-carrier or contiguous CA, the requirements apply to BS channel bandwidths of the outermost carrier for the frequency ranges defined in subclause 6.6.4.1.
For a RIB operating in non-contiguous spectrum, the requirements shall apply inside any sub-block gap for the frequency ranges defined in subclause 6.6.4.1.
For a multi-band RIB, the requirements shall apply inside any Inter RF Bandwidth gap for the frequency ranges defined in subclause 6.6.4.1.
The OTA operating band unwanted emission requirement for BS type 1-O is that for each applicable basic limit in subclause 6.6.4.2, the power of any unwanted emission shall not exceed an OTA limit specified as the basic limit + X, where X = 9 dB, unless stated differently in regional regulation.
<NEXT CHANGE>
[bookmark: _Toc535320788]9.7.4.3.2	OTA operating band unwanted emission limits
BS unwanted emissions shall not exceed the maximum levels specified in table 9.7.4.3.2‑1 and 9.7.4.3.2-2. Additionally, limits in regional regulation may apply.

<END OF CHANGE>

