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----------------------START OF CHANGES----------------------------

[bookmark: _Toc535476822]B.2	Conditions for UE measurements procedures and performance requirements in RRC_CONNECTED state
[bookmark: _Toc535476823]B.2.1	Introduction
[bookmark: _Hlk521161665]In Annex B.2, the following conditions are specified:
-	UE conditions which shall apply for UE intra-frequency measurements procedures and requirements in Section 9,
	UE conditions which shall apply for UE inter-frequency measurements procedures and requirements in Section 9,
-	UE conditions which shall apply for UE intra-frequency measurements performance requirements in Section 10,
-	UE conditions which shall apply for UE inter-frequency measurements performance requirements in Section 10.
· The conditions for RRC connection release with redirection to NR requirements in Section 6.2.3.2.1.


---------------------------NEXT CHANGE----------------------------

[bookmark: _Toc535476824]B.2.5	Conditions for RRC connection release with redirection to NR
This section defines the following conditions for RRC connection release with redirection to NR: SSB_RP and SSB Ês/Iot, applicable for a corresponding operating band.
The conditions are defined in Table B.2.5-1 for FR1 NR cells.
The conditions are defined in Table B.2.5-2 for FR2 NR cells.
Table B.2.5-1: Conditions for for RRC connection release with redirection to NR in FR1
	
Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 15 kHz
	SCSSSB = 30 kHz
	

	Conditions
	NR_FDD_FR1_A, NR_TDD_FR1_A
	-125
	-122
	 -4

	
	NR_FDD_FR1_B
	-124.5
	-121.5
	

	
	NR_TDD_FR1_C
	-124
	-121
	

	
	NR_FDD_FR1_D, NR_TDD_FR1_D
	-124.5
	-120.5
	

	
	NR_FDD_FR1_E, NR_TDD_FR1_E
	-123
	-120
	

	
	NR_FDD_FR1_G
	-122
	-119
	

	
	NR_FDD_FR1_H
	-121.5
	-118.5
	

	NOTE 1:	NR operating band groups are defined in Section 3.5.2.



Table B.2.5-2: Conditions for RRC connection release with redirection to NR in FR2
	Parameter
	NR operating band groups Note1
	Minimum SSB_RP
	SSB Ês/Iot

	
	
	dBm / SCSSSB
	dB

	
	
	SCSSSB = 120 kHz
	SCSSSB = 240 kHz
	

	Conditions
	NR_TDD_FR2_A
	TBD
	TBD
	TBD

	
	NR_TDD_FR2_B
	TBD
	TBD
	

	
	NR_TDD_FR2_F
	TBD
	TBD
	

	
	NR_TDD_FR2_G
	TBD
	TBD
	

	
	NR_TDD_FR2_T
	TBD
	TBD
	

	
	NR_TDD_FR2_Y
	TBD
	TBD
	

	NOTE 1:	NR operating band groups are defined in Section 3.5.3.







---------------------------END OF CHANGES----------------------------

