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1. Overall Description
RAN4 discussed the DL reference measurement channels (RMC) definition for the NR UE sustained data rate requirements and made the following observations:

· SDR tests require definition of a big amount of DL RMCs to cover different scenarios in terms of CBW, SCS, number of MIMO layers, MCS combinations, etc.

· SDR test parameters and set of tested CBW, SCS, number of MIMO layers, and MCS combinations completely characterize the typical parameter listed in DL RMCs including TBS per each slot, number of code bits, etc. The respective parameters can be derived based on RAN1 specifications.

RAN4 does not plan to introduce tables with DL RMC for SDR requirements and will define only SDR test parameters and set of tested CBW, SCS, number of MIMO layers, and MCS combinations. Whether DL RMC for SDR requirements shall be introduced in RAN5 specifications is up to RAN5.
RAN4 discussed whether to define a minimum duration of the SDR test (i.e. the minimum amount of subframes over which the TB success data rate shall be sustained) and observed that the respective parameter is related to the test uncertainty and is related to RAN5 scope. Therefore, RAN4 recommends RAN5 to define the SDR test duration and inform RAN4 if any additional inputs are needed.

2. Actions:

To RAN WG5
RAN4 respectfully asks RAN5 to take into account the respective agreements.
3. Date of Next RAN WG4 Meetings:

TSG RAN WG4 Meeting #90bis
8 – 12 April, 2019


China, Xi’an
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13 – 17 May, 2019


USA, Reno
