

	
[bookmark: OLE_LINK2]3GPP TSG-RAN WG4 Meeting #90												  	         R4-1902478
Athens, Greece, 25th of February – 1st of March, 2019

	CR-Form-v11.4

	CHANGE REQUEST

	

	
		38.101-3
	CR
	<CR#>
	rev
	-
	Current version:
	15.4.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Addition of power class 2 EN-DC ACLR requriement

	
	

	Source to WG:
	[bookmark: _GoBack]  Nokia, Skyworks Solutions Inc.

	Source to TSG:
	  R4

	
	

	Work item code:
	NR_newRAT-Core
	
	Date:
	2019-02-28

	
	
	
	
	

	Category:
	  F
	
	Release:
	  Rel-15

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	[bookmark: OLE_LINK1]Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
Rel-12	(Release 12)
Rel-13	(Release 13)
Rel-14	(Release 14)
Rel-15	(Release 15)
Rel-16	(Release 16)

	
	

	Reason for change:
	Power class 2 EN-DC ACLR requriement is missing

	
	

	Summary of change:
	Addition of power class 2 EN-DC ACLR requriement

	
	

	Consequences if not approved:
	Power class 2 EN-DC ACLR requriements are missing

	
	

	Clauses affected:
	6.5B.2.1.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	




Page 1






************************* Start of changes **************************************************
[bookmark: _Toc535319392]6.5B.2.1.3	Adjacent channel leakage ratio
For EN-DC operation with an E-UTRA sub-block immediately adjacent to an NR sub-block, the ACLR is defined as the ratio of the filtered mean power centred on the aggregated sub-block bandwidth ENBW to the filtered mean power centred on an adjacent bandwidth of the same size ENBW at nominal channel spacing. The UE shall meet the ACLR minimum requirement EN-DCACLR specified in Table 6.5B.2.1.3-1 with ENBW the sum of the sub-block bandwidths.
The assigned channel power and adjacent channel power are measured with rectangular filters with measurement bandwidths specified in 6.5B.2.1.3-1.
Table 6.5B.2.1.3-1: ACLR for intra-band EN-DC (contiguous sub-blocks)
	Parameter
	Unit
	Value

	EN-DCACLR for PC3
	dBc
	30

	EN-DCACLR for PC2
	dBc
	31

	Measurement bandwidth of EN-DC channel
	
	1.00*ENBW

	Measurement bandwidth of adjacent channel
	
	0.95*ENBW

	Frequency offset of adjacent channel
	
	ENBW
/
-ENBW

	NOTE 1:	ENBW is the aggregated bandwidth in MHz as defined in sub-clause 5.3B.
NOTE 2:	The frequency offset is that in between the centre frequencies of the measurement filters



************************* End of changes **************************************************

