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<< Start of Change 1 >>
9.1.5.1.1
NSA mode: carrier-specific scaling factor for SSB-based measurements performed outside gaps

For UE configured with the E-UTRA-NR dual connectivity operation, the carrier-specific scaling factor CSSFoutside_gap,i for intra-frequency SSB-based measurements performed outside measurements gaps will be as specified in Table 9.1.5.1.1-1.

Editor’s note : CSSFoutside_gap,i  for SCells on FR1 assumes that all Scell SMTC are overlapping(definition FFS). CSSFoutside_gap,i  definition may be  revised for non overlapping Scell SMTCs.
Table 9.1.5.1.1-1: CSSFoutside_gap,i scaling factor in NSA mode

	Scenario
	CSSFoutside_gap,i for FR1 PSCC
	CSSFoutside_gap,i for FR1 SCC
	CSSFoutside_gap,i for FR2 PSCC
	CSSFoutside_gap,i for FR2 SCC where neighbour cell measurement is required Note 2
	CSSFoutside_gap,i for FR2 SCC where neighbour cell measurement is not required Note 2

	EN-DC with FR1 only CA 
	1
	Number of configured FR1 SCell(s)
	N/A
	N/A
	N/A

	EN-DC with

FR2 only intra band CA 
	N/A
	N/A
	1
	N/A
	Number of configured FR2 SCells

	EN-DC with

FR1 +FR2 CA (FR1 PSCell) Note 1
	1
	2×(Number of configured SCell(s)-1)
	N/A
	2
	2×(Number of configured SCell(s)-1)

	EN-DC with

FR1 +FR2 CA (FR2 PSCell) Note 1
	N/A
	Number of configured SCell(s)
	1
	N/A
	Number of configured SCell(s)

	Note 1:
Only one NR FR1 operating band and one NR FR2 operating band are included for FR1+FR2 inter-band EN-DC.
Note 2:
Selection of FR2 SCC where neighbour cell measurement is required follows section 9.2.3.2.


<< End of Change 1>>
<< Start of Change 2 >>
9.1.5.1.2
SA mode: carrier-specific scaling factor for SSB-based measurements performed outside gaps

For UE configured with the SA operation, the carrier-specific scaling factor CSSFoutside_gap,i for intra-frequency SSB-based measurements performed outside measurements gaps will be as specified in Table 9.1.5.1.2-1.

Editor’s note : CSSFoutside_gap,i  for SCells on FR1 assumes that all Scell SMTC are overlapping(definition FFS). CSSFoutside_gap,i  definition may be  revised for non overlapping Scell SMTCs.
Table 9.1.5.1.2-1: CSSFoutside_gap,i scaling factor in SA mode

	Scenario
	CSSFoutside_gap,i for FR1 PCC
	CSSFoutside_gap,i for FR1 SCC
	CSSFoutside_gap,i for FR2 PCC
	CSSFoutside_gap,i for FR2 SCC where neighbour cell measurement is required Note 2
	CSSFoutside_gap,i for FR2 SCC where neighbour cell measurement is not required Note 2

	FR1 only CA 
	1
	Number of configured FR1 SCell(s)
	N/A
	N/A
	N/A

	FR2 only intra band CA 
	N/A
	N/A
	1
	N/A
	Number of configured FR2 SCell(s)

	FR1 +FR2 CA (FR1 PCell) Note 1
	1
	2×(Number of configured SCell(s)-1)
	N/A
	2
	2×(Number of configured SCell(s)-1)

	Note 1:
Only one FR1 operating band and one FR2 operating band are included for FR1+FR2 inter-band CA.
Note 2:
Selection of FR2 SCC where neighbour cell measurement is required follows section 9.2.3.2.


<< End of Change 2>>
