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[bookmark: _Toc535476020][bookmark: _Toc535475871]--- Start of change 1 ---
[bookmark: _Toc535475851][bookmark: _Hlk1143881]3	Definitions, symbols and abbreviations
[bookmark: _Toc535475852]3.1	Definitions
For the purposes of the present document, the terms and definitions given in TR 21.905 [11] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [11].
Active DL BWP: Active DL bandwidth part as defined in TS 38.213 [3].
Blackbox Approach: Testing methodology, in which the UE internal implementation of certain specific UE functionality involved in the test, is unknown.
DL BWP: DL bandwidth part as defined in TS 38.213 [3].
EN-DC: E-UTRA-NR Dual Connectivity as defined in TS 37.340 [17, Section 4.1.2].
en-gNB: As defined in TS 37.340 [17].
FR1: Frequency range 1 as defined in TS 38.104 [13, Section 5.1].
FR2: Frequency range 2 as defined in TS 38.104 [13, Section 5.1].
gNB: as defined in in TS 38.300 [10].
Master Cell Group: As defined in TS 38.331 [2].
[bookmark: _Hlk827074]Multi-Radio Dual Connectivity: Dual Connectivity between E-UTRA and NR nodes, or between two NR nodes, as defined in TS 37.340 [17].
ng-eNB: As defined in TS 38.300 [10].
NE-DC: NR-E-UTRA Dual Connectivity as defined in TS 37.340 [17, Section 4.1.3.2].
NR-DC: NR-NR Dual Connectivity as defined in TS 37.340 [17, Section 4.1.3.3].
NSA operation mode: EN-DC operation mode, where the UE is configured at least with PSCell and E-UTRA PCell.
Primary Cell: As defined in TS 38.331 [2].
RLM-RS resource: A resource out of the set of resources configured for RLM by higher layer parameter RLM-RS-List [2] as defined in TS 38.213 [3].
SA operation mode: Operation mode when the UE is configured with at least PCell and not any MR-DC.
Secondary Cell: As defined in TS 38.331 [2].
Secondary Cell Group: As defined in TS 38.331 [2].
Serving Cell: As defined in TS 38.331 [2].
SMTC: An SSB-based measurement timing configuration configured by SSB-MeasurementTimingConfiguration as specified in TS 38.331 [2].
SSB: SS/PBCH block as defined in TS 38.211 [6, section 7.8.3].
Timing Advance Group: As defined in TS 38.331 [2].
[bookmark: _Toc535475853]3.2	Symbols
For the purposes of the present document, the following symbols apply:
[…]	Values included in square bracket must be considered for further studies, because it means that a decision about that value was not taken.
Tc	Basic time unit, defined in TS 38.211 [6, Section 4.1].
Ts	Reference time unit, defined in TS 38.211 [6, Section 4.1].

[bookmark: _Toc535475854]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in TR 21.905 [11] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [11].
BWP	Bandwidth Part
CA	Carrier Aggregation
CC	Component Carrier
CP	Cyclic Prefix
CSI	Channel-State Information
CSI-RS	CSI Reference Signal
DC	Dual Connectivity
DL	Downlink
DMRS	Demodulation Reference Signal
DRX	Discontinuous Reception
E-UTRA	Evolved UTRA
E-UTRAN	Evolved UTRAN
EN-DC	E-UTRA-NR Dual Connectivity
FDD	Frequency Division Duplex
FR	Frequency Range
HARQ	Hybrid Automatic Repeat Request
HO	Handover
MAC	Medium Access Control
MCG	Master Cell Group
MGL	Measurement Gap Length
MGRP	Measurement Gap Repetition Period
MIB	Master Information Block
MR-DC	Multi-Radio Dual Connectivity
NE-DC	NR-E-UTRA Dual Connectivity
NR	New Radio
NR-DC	NR-NR Dual Connectivity
NSA	Non-Standalone operation mode
OFDM	Orthogonal Frequency Division Multiplexing
OFDMA	Orthogonal Frequency Division Multiple Access
PBCH	Physical Broadcast Channel
PCell	Primary Cell
PLMN	Public Land Mobile Network
PRACH	Physical RACH
PSCell	Primary SCell
PSS	Primary Synchronization Signal
PUCCH	Physical Uplink Control Channel
PUSCH	Physical Uplink Shared Channel
RACH	Random Access Channel
RAT	Radio Access Technology
RLM	Radio Link Monitoring
RLM-RS	Reference Signal for RLM
RRC	Radio Resource Control
RRM	Radio Resource Management
RSSI	Received Signal Strength Indicator
SA	Standalone operation mode
SCell	Secondary Cell
SCG	Secondary Cell Group
SCS	Subcarrier Spacing
SCSSSB	SSB subcarrier spacing
SDL	Supplementary Downlink
SFN	System Frame Number
SI	System Information
SIB	System Information Block
SMTC	SSB-based Measurement Timing configuration
SRS	Sounding Reference Signal
SSSS-RSRP	Synchronization Signal based Reference Signal Received Power
SS-RSRQ	Synchronization Signal based Reference Signal Received Quality
SS-SINR	Synchronization Signal based Signal to Noise and Interference Ratio
SSB	Synchronization Signal Block
SSB_RP	Received (linear) average power of the resource elements that carry NR SSB signals and channels, measured at the UE antenna connector.
SSS	Secondary Synchronization Signal
SUL	Supplementary Uplink
TA	Timing Advance
TAG	Timing Advance Group
TDD	Time Division Duplex
TTI	Transmission Time Interval
UE	User Equipment
UL	Uplink
--- End of change 1 ---
--- Start of change 3 ---
[bookmark: _Toc535475915]6.2.2	Random access
[bookmark: _Toc535475916]6.2.2.1	Introduction
This clause contains requirements on the UE regarding random access procedure. The random access procedure is initiated to establish uplink time synchronization for a UE which either has not acquired or has lost its uplink synchronization, or to convey UE’s request Other SI, or for beam failure recovery. The random access is specified in clause 8 of TS 38.213 [3] and the control of the RACH transmission is specified in clause 5.1 of TS 38.321 [7].
[bookmark: _Toc535475917]6.2.2.2	Requirements
The UE shall have capability to calculate PRACH transmission power according to the PRACH power formula defined in TS 38.213 [3] and apply this power level at the first preamble or additional preambles. The absolute power applied to the first preamble shall have an accuracy as specified in Table 6.3.4.2-1 of TS 38.101-1 [18] for frequency range 1 and in Table 6.3.4.2-1 of TS 38.101-2 [19] for frequency range 2. The relative power applied to additional preambles shall have an accuracy as specified in Table 6.3.4.3-1 of TS 38.101-1 [18] for frequency range 1 and clause 6.3.4.3 of TS38.101-2 [19] for frequency range 2.
The UE shall indicate a Random Access problem to upper layers if the maximum number of preamble transmission counter has been reached for the random access procedure on PCell or PSCell as specified in clause 5.1.4 in TS 38.321 [7].
The requirements in this section apply for UE in SA operation mode or any MR-DC operation mode.
--- End of change 3 ---
--- Start of change 4 ---
[bookmark: _Toc535475933]7.3	Timing advance
[bookmark: _Toc535475934]7.3.1	Introduction
The timing advance is initiated from gNB PSCell in EN-DC and NR-DC operation modes, and from PCell in SA, NE-DC, or NR-DC operation modes, with MAC message that implies and adjustment of the timing advance, as defined in clause 5.2 of TS 38.321 [7].
--- End of change 4 ---
--- Start of change 5 ---
[bookmark: _Toc535475981]8.5	Link Recovery Procedures
[bookmark: _Toc535475982]8.5.1	Introduction

The UE shall assess the downlink link quality of a serving cell based on the reference signal in the set  as specified in TS 38.213 [3] in order to detect beam failure instance for any of:
· PCell in SA, NR-DC, or NE-DC operation mode,
· PSCell in NR-DC and EN-DC operation mode,
· SCell when the UE is configured wih NR CA in any operation mode. 

The RS resources in the set  can be periodic CSI-RS resources and/or SSBs. UE is not required to perform beam failure detection outside the active DL BWP.

On each RS resource in the set , the UE shall estimate the radio link quality and compare it to the threshold Qout_LR for the purpose of accessing downlink radio link quality of the serving cell.
The threshold Qout_LR is defined as the level at which the downlink radio level link cannot be reliably received and shall correspond to the BLERout=10% block error rate of a hypothetical PDCCH transmission. For SSB based beam failure detection, Qout_LR_SSB is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.5.2.1-1. For CSI-RS based beam failure detection, Qout_LR_CSI-RS is derived based on the hypothetical PDCCH transmission parameters listed in Table 8.5.3.1-1.


The UE shall perform L1-RSRP measurements based on the reference signal in the set as specified in TS 38.213 [3] in order to detect candidate beam with L1-RSRP measurement that is better than the threshold indicated by higher layer parameter rsrp-ThresholdSSB and rsrp-ThresholdCSI-rs (rsrp-ThresholdSSB + powerControlOffsetSS). The RS resources in the set  can be periodic CSI-RS resources or SSBs or both SSB and CSI-RS. UE is not required to perform candidate beam detection outside the active DL BWP.

On each RS resource in the set , the UE shall perform L1-RSRP measurements and compare it to the threshold rsrp-ThresholdSSB or rsrp-ThresholdCSI-rs for the purpose of selecting new beam(s) for beam failure recovery.
UE is not expected to perform beam failure detection measurements if the SCS of the CSI-RS used for beam failure detection and the SCS of the SSB used for beam failure detection are different, and the CSI-RS and SSB are FDM-ed in the same OFDM symbol.
Editor’s Note: FFS: whether UE supporting simultaneousRxDataSSB-DiffNumerology can perform BFD on SSB and CSI-RS simultaneously.
--- Start of change 5 ---
--- Start of change 6 ---
10.1	NR measurements
[bookmark: _Toc535476051]10.1.1	Introduction
Editor’s note: new measurement metrics may be added according to the RAN4 discussion. Absolute/relative accuracy requirement, mapping table of RSRP/RSRQ may be specified in this section. The numerology and BW combinations might be reflected in the accuracy requirement table.
The requirements in Section 10.1 apply as follows:
· intra-frequency requirements apply for PCell measurements in SA, NR-DC, or NE-DC operaion mode, 
· intra-frequency requirements apply for PSCell measurements in NR-DC or EN-DC operaion mode,
· intra-frequency requirements apply for SCell measurements in SA operation mode with NR CA or any MR-DC operaion mode with NR CA,
· inter-frequency requirements apply for non-serving cell measurements on NR carrier frequencies.
In the requirements of Section 10.1, the exceptions for side conditions apply as follows:
-	for the UE capable of CA but not configured with any SCell, the applicable exceptions for side conditions are specified in Annex B, Section B.3.2.1 for UE supporting CA in FR1, and Section B.3.2.3 for UE supporting CA in FR2, respectively;
-	for the UE capable of CA and configured with at least one  SCell, the applicable exceptions for side conditions are specified in Annex B, Section B.3.2.2 for UE configured with CA in FR1, and Section B.3.2.4 for UE supporting CA in FR2 respectively;
-	for the UE capable of SUL but not configured with SUL, the applicable exceptions for side conditions are specified in Annex B, Section B.3.4.1 for UE supporting SUL in FR1;
-	for the UE capable of SUL and configured with at least one SUL, the applicable exceptions for side conditions are specified in Annex B, Section B.3.4.2 for UE configured with SUL in FR1.
--- unchanged sections ---
[bookmark: _Toc535476053]10.2	E-UTRAN measurements
[bookmark: _Toc535476054]10.2.1	Introduction
Accuracy requirements for E-UTRAN measurements on E-UTRAN carrier frequencies are specified in Section 10.2 and apply for UE in SA or NR-DC operation mode.
The requirements in this clauseSection 10.2 are applicable for a UE:
-	in RRC_CONNECTED state
-	performing measurements with appropriate measurement gaps according to section 9.1.2.
-	that is synchronised to the cell that is measured.
The reported measurement result after layer 1 filtering shall be an estimate of the average value of the measured quantity over the measurement period. The reference point for the measurement result after layer 1 filtering is referred to as point B in the measurement model described in TS 36.300 [24].
The accuracy requirements of E-UTRA measurements in this clause are valid for the reported measurement result after layer 1 filtering. The accuracy requirements are verified from the measurement report at point D in the measurement model having the layer 3 filtering disabled.
If the UE needs measurement gaps to perform the inter-RAT NR ─ E-UTRAN FDD and NR ─ E-UTRAN TDD measurements, the relevant measurement procedure and measurement gap patterns stated in Section 9.1.2 shall apply.
--- End of change 7 ---
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