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1. Overall Description:
RAN2 further discussed autonomous gap for NR ANR, and confirmed autonomous gap is not supported in the following cases:
· ANR (towards NR neighbour cells) configured by NR PCell in NR SA
· ANR (towards NR neighbour cells) configured by NR PSCell in EN-DC
· ANR (towards NR neighbour cells) configured by LTE PCell in EN-DC
· ANR (towards NR neighbour cells) configured by LTE PCell in LTE SA

RAN2 would like to ask RAN4:
Q 1: whether autonomous gap ANR (towards LTE neighbour cells) configured by NR PCell in NR SA is supported? Note that RAN2 signalling does not currently support configuration this.

RAN2 also discussed whether autonomous gap ANR (towards 2G/3G/4G neighbour cells) configured by LTE / MN in EN-DC is supported. RAN2 identified that there would be interruption time on all NR SCG cells if UE starts autonomous gap in EN-DC and SN does not know this (especially for the UE only supporting per-UE gap). Thus, RAN2 also would like to ask RAN4:
Q 2: whether autonomous gap ANR (towards 2G/3G/4G neighbour cells) configured by LTE PCell in EN-DC is supported? Note that RAN2 signalling does support configuration of this.

2. Actions:
To RAN4 group.
ACTION: 	RAN2 respectfully asks RAN4 to answer and feedback on above Q1 and Q2.

3. Date of Next TSG-RAN2 Meetings:
TSG-RAN2 Meeting #105-bis		8th April  – 12th April 2019		China, Xi’an
TSG-RAN2 Meeting #106		13th May  – 17th May 2019		Reno, USA
